3GPP TSG-RAN WG3 Meeting #116-e
R3-223772
E-meeting, 09-19 May 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	37.483
	CR
	0005
	rev
	1
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction on enhanced eNB architecture evolution

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R3

	
	

	Work item code:
	LTE_NR_arch_evo_enh-Core
	
	Date:
	2022-05-09

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 












release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
…
Rel-15
(Release 15)
Rel-16
(Release 16)
Rel-17
(Release 17)
Rel-18
(Release 18)

	
	

	Reason for change:
	 MR-DC Data Usage Report message can only be used for the cases where the 5GC is used. If the UE is connected to EPC, we should use DATA Usage Report message instead. Therefore, the current descrpition of MR-DC Data Usage Report message is incorrect.

	
	

	Summary of change:
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8.3.11
MR-DC Data Usage Report

8.3.11.1
General

This procedure is initiated by the gNB-CU-UP to report data volume served at the gNB-CU-UP, where the UE is connected to the 5GC. The procedure uses UE-associated signalling.

8.3.11.2
Successful Operation
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Figure 8.3.11.2-1: MR-DC Data Usage Report procedure: Successful Operation.

The gNB-CU-UP initiates the procedure by sending the MR-DC DATA USAGE REPORT message to the gNB-CU-CP.
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