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	Reason for change:
	The information in the SIB19 is more related with the configuration in the gNB-DU, so the SIB 19 is generated by the gNB-DU and a note should be added in the section of 5.2.2.

	
	

	Summary of change:
	1) Add SIB 19 related handling in the section of 5.2.2 System Information management function

	
	

	Consequences if not approved:
	Lack the information that SIB 19 is generated by DU in section 5.2.2 System Information management function
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[bookmark: _Toc13920087][bookmark: _Toc29393003][bookmark: _Toc29393051][bookmark: _Toc36556405][bookmark: _Toc45833069][bookmark: _Toc64448126][bookmark: _Toc74152922][bookmark: _Toc97909418][bookmark: _Toc98932584]5.2.2	System Information management function
Scheduling of system broadcast information is carried out in the gNB-DU. The gNB-DU is responsible for transmitting the system information according to the scheduling parameters available.
The gNB-DU is responsible for the encoding of the NR-MIB message. In case broadcast of SIB1 and other SIBs is needed, the gNB-DU is responsible for the encoding of the SIB1 message, SIB10, SIB12, SIB13, SIB14 and SIB17 and the gNB-CU is responsible for the encoding of other SIBs. The gNB-DU may re-encode SIB9. The gNB-DU is responsible for the generation of the SystemInformation message.
NOTE:	The SIB19 is generated by the gNB-DU.
The gNB-CU is responsible for receiving the positioning assistance information from LMF, e.g the positioning related SIBs. The gNB-CU notifies gNB-DU about the SIBs, and the gNB-DU signals them directly. 
To support Msg3 based on-demand SI as described in TS 38.331 [11], the gNB-CU can confirm the received SI request from the UE by including the UE identity, and command the gNB-DU to broadcast the requested other SIs.
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