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1 Overall description
RAN3 has analysed whether the interFrequencyConfig-NoGap-r16 IE needs to be signalled over the RAN interfaces. 
In particular, the following proposals have been discussed:
1) Signalling of the interFrequencyConfig-NoGap-r16 IE from the gNB-DU to the gNB-CU over the F1-C interface, to enable the gNB-CU to configure the UE appropriately if no-gap measurements need to be enabled
2) Signalling of the interFrequencyConfig-NoGap-r16 IE from the MN to the SN over the Xn interface, to enable the MN to inform the SN of configuration of no-gap measurements 
3) Signalling of the interFrequencyConfig-NoGap-r16 IE from the SN-gNB-CU to the SN-gNB-DU over the F1 interface, to inform the SN-gNB-DU of configuration of no-gap measurements 
RAN3 would like to ask RAN2 whether the above proposals are feasible.
Additionally, if Proposal 2 is feasible, RAN3 would like to ask RAN2´s opinion on whether the interFrequencyConfig-NoGap-r16 IE should be signalled as part of an inter node RRC message or if it should be signalled explicitly over the Xn interface.

2	Actions
To RAN2:
ACTION: 	RAN3 respectfully asks RAN2 to take the above into account and to provide answers accordingly. 


3	Dates of next RAN3 meetings
The upcoming RAN3 meetings can be found in the RAN3 Meetings calendar 




