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	Reason for change:
	RAN2 has specified a new SIB (i.e., SIB18 in TS 38.331 v17.0.0) to advertise the Group IDs for Network selection (GINs) to support onboarding and Credentials Holder for SNPNs. 

As observed in the SIB18, the GINs are tightly coupled with the SNPNs listed in SIB1 and are used for UE access. Hence the SIB18 should be owned/configured/encoded by the gNB-DU for each its served cell. Otherwise, if the gNB-CU generates/encodes the SIB18, it needs to first collect the SNPNs from each connected gNB-DU/cell, then check with OAM for GINs support at a cell level, which is quite complicated. Then the gNB-DU should signal the SIB18 to the gNB-CU, at least for the gNB-CU to have knowledge of GINs supported by the gNB-DU. 
Note that this is aligned with the SIB10 carrying the Human-Readable Network Names (HRNN) of the NPNs, for which the gNB-CU reports to the gNB-DU. 


	
	

	Summary of change:
	· Include the SIB18 message in gNB-DU System Information.

Impact Analysis:

Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact with the previous version of the specification (same release).

The impact can be considered isolated because the change only affects the gNB-DU system information function.



	
	

	Consequences if not approved:
	The gNB-CU cannot know the SIB18 message owned/configured/encoded by the gNB-DU.
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	Change Begins


9.3.1.18
gNB-DU System Information

This IE contains the system information generated by the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MIB message
	M
	
	OCTET STRING
	MIB message, as defined in subclause 6.2.2 in TS 38.331 [8].


	-
	

	SIB1 message
	M
	
	OCTET STRING
	SIB1 message, as defined in subclause 6.2.2 in TS 38.331 [8].


	-
	

	SIB12 message
	O
	
	OCTET STRING
	SIB12, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	Ignore

	SIB13 message
	O
	
	OCTET STRING
	SIB13, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	Ignore

	SIB14 message
	O
	
	OCTET STRING
	SIB14, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB10 message
	O
	
	OCTET STRING
	SIB10, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB17 message
	O
	
	OCTET STRING
	SIB17, as defined in subclause 6.3.1 in TS 38.331 [8]
	YES
	ignore

	SIB18 message
	O
	
	OCTET STRING
	SIB18, as defined in subclause 6.3.1 in TS 38.331 [8]
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.5
Information Element Definitions
-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

<Unchanged Text Omitted>

id-SRBMappingInfo,

id-DRBMappingInfo,


id-LastUsedCellIndication,


id-SIB17-message,

id-MUSIM-GapConfig,

id-SIB18-message,

maxNRARFCN,

maxnoofErrors,


maxnoofBPLMNs,

<Unchanged Text Omitted>
GNB-DU-System-Information ::= SEQUENCE {


mIB-message

MIB-message,


sIB1-message

SIB1-message,


iE-Extensions




ProtocolExtensionContainer { { GNB-DU-System-Information-ExtIEs } } OPTIONAL,


...

}

GNB-DU-System-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


{ ID id-SIB12-message

CRITICALITY ignore
EXTENSION SIB12-message

PRESENCE optional}|


{ ID id-SIB13-message

CRITICALITY ignore
EXTENSION SIB13-message

PRESENCE optional}|


{ ID id-SIB14-message

CRITICALITY ignore
EXTENSION SIB14-message

PRESENCE optional}|


{ ID id-SIB10-message

CRITICALITY ignore
EXTENSION SIB10-message

PRESENCE optional}|


{ ID id-SIB17-message

CRITICALITY ignore
EXTENSION SIB17-message

PRESENCE optional}|

{ ID id-SIB18-message

CRITICALITY ignore
EXTENSION SIB18-message

PRESENCE optional},

...

}
<Unchanged Text Omitted>
SIB1-message ::= OCTET STRING

SIB10-message ::= OCTET STRING
SIB12-message ::= OCTET STRING

SIB13-message ::= OCTET STRING

SIB14-message ::= OCTET STRING
SIB17-message ::= OCTET STRING

SIB18-message ::= OCTET STRING

9.4.7
Constant Definitions
-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

<Unchanged Text Omitted>
id-LastUsedCellIndication






ProtocolIE-ID ::= 624

id-SIB17-message









ProtocolIE-ID ::= 625

id-GNBDUUESliceMaximumBitRateList




ProtocolIE-ID ::= 626
id-SIB18-message









ProtocolIE-ID ::= aaa
	Change Ends


