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This message is sent by the MeNB to inform the en-gNB about the successful change.
Direction: MeNB  en-gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	ignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	ignore

	E-RABs to be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	–
	

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	ignore

	Conditional PSCell Change Information Confirm
	O
	
	
	
	YES
	rejectignore

	>Multiple Target S-NG-RAN Node List
	
	1
	
	
	–
	

	>>Multiple Target S-NG-RAN Node Item
	
	1 .. <maxnoofTargetSNs>
	
	
	–
	

	>>>Target SgNB ID
	M
	
	Target SgNB ID Information
9.2.102
	
	–
	

	>>>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>>>PSCell ID
	M
	
	NR CGI
9.2.111
	
	–
	

	MeNB to SgNB Container
	O
	
	OCTET STRING
	Includes the RRCReconfigurationComplete message as defined in subclause 6.2.2 of TS 38.331 [10].
	YES
	ignore
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for X2AP.
--
-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ABSInformation,
	ABS-Status,
	AS-SecurityInformation,
	BearerType,
	Cause,
	CompositeAvailableCapacityGroup,

////////////////////////////////////////////////////////////////////////////NEXT CHANGES/////////////////////////////////////////////////////////////////////

-- **************************************************************
--
-- SGNB CHANGE CONFIRM
--
-- **************************************************************

SgNBChangeConfirm ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{SgNBChangeConfirm-IEs}},
	...
}

SgNBChangeConfirm-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID							CRITICALITY ignore	TYPE UE-X2AP-ID										PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID							CRITICALITY ignore	TYPE SgNB-UE-X2AP-ID									PRESENCE mandatory}|
	{ ID id-E-RABs-ToBeReleased-SgNBChaConfList		CRITICALITY ignore	TYPE E-RABs-ToBeReleased-SgNBChaConfList		PRESENCE optional}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional}|
	{ ID id-MeNB-UE-X2AP-ID-Extension				CRITICALITY ignore	TYPE UE-X2AP-ID-Extension							PRESENCE optional}|
	{ ID id-CPCinformation-CONF						CRITICALITY rejectignore	TYPE CPCinformation-CONF							PRESENCE optional}|
	{ ID id-MeNBtoSgNBContainer						CRITICALITY ignore	TYPE MeNBtoSgNBContainer							PRESENCE optional},
	...
}
