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	Reason for change:
	In order to ensure low latency and high reliability of URLLC services, packet duplication has been introduced since R16. In case if the CA based PDCP duplication for SRB is configured, referring to TS 38.3473, "Execute Duplication" IE was introduced into DL RRC MESSAGE TRANSFER message over F1AP, and the gNB-DU shall duplicate the downlink RRC message according to such duplication information provided by gNB-CU.
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However, the corresponding stage2 descriptions of SRB duplication over F1AP is missing in current TS38.470 of R17.

	
	

	Summary of change:
	Add stage2 text of SRB duplication in RRC message transfer function.
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Impact assessment towards the previous version of the specification (same release): 
This CR has limited impact on the previous version of the specification, as it only aligns with stage 3 protocol changes.

	
	

	Consequences if not approved:
	The stage2 descriptions of SRB duplication over F1AP is missing

	
	

	Clauses affected:
	5.2.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	





<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc98932586]5.2.4	RRC message transfer function
This function allows to transfer RRC messages between gNB-CU and gNB-DU. RRC messages are transferred over F1-C. The gNB-CU is responsible for the encoding of the dedicated RRC message with assistance information provided by gNB-DU. This function also allows gNB-DU to report to gNB-CU if the downlink RRC message has been successfully delivered to UE or not. The function also allows the gNB-DU to report to the gNB-CU if the accessing UE is a Reduced Capability UE as defined in TS 38.300 [8]. This function also allows the gNB-DU to duplicate the downlink RRC message according to the duplication information provided by gNB-CU.
For IAB-nodes, this function allows to transfer RRC messages for setting up and configuring the IAB-MT side of the BH RLC channel. These RRC messages are carried on F1-C between the IAB-donor-CU and the parent IAB-DU, i.e. the gNB-DU side of the BH RLC channel.

<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>
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9.23 RRC Message Transfer messages

9232 DL RRC MESSAGE TRANSFER

‘This message is sent by the gNB-CU to transfer the layer 3 message to the gNB-DU over the F1 interface.

Direction: gNB-CU —gNB-DU

TEIGroup Name Presence | Range | IEfypeand | Semantics description | Criticality | Assigned

reference Criticality
Wiessage Type ] 9311 VES Tgnore
ONB-CU UE FIAPTD " 9314 VES eject
NB-DU UE FIAP D ) 9315 VES eject
0ld gNB-DU UE FTAPID__| O 9315 VES Teject
SRB 1D ] 9317 VES eject
| Execute Duplication Bl VES ignore





