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This message is sent by the en-gNB to the MeNB to request the change of en-gNB for a specific UE.
Direction: en-gNB  MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Target SgNB ID Information
	M
	
	9.2.102
	
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in TS 38.331 [31].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject

	SCG UE History Information
	O
	
	9.2.177
	
	YES
	ignore

	Conditional PSCell Change Information Required
	O
	
	
	If this IE is present, then the Target SgNB ID Information IE and the SgNB to MeNB Container shall be ignored.
	YES
	reject

	>Multiple Target S-NG-RAN Node List
	
	1
	
	
	–
	

	>>Multiple Target S-NG-RAN Node Item
	
	1 .. <maxnoofTargetSNs>
	
	
	–
	

	>>>Target SgNB ID
	M
	
	Target SgNB ID Information
9.2.102
	
	–
	

	>>>CPAC Indicator
	M
	
	ENUMERATED (CPAC-initiation, CPAC-modification, CPAC-cancel,...)
	
	–
	

	>>>RRC Container
	M
	
	OCTET STRING
	Includes the CG-Config message as defined in TS 38.331 [31].
	–
	

	>>>Maximum Number of PSCells To Prepare
	O
	
	INTEGER (1..8, …)
	Indicates the maximum number of PSCells that the target may prepare.
	–
	

	>>>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate target en-gNB.
	–
	



	Range bound
	Explanation

	maxnoofTargetSNs
	Maximum no. of the target S-NG-RAN nodes. Value is 8
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-----------Skip unchanged------------


CPCinformation-REQD ::= SEQUENCE {
	cpc-target-sn-list		CPC-target-SN-reqd-list,
	iE-Extensions			ProtocolExtensionContainer { {CPCinformation-REQD-ExtIEs} } OPTIONAL,
	...
}


CPCinformation-REQD-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}


CPC-target-SN-reqd-list ::= SEQUENCE (SIZE(1..maxnoofTargetSNs)) OF CPC-target-SN-reqd-item


CPC-target-SN-reqd-item ::= SEQUENCE {
	target-SgNB-ID					GlobalGNB-ID,
	cpac-indicator					CPACindicator,
	rrc-container					OCTET STRING,
	max-no-of-pscells				INTEGER (1..maxnoofPSCellCandidates)	OPTIONAL,
	estimatedArrivalProbability		CHO-Probability							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {CPC-target-SN-reqd-item-ExtIEs} } OPTIONAL,
	...
}

CPC-target-SN-reqd-item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}


