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--------------------------------Start of the First Change-----------------------------
9.3.3.26
BC Bearer Context To Setup

This IE contains MBS session resource related information used to request BC Bearer Context Context Setup.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S-NSSAI 
	M
	
	9.3.1.9
	

	BC Bearer Context NG-U TNL Info at 5GC
	M
	
	9.3.1.112
	

	BC MRB To Setup List
	M
	
	BC MRB Setup Configuration
9.3.1.114
	

	Consent to Apply Available Shared UP MBS QoS flow mapping
	O
	
	9.3.1.115
	Consent to Apply Available Shared NG-U Termination’s MBS QoS flow mapping
.


9.3.3.27
BC Bearer Context To Setup Response

This IE contains MBS session resource related information used to confirm BC Bearer Context Setup.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BC Bearer Context NG-U TNL Info at NG-RAN
	C-ifunicast
	
	9.3.1.116
	

	BC MRB Setup Response List
	
	1..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>MBS QoS Flow Setup List
	M
	
	QoS Flow List

9.3.1.12
	

	>MBS QoS Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	

	>BC Bearer Context F1-U TNL Info at CU
	M
	
	9.3.1.118
	

	BC MRB Failed List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>Cause 
	M
	
	9.3.1.2
	

	Available BC MRB Configuration
	O
	
	BC MRB Setup Configuration
9.3.1.114
	In case the shared MBS NG-U termination had a different MRB Configuration applied and the gNB-CU-CP has provided its consent.


	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for a UE. Value is 32.


	Condition
	Explanation

	ifunicast
	This IE shall be present if the MBS NG-U Information at NG-RAN IE within the BC Bearer Context NG-U TNL Info at NG-RAN IE contains unicast TNL information.


9.3.3.28
BC Bearer Context To Modify

This IE contains MBS session resource related information used to request BC Bearer Context Modification.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BC Bearer Context NG-U TNL Info at 5GC To Setup or Modify
	O
	
	BC Bearer Context NG-U TNL Info at 5GC

9.3.1.112
	

	BC MRB To Setup List
	O
	
	BC MRB Setup Configuration

9.3.1.114
	

	BC MRB To Modify List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID
	M
	
	9.3.1.16a
	

	>BC Bearer Context F1-U TNL Info at DU
	O
	
	9.3.1.119
	

	>SDAP Configuration
	O
	
	9.3.1.39
	

	>MBS PDCP Configuration
	O
	
	PDCP Configuration

9.3.1.38
	Editor’s Note: along running RRC CR

	>MBS QoS Flows Information To Be Setup
	O
	
	QoS Flow QoS Parameters List

9.3.1.25
	

	>MRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.3.1.26
	Indicates the MRB QoS when more than one QoS Flow is mapped to the MRB.

	BC MRB To Remove List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	


	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for a UE. Value is 32.


9.3.3.29
BC Bearer Context To Modify Response

This IE contains MBS session resource related information used to confirm a BC Bearer Context Modification.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BC Bearer Context NG-U TNL Info at NG-RAN
	O
	
	9.3.1.116
	

	BC MRB Setup or Modify Response List
	
	1..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>MBS QoS Flow Setup List
	O
	
	QoS Flow List

9.3.1.12
	

	>MBS QoS Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	

	>BC Bearer Context F1-U TNL Info at CU
	O
	
	9.3.1.118
	

	BC MRB Failed List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>Cause 
	M
	
	9.3.1.2
	

	Available BC MRB Configuration
	O
	
	BC MRB Setup Configuration
9.3.1.114
	In case the shared MBS NG-U termination had a different MRB Configuration applied and the gNB-CU-CP has provided its consent.


--------------------------------Next Change------------------------------------------------
9.3.3.32
MC Bearer Context To Setup

This IE contains MBS session resource related information used to request MC Bearer Context Context Setup.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S-NSSAI 
	M
	
	9.3.1.9
	

	MC MRB To Setup List
	M
	
	MC MRB Setup Configuration
9.3.1.120
	

	Consent to Apply Available Shared UP MBS QoS flow mapping
	O
	
	9.3.1.115
	Consent to Apply Available Shared NG-U Termination’s MBS QoS flow mapping
.


9.3.3.33
MC Bearer Context To Setup Response

This IE contains MBS session resource related information used to confirm MC Bearer Context Context Setup.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MC Bearer Context NG-U TNL Info at NG-RAN
	C-ifunicast
	
	9.3.1.121
	

	MC MRB Setup Response List
	
	1..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>MBS QoS Flow Setup List
	M
	
	QoS Flow List

9.3.1.12
	

	>MBS QoS Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	

	MC MRB Failed List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>Cause 
	M
	
	9.3.1.2
	

	Available MC MRB Configuration
	O
	
	MC MRB Setup Configuration
9.3.1.120
	In case the shared MBS NG-U termination had a different MRB Configuration applied and the gNB-CU-CP has provided its consent.


	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for a UE. Value is 32.


	Condition
	Explanation

	ifunicast
	This IE shall be present if the MBS NG-U Information at NG-RAN IE within the MC Bearer Context NG-U TNL Info at NG-RAN IE contains unicast TNL information.


9.3.3.34
MC Bearer Context To Modify

This IE contains MBS session resource related information used to request a modification of a multicast MC Bearer Context.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MC Bearer Context NG-U TNL Info at 5GC
	O
	
	9.3.1.122
	

	MC Bearer Context NG-U TNL Info at NG-RAN Request
	O
	
	9.3.1.123
	To request NG-U TNL information from the gNB-CU-UP, if not yet available at gNB-CU-CP

	MBS Multicast F1-U Context Descriptor
	C-ifSetupOrRemove
	
	9.3.1.125
	

	MC MRB To Setup or Modify List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID
	M
	
	9.3.1.16a
	

	>MC Bearer Context F1-U TNL Info at DU
	O
	
	9.3.1.124
	

	>SDAP Configuration
	O
	
	9.3.1.39
	

	>MBS PDCP Configuration
	O
	
	PDCP Configuration

9.3.1.38
	Editor’s Note: along running RRC CR

	>MBS QoS Flows Information To Be Setup
	O
	
	QoS Flow QoS Parameters List

9.3.1.25
	

	>MRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.3.1.26
	Indicates the MRB QoS when more than one QoS Flow is mapped to the MRB.

	MC MRB To Remove List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	


	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for a UE. Value is 32.


	Condition
	Explanation

	ifSetupOrRemove
	This IE shall be present if either the MC MRB To Setup or Modify List IE or the MC MRB To Remove List IE or both IEs are included.


9.3.3.35
MC Bearer Context To Modify Response

This IE contains MBS session resource related information used to confirm a MC Bearer Context Modification.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MC Bearer Context NG-U TNL Info at NG-RAN Modify Response
	O
	
	9.3.1.127
	

	MBS Multicast F1-U Context Descriptor
	C-ifSetupOrFailed
	
	9.3.1.125
	

	MC MRB Setup or Modify Response List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>MBS QoS Flow Setup List
	O
	
	QoS Flow List

9.3.1.12
	

	>MBS QoS Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	

	>MC Bearer Context F1-U TNL Info at CU
	O
	
	UP Transport Layer Information

9.3.2.1
	

	MC MRB Failed List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>Cause 
	M
	
	9.3.1.2
	

	Available MC MRB Configuration
	O
	
	MC MRB Setup Configuration
9.3.1.120
	In case the shared MBS NG-U termination had a different MRB Configuration applied and the gNB-CU-CP has provided its consent.


	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for a UE. Value is 32.


	Condition
	Explanation

	ifSetupOrFailed
	This IE shall be present if either the MC MRB Setup or Modify Response List IE or the MC MRB Failed List IE or both IEs are included.


--------------------------------End of the Changes-----------------------------

