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This procedure is initiated by the gNB-DU to indicate the UE activity event.
The procedure is also used to request the termination of SDT session.
The procedure uses UE-associated signalling.
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Figure 8.3.6.2-1: UE Inactivity Notification procedure.
The gNB-DU initiates the procedure by sending the UE INACTIVITY NOTIFICATION message to the gNB-CU. 
If the DRB ID IE is included in the DRB Activity Item IE in the UE INACTIVITY NOTIFICATION message, the DRB Activity IE shall also be included
If the gNB-CU receives the SDT Termination Request IE in the UE INACTIVITY NOTIFICATION message, the gNB-CU shall, if supported, consider that the termination of the ongoing SDT transaction is requested from the gNB-DU for this UE and act as specified in TS 38.300 [6]. 
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Not applicable.
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This message is sent by the gNB-DU to provide information about the UE activity to the gNB-CU.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	DRB Activity List 
	
	1
	
	
	YES
	reject

	>DRB Activity Item 
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DRB Activity
	O
	
	ENUMERATED (Active, Not active)
	
	-
	

	SDT Termination Request
	O
	
	ENUMERATED (radio link problem, normal, …)
	Indicate the reason of request for termination of the ongoing SDT.
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 
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-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************
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-- **************************************************************
--
-- UE Inactivity Notification ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE Inactivity Notification
--
-- **************************************************************

UEInactivityNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ UEInactivityNotificationIEs}},
	...
}

UEInactivityNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-DRB-Activity-List							CRITICALITY reject	TYPE DRB-Activity-List							PRESENCE mandatory	}|
	{ ID id-SDT-Termination-Request						CRITICALITY ignore	TYPE SDT-Termination-Request				PRESENCE optional 	},
	...
}

DRB-Activity-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRB-Activity-ItemIEs } }

DRB-Activity-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRB-Activity-Item			CRITICALITY reject	TYPE DRB-Activity-Item		PRESENCE mandatory},
	...
}

SDT-Termination-Request	::= ENUMERATED {radio-link-problem, normal, ...}
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id-PathSwitchConfiguration							ProtocolIE-ID ::= 619
id-PagingCause										ProtocolIE-ID ::= 620
id-MUSIM-GapConfig									ProtocolIE-ID ::= 621
id-PEIPSAssistanceInfo								ProtocolIE-ID ::= 622
id-UEPagingCapability								ProtocolIE-ID ::= 623
id-LastUsedCellIndication							ProtocolIE-ID ::= 624
id-SIB17-message										ProtocolIE-ID ::= 625
id-GNBDUUESliceMaximumBitRateList					ProtocolIE-ID ::= 626
id-SDT-Termination-Request							ProtocolIE-ID ::= xxx

END
-- ASN1STOP 
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