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Correct “Cells for SON IE” to be “Cells for SON List IE” in the GNB-CU CONFIGURATION UPDATE message, to align with tabular IE name and ASN.1.
Correct “CCO Assistance Information Item IE” to be “CCO Assistance Information IE” in the GNB-CU CONFIGURATION UPDATE message, to align with tabular IE name and ASN.1.
Correct the presence of tabular IE CCO Assistance Information in GNB-CU CONFIGURATION UPDATE message to be optional.
Correct tabular range bound of NR-U Channel Item IE to be “maxnoofNR-UChannelIDs” instead of “maxnoofNR-UChannels” in the RESOURCE STATUS UPDATE message.
Add semantics description for Successful HO Report Container IE in ACCESS AND MOBILITY INDICATION message.
Add the presence of tabular IE Cell Coverage State IE in Coverage Modification Notification IE. 
Correct the value range of energyDetectionThreshold in NR-U Channel Item IE to be INTEGER (-100..-50,...) in ASN.1.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because it only impact SON features.



	
	

	Consequences if not approved:
	SON features in Release 17 can’t be supported well.

	
	

	Clauses affected:
	8.2.4.2, 8.2.5.2, 9.2.1.10, 9.2.1.23, 9.2.10.1, 9.3.1.213, 9.4.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	


	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


	

-------- skip unchanged part ----------
[bookmark: _Toc20955746][bookmark: _Toc29892840][bookmark: _Toc36556777][bookmark: _Toc45832153][bookmark: _Toc51763333][bookmark: _Toc64448496][bookmark: _Toc66289155][bookmark: _Toc74154268][bookmark: _Toc81383012][bookmark: _Toc88657645][bookmark: _Toc97910557][bookmark: _Toc99038196][bookmark: _Toc99730457]8.2.4	gNB-DU Configuration Update
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If the Cells for SON List IE is present in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU may store or update this information and behaves as follows:
-	For each served cell indicated by the NR CGI IE included within the Cells for SON Item IE, the gNB-DU may adjust the PRACH configuration of this served cell.
-	If the Neighbour NR Cells for SON List IE is present in the Cells for SON Item IE, the gNB-DU may take the PRACH configuration of neighbour cells included in the Neighbour NR Cells for SON List IE into consideration when adjusting the PRACH configuration of the served cell.
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If the CCO Assistance Information IE is contained in the GNB-CU CONFIGURATION UPDATE message, and the NR CGI IE contained in the CCO Assistance Information Item IE is served by the gNB-DU, the gNB-DU may use it to determine a new cell and/or beam configuration.
If the CCO Assistance Information IE is contained in the GNB-CU CONFIGURATION UPDATE message and the NR CGI IE contained in the CCO Assistance Information Item IE is not served by the gNB-DU, the gNB-DU may use it to adjust coverage of its cells.
If the Cells for SON List IE is present in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU may store or update this information and it behaves as follows:
-	For each served cell indicated by the NR CGI IE included within the Cells for SON Item IE, the gNB-DU may adjust the PRACH configuration of this served cell.
-	If the Neighbour NR Cells for SON List IE is present in the Cells for SON Item IE, the gNB-DU may take the PRACH configuration of neighbour cells included in the Neighbour NR Cells for SON List IE into consideration when adjusting the PRACH configuration of the served cell.
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This message is sent by the gNB-CU to transfer updated information associated to an F1-C interface instance.
NOTE:	If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0..1
	
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>> gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled.
	YES
	ignore

	>>IAB Info IAB-donor-CU
	O
	
	9.3.1.105
	IAB-related configuration sent by the IAB-donor-CU.
	YES
	ignore

	>>Available SNPN ID List
	O
	
	9.3.1.163
	Indicates the available SNPN ID list.
If this IE is included, the content of the Available PLMN List IE and Extended Available PLMN List IE if present in the Cells to be Activated List Item IE is ignored.
	YES
	ignore

	>>MBS Broadcast Neighbour Cell List
	O
	
	9.3.1.226
	
	YES
	ignore

	Cells to be Deactivated List
	
	0..1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	gNB-CU TNL Association To Add List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Information
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	M
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	gNB-CU TNL Association To Remove List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Transport Layer Address gNB-DU
	O
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-DU.
	YES
	reject

	gNB-CU TNL Association To Update List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	Cells to be barred List
	
	0..1
	
	List of cells to be barred.

	YES
	ignore

	>Cells to be barred List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Cell Barred
	M
	
	ENUMERATED (barred, not-barred, ...)
	
	-
	

	>>IAB Barred
	O
	
	ENUMERATED (barred, not-barred, ...)
	
	-
	

	Protected E-UTRA Resources List
	
	0..1
	
	List of Protected E-UTRA Resources.
	YES
	reject

	>Protected E-UTRA Resources List Item
	
	1.. <maxCellineNB>
	
	
	EACH
	reject

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxCellineNB)
	Indicates the E-UTRA cells involved in resource coordination with the NR cells affiliated with the same Spectrum Sharing Group ID.
	-
	

	>> E-UTRA Cells List
	
	1
	
	List of applicable E-UTRA cells. 
	-
	

	>>> E-UTRA Cells List Item
	
	1 .. <maxCellineNB>
	
	
	-
	

	>>>>EUTRA Cell ID
	M
	
	BIT STRING (SIZE(28))
	Indicates the E-UTRAN Cell Identifier IE contained in the ECGI as defined in subclause 9.2.14 in TS 36.423 [9].
	-
	

	>>>>Served E-UTRA  Cell Information
	M
	
	9.3.1.64
	
	-
	

	Neighbour Cell Information List
	
	0..1
	
	
	YES
	ignore

	>Neighbour Cell Information List Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Intended TDD DL-UL Configuration
	O
	
	9.3.1.89
	
	-
	

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	Uplink BH Non-UP Traffic Mapping
	O
	
	9.3.1.103
	
	YES
	reject

	BAP Address
	O
	
	9.3.1.111
	Indicates a BAP address assigned to the IAB-donor-DU.
	YES
	ignore

	CCO Assistance Information
	OM
	
	9.3.1.211
	Indicates CCO Assistance Information for cells and beams served by the gNB-DU of the same NG-RAN node or for cells and beams not served by the gNB-DU.
	YES
	Ignore

	[bookmark: OLE_LINK26][bookmark: OLE_LINK27]Cells for SON List
	O
	
	9.3.1.214
	
	YES
	ignore



	Range bound
	Explanation

	maxCellingNBDU
	Maximum numbers of cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.
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This message is sent by gNB-DU to gNB-CU to report the results of the requested measurements.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	gNB-DU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	ignore

	Hardware Load Indicator 
	O
	
	9.3.1.136
	
	YES
	ignore

	TNL Capacity Indicator
	O
	
	9.3.1.128
	
	YES
	ignore

	Cell Measurement Result
	
	0..1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. <maxCellingNBDU >
	
	
	-
	

	>>Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	

	>>Radio Resource Status 
	O
	
	9.3.1.129
	
	-
	

	>>Composite Available Capacity Group
	O
	
	9.3.1.130
	
	-
	

	>>Slice Available Capacity 
	O
	
	9.3.1.134
	
	-
	

	>>Number of Active UEs 
	O
	
	 9.3.1.135
	
	-
	

	>>NR-U Channel List
	
	0..1
	
	
	YES
	ignore

	>>>NR-U Channel Item
	
	1..<maxnoofNR-UChannelIDs>
	
	
	-
	

	>>>>NR-U Channel ID
	M
	
	INTEGER (1.. maxnoofNR-UChannelIDs, …)
	Identifies a portion of the NR-U Channel Bandwidth on which channel access procedure in shared spectrum has been performed in the last reporting period.

	-
	

	>>>>Channel occupancy time percentage
	M
	
	INTEGER (0..100)
	The percentage of time for which the channel resources have been utilised for DL traffic served by the corresponding cell. Value 100 corresponds to the duration between consecutive reporting.

	-
	

	>>>>Energy Detection Threshold
	M
	
	INTEGER (-100..-50,…)
	Average ED Threshold used for DL channel sensing. Value is in dBm.
	-
	




	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofNR-UChannelIDs
	Maximum no. NR-U Channel IDs in a cell. Value is 4.
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This message is sent by gNB-CU to gNB-DU to provide access and mobility information to the gNB-DU.
Direction: gNB-CU  gNB-DU.
	[bookmark: _Hlk39157288]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject
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	0..1
	
	
	YES
	ignore

	>RACH Report Information Item
	
	1 .. <maxnoofRACHReports>
	
	
	-
	

	>>RACH Report Container
	M
	
	OCTET STRING
	RA-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [8].
	-
	

	>>UE Assistant Identifier 
	O
	
	gNB-DU UE F1AP ID
9.3.1.5
	
	-
	

	RLF Report Information List
	
	0..1
	
	
	YES
	ignore

	>RLF Report Information Item
	
	[bookmark: OLE_LINK84]1 .. <maxnoofRLFReports>
	
	
	-
	

	>>NR UE RLF Report Container
	M
	
	OCTET STRING
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message defined in TS 38.331 [8].
	-
	

	>>UE Assistant Identifier 
	O
	
	gNB-DU UE F1AP ID
9.3.1.5
	
	-
	

	Successful HO Report Information List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report Information Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	-
	

	>>Successful HO Report Container
	M
	
	OCTET STRING
	SuccessHO-Report-r17 IE as defined in subclause 6.2.2 in TS 38.331 [8].
	-
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	maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.

	maxnoofRLFReports
	Maximum no. of RLF Reports, the maximum value is 64.

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports, the maximum value is 64.
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This IE includes a list of cells and/or SS/PBCH block indexes with the corresponding coverage configuration selected by the gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Coverage Modification List
	
	1
	
	

	>Coverage Modification Item
	
	1 .. <maxCellingNBDU>
	
	

	>>NR CGI
	M
	
	9.3.1.12
	

	>>Cell Coverage State
	M
	
	INTEGER (0..63, …)
	Value '0' indicates that the cell is inactive. Other values Indicates that the cell is active and also indicates the coverage configuration of the concerned cell.


	>>SSB Coverage Modification List
	
	0..<maxnoofSSBAreas>
	
	

	>>>SSB Index
	M
	
	INTEGER (0..63)
	

	>>>SSB Coverage State
	M
	
	INTEGER (0..15, …)
	Value '0' indicates that the SS/PBCH block is inactive. Other values Indicates that the SS/PBCH block is active and also indicates the coverage configuration of the concerned SS/PBCH block.




	Range bound
	Explanation

	maxCellingNBDU
	Maximum numbers of cells that can be served by a gNB-DU. Value is 512.

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a NG-RAN node cell. Value is 64.
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NR-U-Channel-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-Channel-Item 

NR-U-Channel-Item ::= SEQUENCE {
	nR-U-ChannelID						INTEGER(1..maxnoofNR-UChannelIDs),
	channelOccupancyTimePercentage		INTEGER(0..100,...), 
	energyDetectionThreshold			INTEGER(-1000..-50100,...), 
	iE-Extensions						ProtocolExtensionContainer { { NR-U-Channel-Item-ExtIEs} } OPTIONAL,
	...
}

NR-U-Channel-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


