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	Reason for change:
	This CR is aimed in updating the procedural text for the Retrieve UE context procedure in TS38.423 to describe the behaviour on the reception of the Trace Activation IE in a RETRIEVE UE CONTEXT RESPONSE message in order to support TS32.422 and in sync to other similar Xn messages [HANDOVER REQUEST, S-NODE ADDITION REQUEST]

	
	

	Summary of change:
	The current TS38.423 specification does not explicitly specify the behaviour on receiving a Trace Activation IE in a RETRIEVE UE CONTEXT and thus the propagation of the trace control and configuration parameters is not accurately described. 
While other Xn messages, [HANDOVER REQUEST, S-NODE ADDITION REQUEST], are making explicit references to the Trace Activation IE in their procedural description, for example:
HANDOVER REQUEST [Cl 8.2.1.2]
“If the Trace Activation IE is included in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, initiate the requested trace function as specified in TS 32.422 [23].”

S-NODE ADDITION REQUEST [Cl 8.3.1.2]
“If the Trace Activation IE is included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [23].”

No such specification exists for the RETRIEVE UE CONTEXT RESPONSE message. This is rather misleading as TS32.422 already makes an explicit reference to this behaviour for the RETRIEVE UE CONTEXT RESPONSE.
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Figure 8.2.4.2-1: Retrieve UE Context, successful operation
The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.
If the old NG-RAN node is able to identify the UE context by means of the UE Context ID, and to successfully verify the UE by means of the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message, and decides to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT RESPONSE message.
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message the new NG-RAN node shall, if supported, initiate the requested trace function as specified in TS 32.422 [23].
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