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[bookmark: _Toc20955658][bookmark: _Toc29461101][bookmark: _Toc29505833][bookmark: _Toc36556358][bookmark: _Toc45881845][bookmark: _Toc51852486][bookmark: _Toc56620437][bookmark: _Toc64448077][bookmark: _Toc74152853][bookmark: _Toc88656279][bookmark: _Toc88657338]9.3.3.3	DRB Setup List E-UTRAN
This IE contains setup DRB related information at Bearer Context Setup Response in E-UTRAN
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRB Setup Item E-UTRAN
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>S1 DL UP Transport Layer Information 
	M
	
	UP Transport Layer Information 
9.3.2.1
	
	-
	-

	>Data Forwarding Information Response
	O
	
	Data Forwarding Information
9.3.2.6
	Providing forwarding info from the target gNB-CU-UP.
	-
	-

	>UL UP Parameters
	M
	
	UP Parameters 
9.3.1.13
	
	-
	-

	>S1 DL UP Unchanged
	O
	
	ENUMERATED (True, …)
	This IE is not used in this version of the specification.
	-
	-

	>Data Forwarding Source IP Address
	O
	
	Transport Layer Address
9.3.2.4
	Identifies the TNL address used by the source node for data forwarding.
	YES
	ignore

	>Security Result
	O
	
	9.3.1.52
	
	YES
	rejectignore




*********************
Skip the unchanged
*********************
[bookmark: _Toc20955668][bookmark: _Toc29461111][bookmark: _Toc29505843][bookmark: _Toc36556368][bookmark: _Toc45881855][bookmark: _Toc51852496][bookmark: _Toc56620447][bookmark: _Toc64448087][bookmark: _Toc74152863][bookmark: _Toc88656289][bookmark: _Toc88657348]9.3.3.13	DRB Setup Modification List E-UTRAN
This IE contains setup DRB related information at Bearer Context Modification Response in E-UTRAN
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRB Setup Modification Item E-UTRAN
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>S1 DL UP Transport Layer Information 
	M
	
	UP Transport Layer Information 
9.3.2.1
	
	-
	-

	>Data Forwarding Information Response
	O
	
	9.3.2.6
	Provides forwarding information from the target gNB-CU-UP.
	-
	-

	>UL UP Parameters
	M
	
	UP Parameters 
9.3.1.13
	
	-
	-

	>Security Result
	O
	
	9.3.1.52
	
	YES
	rejectignore




[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

*********************
Skip the unchanged
*********************



DRB-Setup-Item-EUTRAN	::=	SEQUENCE {
	dRB-ID									DRB-ID,
	s1-DL-UP-TNL-Information				UP-TNL-Information,
	data-Forwarding-Information-Response	Data-Forwarding-Information		OPTIONAL,
	uL-UP-Transport-Parameters				UP-Parameters,
	s1-DL-UP-Unchanged						ENUMERATED {true, ...}		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { DRB-Setup-Item-EUTRAN-ExtIEs } }	OPTIONAL,
	...
}

DRB-Setup-Item-EUTRAN-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	{ID id-DataForwardingSourceIPAddress			CRITICALITY ignore	EXTENSION TransportLayerAddress		PRESENCE optional}|
[bookmark: _Hlk98354225]	{ID id-SecurityResult							CRITICALITY rejectignore	EXTENSION SecurityResult				PRESENCE optional},
	...
}

DRB-Setup-Mod-List-EUTRAN	::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Setup-Mod-Item-EUTRAN

DRB-Setup-Mod-Item-EUTRAN	::=	SEQUENCE {
	dRB-ID									DRB-ID,
	s1-DL-UP-TNL-Information				UP-TNL-Information,
	data-Forwarding-Information-Response	Data-Forwarding-Information		OPTIONAL,
	uL-UP-Transport-Parameters				UP-Parameters,
	iE-Extensions							ProtocolExtensionContainer { { DRB-Setup-Mod-Item-EUTRAN-ExtIEs } }	OPTIONAL,
	...
}

DRB-Setup-Mod-Item-EUTRAN-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk98354173]	{ID id-SecurityResult			CRITICALITY rejectignore	EXTENSION SecurityResult			PRESENCE optional},
	...
}

DRB-Setup-List-NG-RAN	::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Setup-Item-NG-RAN

DRB-Setup-Item-NG-RAN	::=	SEQUENCE {
	dRB-ID		
