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[bookmark: _Toc20955500][bookmark: _Toc29460926][bookmark: _Toc29505658][bookmark: _Toc36556183][bookmark: _Toc45881622]==== Start of change ====
[bookmark: _Toc99038452][bookmark: _Toc99730715]8.2.x	Measurement Activation Notify
[bookmark: _Toc99038453][bookmark: _Toc99730716]8.2.x.1	General
The purpose of the Measurement Activation Notify procedure is to enable the NG-RAN node to inform the LMF that the pre-configured measuremernt gap is activated or deactivated by UE initiation. The procedure uses UE-associated signalling.
[bookmark: _Toc99038454][bookmark: _Toc99730717]8.2.x.2	Successful Operation


Figure 8.2.x.2-1: Measurement Activation Notify procedure, successful operation
The NG-RAN node initiates the procedure by sending a MEASUREMENT ACTIVATION NOTIFY message.
The MEASUREMENT ACTIVATION NOTIFY message shall contain the pre-configured measurement gap information that is activated or deactivated by UE initiation. 
Upon reception of the MEASUREMENT ACTIVATION NOTIFY message, the LMF shall consider the pre-confiured measurement gap is activated or deactivated by UE initiation.
[bookmark: _Toc51775943][bookmark: _Toc56772965][bookmark: _Toc64447594][bookmark: _Toc74152250][bookmark: _Toc88654103][bookmark: _Toc99038455][bookmark: _Toc99730718]8.2.x.3	Unsuccessful Operation
Not Applicable.
==== Next Change ====

[bookmark: _Toc99038642]9.1.1.x	MEASUREMENT ACTIVATION NOTIFY 
This message is sent by the NG-RAN node to indicate the LMF the preconfigured measurement gap activated or dactivated by UE initiation.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Measurement Activation Indication
	M
	
	ENUMERATED (Active, Deactivate, ...)
	
	YES
	reject

	PosMeasGapPreConfig
	O
	
	OCTET STRING
	PosMeasGapPreConfig as defined in TS 38.331 [13], indicates preconfigured measurement gap configuration that is activated or deaciveted by UE initiation
	YES
	ignore





	


   ==== ASN.1 Change ====
	MeasurementPreconfigurationRefuse,
	MeasurementActivation,
	MeasurementActivationNotify
	
	==== next change ====

	id-measurementPreconfiguration,
	id-measurementActivation,
	id-MeasurementActivationNotify
	==== next change ====
NRPPA-ELEMENTARY-PROCEDURES-CLASS-2 NRPPA-ELEMENTARY-PROCEDURE ::= {
	e-CIDMeasurementFailureIndication		|
	e-CIDMeasurementReport					|
	e-CIDMeasurementTermination				|
	errorIndication							|
	privateMessage							|
	assistanceInformationControl			|
	assistanceInformationFeedback 			|
	positioningInformationUpdate			|
	measurementReport						|
	measurementUpdate						|
	measurementAbort						|
	measurementFailureIndication		|
	positioningDeactivation		|
	measurementActivation       |
	measurementActivationNotify,
	...
}
		
==== next change ====

measurementActivation NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementActivation
	PROCEDURE CODE			id-measurementActivation
	CRITICALITY				ignore
}

measurementActivationNotify NRPPa-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementActivationNotify
	PROCEDURE CODE			id-MeasurementActivationNotify
	CRITICALITY				ignore
}

==== next change ====
	id-MeasurementCharacteristicsRequestIndicator,
	id-MeasurementTimeOccasion,
	id-PRSConfigRequestType,
	id-MeasurementActivationIndication,
	id-PosMeasGapPreConfig,
	

==== next change ====

-- **************************************************************
--
-- Measurement Activation Notify
--
-- **************************************************************

MeasurementActivationNotify ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MeasurementActivationNotifyIEs}},
	...
}

MeasurementActivationNotifyIEs NRPPa-PROTOCOL-IES ::= {
	{ ID id-MeasurementActivationIndication		CRITICALITY reject	TYPE MeasurementActivationIndication	PRESENCE mandatory	}|
	{ ID id-PosMeasGapPreConfig					CRITICALITY ignore	TYPE PosMeasGapPreConfig					PRESENCE optional	   },
	...
}

MeasurementActivationIndication ::= ENUMERATED (Active, Deactivate, ...)

PosMeasGapPreConfig ::= OCTET STRING

 
==== next change ====
id-TRPBeamAntennaInformation									ProtocolIE-ID ::= 93
id-NR-TADV														ProtocolIE-ID ::= 94
id-MeasurementActivationIndication, 							ProtocolIE-ID ::= xx
id-PosMeasGapPreConfig	                    					ProtocolIE-ID ::= yy

==== end of ANS.1 change ====
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