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Figure 8.7.4.2-1: SgNB Addition Preparation, successful operation
The MeNB initiates the procedure by sending the SGNB ADDITION REQUEST message to the en-gNB. When the MeNB sends the SGNB ADDITION REQUEST message, it shall start the timer TDCprep.
-- Omit unchanged part
For each E-RAB for which the Security Indication IE is included in the E-RABs To Be Added Item IE of the SGNB ADDITION REQUEST message: 
-	if the Integrity Protection Indication IE is set to "required", the en-gNB shall, if supported by the eNB and the UE, perform user plane integrity protection for the concerned E-RAB as specified in TS 33.401 [18], otherwise it shall reject the addition of the concerned E-RAB with an appropriate cause value.
-	if the Integrity Protection Indication IE is set to "preferred", the en-gNB should , if supported by the eNB and the UE, perform user plane integrity protection for the concerned E-RAB as specified in TS 33.401 [18], and it shall notify the MeNB whether it performed the user plane integrity protection by including the Integrity Protection result IE in the Security Result IE of the SGNB ADDITION REQUEST ACKNOWLEDGE message. 
-	if the Integrity Protection Indication IE is set to "not needed", the en-gNB shall not perform user plane integrity protection for the concerned E-RAB.

	Next Change
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Figure 8.7.6.2-1: MeNB initiated SgNB Modification Preparation, successful operation
The MeNB initiates the procedure by sending the SGNB MODIFICATION REQUEST message to the en-gNB. When the MeNB sends the SGNB MODIFICATION REQUEST message, it shall start the timer TDCprep.
-- Omit unchanged part
For each E-RAB for which the Security Indication IE is included in the E-RABs To Be Added Item IE of the SGNB MODIFICATION REQUEST message: 
-	if the Integrity Protection Indication IE is set to "required", the en-gNB shall, if supported by the eNB and the UE, perform user plane integrity protection for the concerned E-RAB as specified in TS 33.401 [18], and otherwise it shall reject the modification of the concerned E-RAB with an appropriate cause value.
-	if the Integrity Protection Indication IE is set to "preferred", the en-gNB should,  if supported by the eNB and the UE, perform user plane integrity protection for the concerned E-RAB as specified in TS 33.401 [18], and it shall notify the MeNB whether it performed the user plane integrity protection by including the Integrity Protection result IE in the Security Result IE of the SGNB MODIFICATION REQUEST ACKNOWLEDGE message. 
-	if the Integrity Protection Indication IE is set to "not needed", the en-gNB shall not perform user plane integrity protection for the concerned E-RAB.
	Next Change
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This message is sent by the MeNB to the en-gNB to request the preparation of resources for EN-DC operation for a specific UE
Direction: MeNB  en-gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB
	YES
	reject

	NR UE Security Capabilities
	M
	
	9.2.107
	
	YES
	reject

	SgNB Security Key
	M
	
	9.2.101
	The S-KgNB which is provided by the MeNB, see TS 33.401 [18].
	YES
	reject

	SgNB UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.12
	The UE Aggregate Maximum Bit Rate is split into MeNB UE Aggregate Maximum Bit Rate and SgNB UE Aggregate Maximum Bit Rate which are enforced by MeNB and en-gNB respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity
9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	[bookmark: _Hlk99922023]E-RABs To Be Added List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes the E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>MeNB DL GTP Tunnel Endpoint at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>RLC Mode
	O
	
	RLC Mode
9.2.119
	Indicates the RLC mode at the MeNB for PDCP transfer to en-gNB.
	YES
	ignore

	>>>>Bearer Type
	O
	
	9.2.92
	
	YES
	ignore

	>>>>Ethernet Type
	O
	
	9.2.157
	
	YES
	ignore

	[bookmark: _Hlk99921934]>>>>Source DL Forwarding IP Address
	O
	
	BIT STRING (1..160, ...)
	Identifies the TNL address used by the source MN for data forwarding.
	YES
	ignore

	>>>>Source Node DL Forwarding IP Address
	O
	
	BIT STRING (1..160, ...)
	This IE is present only for the case of SA to EN-DC handover and it is used to identify the TNL address allocated by the source NG-RAN node for data forwarding.
	YES
	ignore

	>>>>Security Indication
	O
	
	9.2.181
	
	YES
	reject

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>MeNB UL GTP Tunnel Endpoint at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>Secondary MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs in case of PDCP duplication.
	–
	

	>>>>RLC Mode
	M
	
	RLC Mode
9.2.119
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>>>UL Configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the UL.
	YES
	ignore

	>>>>DL PDCP SN Length 
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the DL.
	YES
	ignore

	>>>>Duplication activation
	O
	
	9.2.137
	Indicated the initial staus of PDCP duplication.
	YES
	ignore

	MeNB to SgNB Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	SgNB UE X2AP ID
	O
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.70
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject

	Requested split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRB are requested.
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore

	SGNB Addition Trigger Indication
	O
	
	ENUMERATED (SN change, inter-eNB HO, intra-eNB HO, ...)
	This IE indicates the trigger for SGNB Addition procedure.
	YES
	reject

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	YES
	ignore

	MeNB Cell ID
	M
	
	ECGI
9.2.14
	Indicates the cell ID for PCell in MeNB.
	YES
	reject

	Desired Activity Notification Level
	O
	
	9.2.141
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.2
	
	YES
	ignore

	Location Information at SgNB reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s location information is to be provided.
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.69
	
	YES
	ignore

	Additional RRM Policy Index
	O
	
	9.2.25a
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	UE Context Reference at Source NG-RAN
	O
	
	RAN UE NGAP ID 9.2.152
	
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.59
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.64
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.2.171
	
	YES
	reject

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	Source NG-RAN Node ID
	O
	
	Global RAN Node ID
9.2.176
	
	YES
	ignore

	UE History Information
	O
	
	9.2.38
	
	YES
	ignore

	UE History Information from the UE
	O
	
	OCTET STRING
	VisitedCellInfoList contained in the UEInformationResponse message (TS 36.331 [9]).
	YES
	ignore

	PScell Change History
	O
	
	ENUMERATED (reporting full history, ...)
	
	YES
	ignore

	CHO Information SN Addition
	O
	
	
	
	YES
	reject

	>Source eNB ID
	M
	
	Global eNB ID
9.2.22
	
	
	

	>Source eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the source MeNB
	
	

	>Source eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the source MeNB
	
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	
	

	SCG Activation Request 
	O
	
	9.2.179
	
	YES
	ignore

	Conditional PSCell Addition Information Request
	O
	
	
	
	YES
	reject

	>Maximum Number of PSCells To Prepare
	M
	
	INTEGER (1..8, …)
	Indicates the maximum number of PSCells that the target may prepare.
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate target en-gNB.
	–
	

	UE Integrity Protection with EPC Capability Indication
	O
	
	ENUMERATED (True, …)
	Indicates that the UE supports user plane integrity protection with EPC.
	YES
	ignore



	Next Change
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This message is sent by the MeNB to the en-gNB to request the preparation to modify en-gNB resources for a specific UE, to query for the current SCG configuration, or to provide the S-RLF-related information to the en-gNB.
Direction: MeNB  en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity
9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	SCG Configuration Query 
	O
	
	9.2.103
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>NR UE Security Capabilities
	O
	
	9.2.107
	
	–
	

	>SgNB Security Key
	O
	
	9.2.101
	
	–
	

	>SgNB UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate
9.2.12
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.145
	
	–
	

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	–
	

	>>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>>MeNB DL GTP Tunnel Endpoint at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>>RLC Mode
	O
	
	RLC Mode
9.2.119
	Indicates the RLC mode at the MeNB for PDCP transfer to en-gNB.
	YES
	ignore

	>>>>>Bearer Type
	O
	
	9.2.92
	
	YES
	ignore

	>>>>>Ethernet Type
	O
	
	9.2.157
	
	YES
	ignore

	>>>>>Security Indication
	O
	
	9.2.181
	
	YES
	reject

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes necessary E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP Tunnel Endpoint at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>>Secondary MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs in case of PDCP duplication.
	–
	

	>>>>>RLC Mode
	M
	
	RLC Mode
9.2.119
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>>>>UL Configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the UL.
	YES
	ignore

	>>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the DL.
	YES
	ignore

	>>>>>Duplication activation
	O
	
	9.2.137
	Indicated the initial staus of PDCP duplication.
	YES
	ignore

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Full E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters to be modified as received on S1-MME
	–
	

	>>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	O
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS information admittable by the MCG
	–
	

	>>>>>MeNB GTP Tunnel Endpoint at MCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>>RLC Status
	O
	
	9.2.131
	Indicates the RLC has been re-established..
	
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>>UL Configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the en-gNB if received.
	YES
	ignore

	>>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the en-gNB if received.
	YES
	ignore

	>>>>>Secondary MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs in case of PDCP duplication.
	YES
	ignore

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of UL PDUs
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	YES
	ignore

	>Additional RRM Policy Index
	O
	
	9.2.25a
	
	YES
	ignore

	MeNB to SgNB Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore

	Requested split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRB are requested.
	YES
	ignore

	Requested split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRB are requested to be released.
	YES
	ignore

	Desired Activity Notification Level
	O
	
	9.2.141
	
	YES
	ignore

	Location Information at SgNB reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s location information is to be provided.
	YES
	ignore

	MeNB Cell ID
	O
	
	ECGI
9.2.14
	Indicates the cell ID for PCell in MeNB.
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	Requested Fast MCG recovery via SRB3 Release
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested to be released.
	YES
	ignore

	SN triggered 
	O
	
	ENUMERATED (True, ...)
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	PSCell History Information Retrieve
	O
	
	ENUMERATED (query, ...)
	Indicates that the SN UE history information is requested.
	YES
	ignore

	UE History Information from the UE
	O
	
	OCTET STRING
	VisitedCellInfoList contained in the UEInformationResponse message (TS 36.331 [9])
	YES
	ignore

	CHO Information SN Modification
	O
	
	
	
	YES
	reject

	>Conditional Reconfiguration
	M
	
	ENUMERATED (intra-MN-CHO, ...)
	
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	-
	-

	SCG Activation Request 
	O
	
	9.2.179
	
	YES
	ignore

	Conditional PSCell Addition Information Modification Request
	O
	
	
	
	YES
	ignore

	>Maximum Number of PSCells To Prepare
	M
	
	INTEGER (1..8, ...)

	Indicates the maximum number of PSCells that the target SN may prepare.
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate target SN.
	–
	

	Conditional PSCell Change Information Update
	O
	
	
	
	YES
	ignore

	>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.111
	
	–
	

	UE Integrity Protection with EPC Capability Indication
	O
	
	ENUMERATED (True, …)
	Indicates that the UE supports user plane integrity protection with EPC.
	YES
	ignore




	[bookmark: _Toc46524208][bookmark: _Toc20388004][bookmark: _Toc76503782][bookmark: _Toc37068507][bookmark: _Toc29374676]Next Change


	

9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for X2AP.
--
-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************


--skip unchanged part
id-SecurityIndication,
	id-SecurityResult,
	maxCellineNB,
    id-UE_EPS_IP_Capability_Ind,

	Next Change




-- **************************************************************
--
-- SGNB ADDITION REQUEST
--
-- **************************************************************

SgNBAdditionRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container {{SgNBAdditionRequest-IEs}},
	...
}

SgNBAdditionRequest-IEs X2AP-PROTOCOL-IES ::= {
[bookmark: _Hlk498464357]	{ ID id-MeNB-UE-X2AP-ID							CRITICALITY reject	TYPE UE-X2AP-ID										PRESENCE mandatory}|
[bookmark: _Hlk498464365]	{ ID id-NRUESecurityCapabilities					CRITICALITY reject	TYPE NRUESecurityCapabilities					PRESENCE mandatory}|
[bookmark: _Hlk498464376]	{ ID id-SgNBSecurityKey							CRITICALITY reject	TYPE SgNBSecurityKey									PRESENCE mandatory}|
	{ ID id-SgNBUEAggregateMaximumBitRate			CRITICALITY reject	TYPE UEAggregateMaximumBitRate					PRESENCE mandatory}|
	{ ID id-SelectedPLMN								CRITICALITY ignore	TYPE PLMN-Identity									PRESENCE optional}|
	{ ID id-HandoverRestrictionList					CRITICALITY ignore	TYPE HandoverRestrictionList						PRESENCE optional}|
	{ ID id-E-RABs-ToBeAdded-SgNBAddReqList			CRITICALITY reject	TYPE E-RABs-ToBeAdded-SgNBAddReqList			PRESENCE mandatory}|
	{ ID id-MeNBtoSgNBContainer						CRITICALITY reject	TYPE MeNBtoSgNBContainer								PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID							CRITICALITY reject	TYPE SgNB-UE-X2AP-ID									PRESENCE optional}|
	{ ID id-ExpectedUEBehaviour						CRITICALITY ignore	TYPE ExpectedUEBehaviour								PRESENCE optional}|
	{ ID id-MeNB-UE-X2AP-ID-Extension				CRITICALITY reject	TYPE UE-X2AP-ID-Extension							PRESENCE optional}|
	{ ID id-RequestedSplitSRBs						CRITICALITY reject	TYPE SplitSRBs										PRESENCE optional}|
	{ ID id-MeNBResourceCoordinationInformation		CRITICALITY ignore	TYPE MeNBResourceCoordinationInformation		PRESENCE optional}|
	{ ID id-SGNB-Addition-Trigger-Ind				CRITICALITY reject	TYPE SGNB-Addition-Trigger-Ind					PRESENCE optional}|
	{ ID id-SubscriberProfileIDforRFP				CRITICALITY ignore	TYPE SubscriberProfileIDforRFP					PRESENCE optional}|
	{ ID id-MeNBCell-ID								CRITICALITY reject	TYPE ECGI											PRESENCE mandatory}|
	{ ID id-DesiredActNotificationLevel				CRITICALITY ignore	TYPE DesiredActNotificationLevel				PRESENCE optional}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation								PRESENCE optional}|
	{ ID id-LocationInformationSgNBReporting			CRITICALITY ignore	TYPE LocationInformationSgNBReporting			PRESENCE optional}|
	{ ID id-Masked-IMEISV							CRITICALITY ignore	TYPE Masked-IMEISV									PRESENCE optional}|
	{ ID id-AdditionalRRMPriorityIndex				CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex					PRESENCE optional}|
	{ ID id-RequestedFastMCGRecoveryViaSRB3			CRITICALITY ignore	TYPE	 RequestedFastMCGRecoveryViaSRB3			PRESENCE optional}|
	{ ID id-UEContextReferenceatSourceNGRAN			CRITICALITY ignore	TYPE RAN-UE-NGAP-ID									PRESENCE optional}|
	{ ID id-ManagementBasedMDTallowed				CRITICALITY ignore	TYPE ManagementBasedMDTallowed					PRESENCE optional }|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE MDTPLMNList									PRESENCE optional }|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	TYPE UERadioCapabilityID							PRESENCE optional}|
	{ ID id-IABNodeIndication						CRITICALITY reject	TYPE IABNodeIndication								PRESENCE optional}|
	{ ID id-sourceNG-RAN-node-id					CRITICALITY ignore		TYPE Global-RAN-NODE-ID							PRESENCE optional}|
	{ ID id-UE-HistoryInformation					CRITICALITY ignore	TYPE UE-HistoryInformation						PRESENCE optional}|
	{ ID id-UE-HistoryInformationFromTheUE			CRITICALITY ignore	TYPE UE-HistoryInformationFromTheUE				PRESENCE optional}|
	{ ID id-PSCellChangeHistory				CRITICALITY ignore	TYPE PSCellChangeHistory								PRESENCE optional}|
	{ ID id-CHOinformation-AddReq					CRITICALITY reject	TYPE CHOinformation-AddReq						PRESENCE optional}|
	{ ID id-SCGActivationRequest					CRITICALITY ignore	TYPE SCGActivationRequest							PRESENCE optional}|
	{ ID id-CPAinformation-REQ						CRITICALITY reject	TYPE CPAinformation-REQ								PRESENCE optional}|
{ ID id-UE_EPS_IP_Capability_Ind		            CRITICALITY ignore	TYPE UE_EPS_IP_Capability_Ind					PRESENCE optional},
	...
}


	Next Change




-- **************************************************************
--
-- SGNB MODIFICATION REQUEST
--
-- **************************************************************

SgNBModificationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ SgNBModificationRequest-IEs}},
	...
}

SgNBModificationRequest-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID							CRITICALITY reject	TYPE UE-X2AP-ID											PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID							CRITICALITY reject	TYPE SgNB-UE-X2AP-ID									PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause												PRESENCE mandatory}|
	{ ID id-SelectedPLMN							CRITICALITY ignore	TYPE PLMN-Identity										PRESENCE optional}|
	{ ID id-HandoverRestrictionList					CRITICALITY ignore	TYPE HandoverRestrictionList							PRESENCE optional}|
	{ ID	id-SCGConfigurationQuery				CRITICALITY ignore	TYPE SCGConfigurationQuery							PRESENCE optional}|
	{ ID id-UE-ContextInformation-SgNBModReq		CRITICALITY reject	TYPE UE-ContextInformation-SgNBModReq				PRESENCE optional}|
	{ ID id-MeNBtoSgNBContainer						CRITICALITY reject	TYPE MeNBtoSgNBContainer								PRESENCE optional}|
	{ ID id-MeNB-UE-X2AP-ID-Extension				CRITICALITY reject	TYPE UE-X2AP-ID-Extension								PRESENCE optional}|
	{ ID id-MeNBResourceCoordinationInformation		CRITICALITY ignore	TYPE MeNBResourceCoordinationInformation			PRESENCE optional}|
	{ ID id-RequestedSplitSRBs						CRITICALITY ignore	TYPE SplitSRBs											PRESENCE optional}|
	{ ID id-RequestedSplitSRBsrelease				CRITICALITY ignore	TYPE SplitSRBs											PRESENCE optional}|
	{ ID id-DesiredActNotificationLevel				CRITICALITY ignore	TYPE DesiredActNotificationLevel					PRESENCE optional}|
	{ ID id-LocationInformationSgNBReporting		CRITICALITY ignore	TYPE LocationInformationSgNBReporting				PRESENCE optional}|
	{ ID id-MeNBCell-ID								CRITICALITY ignore	TYPE ECGI												PRESENCE optional}|
	{ ID id-RequestedFastMCGRecoveryViaSRB3			CRITICALITY ignore	TYPE RequestedFastMCGRecoveryViaSRB3				PRESENCE optional}|
	{ ID id-RequestedFastMCGRecoveryViaSRB3Release	CRITICALITY ignore	TYPE RequestedFastMCGRecoveryViaSRB3Release		PRESENCE optional}|
	{ ID id-SNtriggered								CRITICALITY ignore	TYPE SNtriggered										PRESENCE optional}|
	{ ID id-IABNodeIndication						CRITICALITY	reject	TYPE IABNodeIndication									PRESENCE optional}|
	{ ID id-PSCellHistoryInformationRetrieve		CRITICALITY ignore	TYPE PSCellHistoryInformationRetrieve				PRESENCE optional}|
	{ ID id-UE-HistoryInformationFromTheUE			CRITICALITY ignore	TYPE UE-HistoryInformationFromTheUE					PRESENCE optional}|
	{ ID id-CHOinformation-ModReq					CRITICALITY reject	TYPE CHOinformation-ModReq							PRESENCE optional}|
	{ ID id-SCGActivationRequest					CRITICALITY ignore	TYPE SCGActivationRequest								PRESENCE optional}|
	{ ID id-CPAinformation-MOD						CRITICALITY ignore	TYPE CPAinformation-MOD									PRESENCE optional}|
	{ ID id-CPCupdate-MOD							CRITICALITY ignore	TYPE CPCupdate-MOD										PRESENCE optional}|
{ ID id-UE_EPS_IP_Capability_Ind		            CRITICALITY ignore	TYPE UE_EPS_IP_Capability_Ind					   PRESENCE optional},
	...
}

	Next Change



UE_EPS_IP_Capability_Ind ::= ENUMERATED {
	true,
	...
}



	Next Change



id-SecurityIndication														ProtocolIE-ID ::= 435
id-SecurityResult															ProtocolIE-ID ::= 436
id-RAT-Restrictions															ProtocolIE-ID ::= 437
id-UE_EPS_IP_Capability_Ind													ProtocolIE-ID ::= 4XX


END
-- ASN1STOP

	End of Change
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