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[bookmark: _Toc99123223][bookmark: _Toc99662027]8.17.2.3	Unsuccessful Operation



Figure 8.17.2.3-1: Broadcast Session Modification, unsuccessful operation.
If the NG-RAN node fails to update any requested modification, the NG-RAN node shall send the BROADCAST SESSION MODIFICATION FAILURE message.
>>> Next CHANGE <<<
[bookmark: _Toc99662029][bookmark: _Toc99123225]8.17.3		Broadcast Session Release
[bookmark: _Toc99123226][bookmark: _Toc99662030]8.17.3.1	General
The purpose of the Broadcast Session Release procedure is to release the MBS context corresponding to the previous established MBS session. The procedure uses non-UE assocated signalling.
[bookmark: _Toc99662031][bookmark: _Toc99123227]8.17.3.2	Successful Operation



Figure 8.17.3.2-1: Broadcast Session Release, successful operation.
The AMF initiates the procedure by sending a BROADCAST SESSION RELEASE REQUEST message to the NG-RAN node.
Upon receiption of the BROADCAST SESSION RELEASE REQUEST message, the NG-RAN node shall respond with the BROADCAST SESSION RELEASE RESPONSE message. The NG-RAN node node shall stop broadcasting and release all resources associated with the broadcast session.
>>> Next CHANGE <<<
[bookmark: _Toc45652555][bookmark: _Toc45898076][bookmark: _Toc29504976][bookmark: _Toc36555156][bookmark: _Toc45798687][bookmark: _Toc45658987][bookmark: _Toc73982418][bookmark: _Toc36553429][bookmark: _Toc20955355][bookmark: _Toc51746283][bookmark: _Toc29503808][bookmark: _Toc29504392][bookmark: _Toc99123757][bookmark: _Toc45720807][bookmark: _Toc88652508][bookmark: _Toc99662563][bookmark: _Toc64446548][bookmark: _Toc97891552]9.4.4	PDU Definitions
<SKIP UNCHANGED PART>
-- **************************************************************
--
-- Distribution Setup Elementary Procedure
--
-- **************************************************************
 
-- **************************************************************
--
-- DISTRIBUTION SETUP REQUEST
--
-- **************************************************************
 
DistributionSetupRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionSetupRequestIEs} },
	...
}
 
DistributionSetupRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID									CRITICALITY reject	TYPE MBS-Session-ID										PRESENCE mandatory	}|
{ ID id-MBS-Area-Session-ID							CRITICALITY reject	TYPE MBS-Area-Session-ID								PRESENCE optional 	}|
	{ ID id-MBS-DistributionSetupRequestTransfer		CRITICALITY reject	TYPE MBS-DistributionSetupRequestTransfer			PRESENCE mandatory	},
	...
}
 
-- **************************************************************
--
-- DISTRIBUTION SETUP RESPONSE
--
-- **************************************************************
 
DistributionSetupResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionSetupResponseIEs} },
	...
}
 
DistributionSetupResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID									CRITICALITY reject	TYPE MBS-Session-ID											PRESENCE mandatory	}|
{ ID id-MBS-Area-Session-ID							CRITICALITY reject	TYPE MBS-Area-Session-ID									PRESENCE optional 	}|
	{ ID id-MBS-DistributionSetupResponseTransfer	CRITICALITY reject	TYPE MBS-DistributionSetupResponseTransfer			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}
 
-- **************************************************************
--
-- DISTRIBUTION SETUP FAILURE
--
-- **************************************************************
 
DistributionSetupFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionSetupFailureIEs} },
	...
}
 
DistributionSetupFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID									CRITICALITY reject	TYPE MBS-Session-ID											PRESENCE mandatory	}|
{ ID id-MBS-Area-Session-ID							CRITICALITY reject	TYPE MBS-Area-Session-ID									PRESENCE optional 	}|
	{ ID id-MBS-DistributionSetupUnsuccessfulTransfer	CRITICALITY ignore	TYPE MBS-DistributionSetupUnsuccessfulTransfer	PRESENCE mandatory	}|
	{ ID id-Cause												CRITICALITY ignore	TYPE Cause														PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}
 
-- **************************************************************
--
-- Distribution Release Elementary Procedure
--
-- **************************************************************
 
-- **************************************************************
--
-- DISTRIBUTION RELEASE REQUEST
--
-- **************************************************************
 
DistributionReleaseRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionReleaseRequestIEs} },
	...
}
 
DistributionReleaseRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID									CRITICALITY reject	TYPE MBS-Session-ID											PRESENCE mandatory	}|
{ ID id-MBS-Area-Session-ID							CRITICALITY reject	TYPE MBS-Area-Session-ID									PRESENCE optional 	}|
	{ ID id-MBS-DistributionReleaseRequestTransfer		CRITICALITY reject	TYPE MBS-DistributionReleaseRequestTransfer		PRESENCE mandatory	}|
{ ID id-Cause												CRITICALITY ignore	TYPE Cause														PRESENCE mandatory	},
	...
}
 
-- **************************************************************
--
-- DISTRIBUTION RELEASE RESPONSE
--
-- **************************************************************
 
DistributionReleaseResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionReleaseResponseIEs} },
	...
}
 
DistributionReleaseResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID									CRITICALITY reject	TYPE MBS-Session-ID											PRESENCE mandatory	}|
{ ID id-MBS-Area-Session-ID							CRITICALITY reject	TYPE MBS-Area-Session-ID									PRESENCE optional 	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}
>>> Next CHANGE <<<
[bookmark: _Toc99662564][bookmark: _Toc45658988][bookmark: _Toc45898077][bookmark: _Toc73982419][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc97891553][bookmark: _Toc45720808][bookmark: _Toc45652556][bookmark: _Toc64446549][bookmark: _Toc29503809][bookmark: _Toc36555157][bookmark: _Toc88652509][bookmark: _Toc45798688][bookmark: _Toc51746284][bookmark: _Toc99123758][bookmark: _Toc20955356][bookmark: _Toc36553430]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

<SKIP UNCHANGED PART>
	id-RedundantUL-NGU-UP-TNLInformation,
	id-SCTP-TLAs,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-SharedNG-U-Multicast-TNL-Information,
	id-SharedNG-U-Unicast-TNL-Information,
	id-SgNB-UE-X2AP-ID,
	id-S-NSSAI,
	id-SONInformationReport,
	id-SourceNodeID,
	id-SourceTNLAddrInfo,
	id-SurvivalTime,
	id-TNLAssociationTransportLayerAddressNGRAN,
	id-TargetRNC-ID,
	id-TraceCollectionEntityURI,
	id-TSCTrafficCharacteristics,
	id-UEHistoryInformationFromTheUE,
	id-UERadioCapabilityForPaging,
	id-UERadioCapabilityForPagingOfNB-IoT,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	id-MBS-SessionTNLInformationNGRAN
>>> Next CHANGE <<<
<SKIP UNCHANGED PART>

AssociatedMBSQosFlowInformationToBeSetupList ::= SEQUENCE (SIZE(1..maxnoofMBSQoSFlows)) OF AssociatedMBSQosFlowInformationToBeSetupItem

AssociatedMBSQosFlowInformationToBeSetupItem ::= SEQUENCE {
	mBS-QosFlowIdentifier				QosFlowIdentifier,
	associatedUnicastQosFlowIdentifier	QosFlowIdentifier,
	iE-Extensions						ProtocolExtensionContainer { { AssociatedMBSQosFlowInformationToBeSetupItem-ExtIEs} }	OPTIONAL,
	...
}

AssociatedMBSQosFlowInformationToBeSetupItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AssociatedMBSQosFlowInformationToBeSetuporModifyList ::= SEQUENCE (SIZE(1..maxnoofMBSQoSFlows)) OF AssociatedMBSQosFlowInformationToBeSetuporModifyItem

AssociatedMBSQosFlowInformationToBeSetuporModifyItem ::= SEQUENCE {
	mBS-QosFlowIdentifier				QosFlowIdentifier,
	associatedUnicastQosFlowIdentifier	QosFlowIdentifier,
	iE-Extensions						ProtocolExtensionContainer { { AssociatedMBSQosFlowInformationToBeSetuporModifyItem-ExtIEs} }	OPTIONAL,
	...
}

AssociatedMBSQosFlowInformationToBeSetuporModifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}
>>> Next CHANGE <<<
<SKIP UNCHANGED PART>
MBSSessionInformationRequestTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SharedNG-U-Multicast-TNL-Information				CRITICALITY reject	TYPE MBS-SessionTNLInfo5GC				PRESENCE	optional		}|
	{ ID id-Alternative-SharedNG-U-Multicast-TNL-Information	CRITICALITY ignore	TYPE MBS-SessionTNLInfo5GC				PRESENCE	optional		}|
	{ ID id-MBS-QoSFlows-ToBeSetupModList						CRITICALITY reject	TYPE MBS-QoSFlows-ToBeSetupModList		PRESENCE	mandatoryoptional		},
	...
}	

MBSSessionInformationResponseTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MBSSessionInformationResponseTransferIEs} },
	...
}

MBSSessionInformationResponseTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SharedNG-U-Unicast-TNL-InformationMBS-SessionTNLInformationNGRAN			CRITICALITY reject	TYPE MBS-SessionTNLInfoNGRAN		PRESENCE	optional		},	Comment by ZTE: #check
这里需要添加一个新的ID。
ID id-MBS-Session-TNL-Information-NG-RAN
	...
}	

>>> Next CHANGE <<<
<SKIP UNCHANGED PART>
MBS-DistributionSetupResponseTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MBS-DistributionSetupResponseTransferIEs} },
	...
}

MBS-DistributionSetupResponseTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID											CRITICALITY reject	TYPE MBS-Session-ID									PRESENCE mandatory	}|
	{ ID id-MBS-Area-Session-ID									CRITICALITY reject	TYPE MBS-Area-Session-ID							PRESENCE optional		}|
	{ ID id-SharedNG-U-Multicast-TNL-Information				CRITICALITY reject	TYPE SharedNG-U-Multicast-TNL-Information		PRESENCE	optional		}|
	{ ID id-Alternative-SharedNG-U-Multicast-TNL-Information	CRITICALITY ignore	TYPE SharedNG-U-Multicast-TNL-Information	PRESENCE	optional		}|
	{ ID id-MBS-QoSFlows-ToBeSetupList							CRITICALITY reject	TYPE MBS-QoSFlows-ToBeSetupList					PRESENCE	mandatory	}|
	{ ID id-MBSSessionStatus										CRITICALITY reject	TYPE MBSSessionStatus								PRESENCE	mandatory	}|
	{ ID id-MBS-ServiceArea											CRITICALITY reject	TYPE MBS-ServiceArea									PRESENCE	optional		},	
	...
}	
 

>>> Next CHANGE <<<
MulticastSessionUpdateRequestTransfer ::= SEQUENCE {
	mBS-Session-ID							MBS-Session-ID,
	mBS-ServiceArea						MBS-ServiceArea																				OPTIONAL,
	mBS-QoSFlows-ToBeSetupModList		MBS-QoSFlows-ToBeSetupModList																OPTIONAL,
	mBS-QosFlowToBeReleaseList 			QosFlowListWithCause																		OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { MulticastSessionUpdateRequestTransfer-ExtIEs} } 	OPTIONAL,
	...
}
 
MulticastSessionUpdateRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

>>> Next CHANGE <<<
[bookmark: _Toc36555159][bookmark: _Toc29504395][bookmark: _Toc99662566][bookmark: _Toc88652511][bookmark: _Toc20955358][bookmark: _Toc73982421][bookmark: _Toc45720810][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc45798690][bookmark: _Toc51746286][bookmark: _Toc64446551][bookmark: _Toc45898079][bookmark: _Toc45658990][bookmark: _Toc99123760][bookmark: _Toc97891555][bookmark: _Toc29503811][bookmark: _Toc45652558]9.4.7	Constant Definitions
<SKIP UNCHANGED PART>
-- **************************************************************
--
-- IEs
--
-- **************************************************************

	id-AllowedNSSAI											ProtocolIE-ID ::= 0
	id-AMFName												ProtocolIE-ID ::= 1
	id-AMFOverloadResponse									ProtocolIE-ID ::= 2
	id-AMFSetID												ProtocolIE-ID ::= 3
	id-AMF-TNLAssociationFailedToSetupList					ProtocolIE-ID ::= 4
	id-AMF-TNLAssociationSetupList							ProtocolIE-ID ::= 5
	id-AMF-TNLAssociationToAddList							ProtocolIE-ID ::= 6
<SKIP UNCHANGED PART>
	id-IncludeBeamMeasurementsIndication					ProtocolIE-ID ::= 340
	id-M6DelayThreshold   									ProtocolIE-ID ::= 341
	id-PagingCause											ProtocolIE-ID ::= 342
	id-PagingCauseIndicationForVoiceService					ProtocolIE-ID ::= 343
	id-PEIPSassistanceInformation							ProtocolIE-ID ::= 344
	id-FiveG-ProSeAuthorized									ProtocolIE-ID ::= 345
	id-FiveG-ProSeUEPC5AggregateMaximumBitRate				ProtocolIE-ID ::= 346
	id-FiveG-ProSePC5QoSParameters							ProtocolIE-ID ::= 347
	id-MBS-SessionTNLInformationNGRAN						ProtocolIE-ID ::= 348

END
-- ASN1STOP

>>> END OF CHANGE <<<
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