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--------------------------------------------------Start of the change---------------------------------------------------
[bookmark: _Toc88657102][bookmark: _Toc88656043]8.3.1.3	Unsuccessful Operation


Figure 8.3.1.3-1: Bearer Context Setup procedure: Unsuccessful Operation.
If the gNB-CU-UP cannot establish the requested bearer context, or cannot even establish one bearer, or cannot treat SCG with the indicated activationed or deactivated status it shall consider the procedure as failed and respond with a BEARER CONTEXT SETUP FAILURE message and appropriate cause value.
--------------------------------------------------Next change-----------------------------------------------------
9.3.1.104	UDC Parameters 
This IE carries the UDC parameters for uplink data compression.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Buffer Size
	M
	
	ENUMERATED (kbyte2, kbyte4, kbyte8, …)
	Indicates the buffer size applied for UDC. For more information see PDCP-Config IE in TS 38.331 [10] for gNB or ng-eNB CP-UP separation, or in TS 36.331 [33] for eNB CP-UP separation. 

	Dictionary
	O
	
	ENUMERATED (sip-SDP, operator, …)
	Indicates which pre-defined dictionary is used for UDC. For more information see PDCP-Config IE in TS 38.331 [10] for gNB or ng-eNB CP-UP separation, or in TS 36.331 [33] for eNB CP-UP separation.

	Continue UDC
	O
	
	ENUMERATED
(true, …)
	For more information see description of drb-ContinueUDC IE in TS 38.331 [10].



9.3.1.105	SCG Activation Status
The SCG Activation Status IE indicates the status of SCG resources.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SCG Activation Status
	M
	
	ENUMERATED (SCG activated,  SCG deactivated, ...)
	This IE indicates if the SCG is activated or deactivated.



9.3.1.106	gNB-CU-CP MBS E1AP ID
The gNB-CU-CP UE E1AP ID uniquely identifies the MBS association over the E1 interface within the gNB-CU-CP.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	gNB-CU-CP MBS E1AP ID
	M
	
	INTEGER (0 .. 216 -1)
	




-----------------------------------------------------End of the change-------------------------------------------------------
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