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[bookmark: _Toc44497285][bookmark: _Toc45107673][bookmark: _Toc45901293][bookmark: _Toc51850372][bookmark: _Toc56693375][bookmark: _Toc64446918][bookmark: _Toc66286412][bookmark: _Toc74151107][bookmark: _Toc88653579][bookmark: _Toc97903935][bookmark: _Toc98867948]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5QI	5G QoS Identifier
AMF	Access and Mobility Management Function
CAG	Closed Access Group
CGI	Cell Global Identifier
CHO	Conditional Handover
CP	Control Plane
CPA	Conditional PSCell Addition
CPAC	Conditional PSCell Addition or Change
CPC	Conditional PSCell Change
DAPS	Dual Active Protocol Stack
DL	Downlink
EN-DC	E-UTRA-NR Dual Connectivity
E-RAB	E-UTRAN Radio Access Bearer
GUAMI	Globally Unique AMF Identifier
IAB	Integrated Access and Backhaul
IMEISV	International Mobile station Equipment Identity and Software Version number
MBS	Multicast/Broadcast Service
MCG	Master Cell Group
M-NG-RAN node	Master NG-RAN node
NGAP	NG Application Protocol
NID	Network Identifier
NPN	Non-Public Network
NSAG	Network Slice AS Group
NSSAI	Network Slice Selection Assistance Information
PEIPS	Paging Early Indication with Paging Subgrouping
PNI-NPN	Public Network Integrated Non-Public Network
ProSe 	Proximity Services
RANAC	RAN Area Code
RedCap	Reduced Capability
RSN	Redundancy Sequence Number
SCG	Secondary Cell Group
SCTP	Stream Control Transmission Protocol
SNPN	Stand-alone Non-Public Network
S-NG-RAN node	Secondary NG-RAN node
S-NSSAI	Single Network Slice Selection Assistance Information
SUL	Supplementary Uplink
SDT	Small Data Transmission
TAC	Tracking Area Code
TAI	Tracking Area Identity
UL	Uplink
UPF	User Plane Function
V2X	Vehicle-to-Everything
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[bookmark: _Toc20955148][bookmark: _Toc29991343][bookmark: _Toc36555743][bookmark: _Toc44497421][bookmark: _Toc45107809][bookmark: _Toc45901429][bookmark: _Toc51850508][bookmark: _Toc56693511][bookmark: _Toc64447054][bookmark: _Toc66286548][bookmark: _Toc74151243][bookmark: _Toc88653715][bookmark: _Toc97904071][bookmark: _Toc98868115]8.4.1.2	Successful Operation


Figure 8.4.1.2: Xn Setup, successful operation
<Unchanged Text Omitted>
If the RedCap Broadcast Information IE is included in the Served Cell Information NR IE in the XN SETUP REQUEST message or the XN SETUP RESPONSE message, the receiving NG-RAN node may use this information to determine a suitable target in case of subsequent outgoing mobility involving RedCap UEs.
If the NSAG ID for cell reselection IE in Slice Support List IE or in Extended Slice Support List is included in the XN SETUP REQUEST and/or XN SETUP RESPONSE message, the receiving NG-RAN node may take it into account for configuration of Network Slice AS Groups in system information message as specified in TS 38.331 [10].
Interactions with other procedures:
If the NG-RAN node1 receives a XN SETUP RESPONSE message containing a Local NG-RAN Node Identifier identical to the Local NG-RAN Node Identifier included in the corresponding XN SETUP REQUEST message, the NG-RAN node1 may initiate the NG-RAN node Configuration Update procedure including in the NG-RAN NODE CONFIGURATION UPDATE message a new Local NG-RAN Node Identifier, different from the Local NG-RAN Node Identifier of each of its neighbour NG-RAN Nodes.
If the NG-RAN node1 receives a XN SETUP RESPONSE message containing a Local NG-RAN Node Identifier within the Neighbour NG-RAN Node List IE identical to the Local NG-RAN Node Identifier included in the corresponding XN SETUP REQUEST message, the NG-RAN node1 may initiate the NG-RAN node Configuration Update procedure including in the NG-RAN NODE CONFIGURATION UPDATE message a new Local NG-RAN Node Identifier, different from the Local NG-RAN Node Identifier of each of its neighbour NG-RAN Nodes.

	Next Change
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Figure 8.4.2.2-1: NG-RAN node Configuration Update, successful operation
<Unchanged Text Omitted>
[bookmark: OLE_LINK93][bookmark: OLE_LINK92][bookmark: OLE_LINK86][bookmark: OLE_LINK89]If the Served Cell Specific Info Request IE is included in the NG-RAN NODE CONFIGURATION UPDATE message and if the NG-RAN node2 is a gNB, the NG-RAN node2 shall, if supported, include the Additional Measurement Timing Configuration List IE for the requested NR cells in the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message.
If the NSAG ID for cell reselection IE in Slice Support List IE or in Extended Slice Support List is included in the NG-RAN NODE CONFIGURATION UPDATE message, the receiving NG-RAN node may take it into account for configuration of Network Slice AS Groups in system information message as specified in TS 38.331 [10].
<Unchanged Text Omitted>

	Next Change



[bookmark: _Toc20955331][bookmark: _Toc29991534][bookmark: _Toc36555935][bookmark: _Toc44497680][bookmark: _Toc45108067][bookmark: _Toc45901687][bookmark: _Toc51850768][bookmark: _Toc56693772][bookmark: _Toc58484329]9.2.3.22	Slice Support List
This IE indicates the list of supported slices.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Slice Support Item
	
	1..<maxnoofSliceItems>
	
	
	-
	

	>S-NSSAI
	M
	
	9.2.3.21
	
	-
	

	>NSAG ID for Cell Reselection
	O
	
	BIT STRING (SIZE(8))
	Indicate the network slice AS group ID for cell reselection. This IE is encoded in the same format as the SliceGroupID-r17 IE as defined in TS 38.331 [10].
	Yes
	ignore



	Range bound
	Explanation

	maxnoofSliceItems
	Maximum no. of signalled slice support items. Value is 1024. 
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[bookmark: _Toc44497797][bookmark: _Toc45108184][bookmark: _Toc45901804][bookmark: _Toc51850885][bookmark: _Toc56693889][bookmark: _Toc58484446]9.2.3.139	Extended Slice Support List
This IE indicates a list of supported slices.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Slice Support Item
	
	1..<maxnoofExtSliceItems>
	
	
	-
	

	>S-NSSAI
	M
	
	9.2.3.21
	
	-
	

	>NSAG ID for Cell Reselection
	O
	
	BIT STRING (SIZE(8))
	Indicate the network slice AS group ID for cell reselection. This IE is encoded in the same format as the SliceGroupID-r17 IE as defined in TS 38.331 [10].
	Yes
	ignore



	Range bound
	Explanation

	maxnoofExtSliceItems
	Maximum no. of signalled slice support items. Value is 65535. 
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9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<Unchanged Text Omitted>
	id-FiveGProSeUEPC5AggregateMaximumBitRate,
	id-Redcap-Bcast-Information,
	id-UESliceMaximumBitRateList,
	id-PositioningInformation,
	id-ServedCellSpecificInfoReq-NR,
    id-NSAGforCellReselection,

<Unchanged Text Omitted>

S-NSSAI ::= SEQUENCE {
	sst						OCTET STRING (SIZE(1)),
	sd						OCTET STRING (SIZE(3))							OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {S-NSSAI-ExtIEs} } OPTIONAL,
	...
}

S- NSSAI-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-NSAGforCellReselection	CRITICALITY ignore	EXTENSION NSAGforCellReselectionID 		PRESENSE optional,}
	...
}
NSAGforCellReselectionID ::= BIT STRING (SIZE(8))

<Unchanged Text Omitted>
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9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<Unchanged Text Omitted>
id-PagingCause											ProtocolIE-ID ::= 356
id-PEIPSassistanceInformation							ProtocolIE-ID ::= 357
id-UESliceMaximumBitRateList							ProtocolIE-ID ::= 358
id-S-NG-RANnodeUE-Slice-MBR								ProtocolIE-ID ::= 359
id-PositioningInformation								ProtocolIE-ID ::= 360
id-UEAssistantIdentifier								ProtocolIE-ID ::= 361
id-NSAGforCellReselectionID							ProtocolIE-ID ::= 3XX


END
-- ASN1STOP
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