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	Reason for change:
	
In the PDC MEASUREMENT INITIATION REQUEST message, the RAN UE PDC Measurement ID is sent to the gNB-DU. 
Then in the PDC MEASUREMENT INITIATION FAILURE message, the RAN UE PDC Measurement ID should be included to indicate the failure corresponding to the RAN UE PDC Measurement ID in PDC MEASUREMENT INITIATION REQUEST message . 




	
	

	Summary of change:
	· Add the RAN UE PDC Measurement ID IE in the PDC MEASUREMENT INITIATION FAILURE message.


Impact Analysis:
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This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the PDC measurement report function.
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When the CU received one PDC MEASUREMENT INITIATION FAILURE message from the DU, it may not know which RAN UE PDC Measurement ID is actually responded by the DU.
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 CHANGE BEGINS

[bookmark: _Toc99038672][bookmark: _Toc99730935]9.2.15.3	PDC MEASUREMENT INITIATION FAILURE
This message is sent by gNB-DU to indicate that the requested PDC measurement cannot be initiated.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	RAN UE PDC Measurement ID
	M
	
	INTEGER (1..16, …)
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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[bookmark: _Toc20956002][bookmark: _Toc29893128][bookmark: _Toc36557065][bookmark: _Toc45832585][bookmark: _Toc51763907][bookmark: _Toc64449079][bookmark: _Toc66289738][bookmark: _Toc74154851][bookmark: _Toc81383595][bookmark: _Toc88658229][bookmark: _Toc97911141][bookmark: _Toc99038965][bookmark: _Toc99731228]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

<Unchanged Text Omitted>
-- **************************************************************
--
-- PDC Measurement Initiation Failure
--
-- **************************************************************

PDCMeasurementInitiationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{PDCMeasurementInitiationFailure-IEs}},
	...
}

PDCMeasurementInitiationFailure-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY ignore	TYPE RAN-UE-PDC-MeasID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}
<Unchanged Text Omitted>
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