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First change
8.6.1.1.2
Successful Operation
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Figure 8.6.1.1.2-1: BC Bearer Context Setup procedure: Successful Operation.

The gNB-CU-CP initiates the procedure by sending the BC BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested resources, it replies to the gNB-CU-CP with the BC BEARER CONTEXT SETUP RESPONSE message.
If the Requested Action for Available Shared NG-U Termination IE in the BC Bearer Context To Setup IE in the BC BEARER CONTEXT SETUP REQUEST message is set to

-
"apply available configuration" and an appropriate Shared NG-U Termination is available, the gNB-CU-UP shall apply the radio bearer configuration of the Shared NG-U Termination, and indicate in the BC BEARER CONTEXT SETUP RESPONSE message within the Available BC MRB Configuration IE in the BC Bearer Context To Setup Response IE the radio bearer configuration of the Shared NG-U Termination, if the radio bearer configuration of the Shared NG-U Termination is different than the one requested by the gNB-CU-CP.

-
"apply requested configuration" the gNB-CU-UP shall make use of an available appropriate Shared NG-U Termination if the radio bearer configuration of the Shared NG-U Termination, is the same as the one requested by the gNB-CU-CP, otherwise allocate separate resources as requested by the gNB-CU-CP and indicate in the BC BEARER CONTEXT SETUP RESPONSE message within the Available BC MRB Configuration IE in the BC Bearer Context To Setup Response IE the radio bearer configuration of the Shared NG-U Termination.
-
" reject if request configuration different " and shared NG-U Termination is not available, the gNB-CU-UP shall apply the requested radio bearer configuration by the gNB-CU-CP for the Shared NG-U Termination.

8.6.1.1.3
Unsuccessful Operation
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Figure 8.6.1.1.3-1: BC Bearer Context Setup procedure: Unsuccessful Operation.

If the gNB-CU-UP cannot establish the requested resources for the MBS session, it shall consider the procedure as failed and respond with the BC BEARER CONTEXT SETUP FAILURE message and an appropriate cause value.

If the Requested Action for Available Shared NG-U Termination IE in the BC Bearer Context To Setup IE in the BC BEARER CONTEXT SETUP REQUEST message is set to "reject if request configuration different" and an appropriate Shared NG-U Termination is available but the radio bearer configuration requested by the gNB-CU-CP is different than the available Shared NG-U Termination, the gNB-CU-UP shall consider the procedure as failed and respond with the BC BEARER CONTEXT SETUP FAILURE procedure with the Available BC MRB Configuration IE included, containing the radio bearer configuration of the available Shared NG-U Termination.
Not modified
8.6.2.1.2
Successful Operation
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Figure 8.6.2.1.2-1: MC Bearer Context Setup procedure: Successful Operation.

The gNB-CU-CP initiates the procedure by sending the MC BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested resources, it replies to the gNB-CU-CP with the MC BEARER CONTEXT SETUP RESPONSE message.

If the Requested Action for Available Shared NG-U Termination IE in the MC Bearer Context To Setup IE in the MC BEARER CONTEXT SETUP REQUEST message is set to
-
"apply available configuration" and an appropriate Shared NG-U Termination is available, the gNB-CU-UP shall apply the radio bearer configuration of the Shared NG-U Termination, and indicate in the MC BEARER CONTEXT SETUP RESPONSE message within the Available MC MRB Configuration IE in the MC Bearer Context To Setup Response IE the radio bearer configuration of the Shared NG-U Termination, if the radio bearer configuration of the Shared NG-U Termination is different than the one requested by the gNB-CU-CP.

-
"apply requested configuration" the gNB-CU-UP shall make use of an available appropriate Shared NG-U Termination if the radio bearer configuration of the Shared NG-U Termination, is the same as the one requested by the gNB-CU-CP, otherwise allocate separate resources and indicate in the MC BEARER CONTEXT SETUP RESPONSE message within the Available MC MRB Configuration IE in the MC Bearer Context To Setup Response IE the radio bearer configuration of the Shared NG-U Termination.
-
" reject if request configuration different " and shared NG-U Termination is not available, the gNB-CU-UP shall apply the request radio bearer configuration by the gNB-CU-CP for the Shared NG-U Termination.
8.6.2.1.3
Unsuccessful Operation
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Figure 8.6.2.1.3-1: MC Bearer Context Setup procedure: Unsuccessful Operation.

If the gNB-CU-UP cannot establish the requested resources for the MBS session, it shall consider the procedure as failed and respond with the MC BEARER CONTEXT SETUP FAILURE message and an appropriate cause value.

If the Requested Action for Available Shared NG-U Termination IE in the MC Bearer Context To Setup IE in the MC BEARER CONTEXT SETUP REQUEST message is set to "reject if request configuration different" and an appropriate Shared NG-U Termination is available but the radio bearer configuration requested by the gNB-CU-CP is different than the available Shared NG-U Termination, the gNB-CU-UP shall consider the procedure as failed and respond with the MC BEARER CONTEXT SETUP FAILURE procedure with the Available MC MRB Configuration IE included, containing the radio bearer configuration of the available Shared NG-U Termination.
Not modified
9.2.5.1.3
BC BEARER CONTEXT SETUP FAILURE

This message is sent by the gNB-CU-UP to indicate that the setup of the broadcast MBS Session Resource context was unsuccessful. 

Direction: gNB-CU-UP ( gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP MBS E1AP ID
	M
	
	9.3.1.106
	
	YES
	reject

	gNB-CU-UP MBS E1AP ID
	O
	
	9.3.1.107
	
	YES
	reject

	Cause 
	M
	
	9.3.1.2
	
	YES
	ignore

	Available BC MRB Configuration
	O
	
	BC MRB Setup Configuration
9.3.1.114
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


Not modified
9.2.5.2.3
MC BEARER CONTEXT SETUP FAILURE

This message is sent by the gNB-CU-UP to indicate that the setup of the multicast MBS Session Resource context was unsuccessful. 

Direction: gNB-CU-UP ( gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP MBS E1AP ID
	M
	
	9.3.1.106
	
	YES
	reject

	gNB-CU-UP MBS E1AP ID
	O
	
	9.3.1.107
	
	YES
	ignore

	Cause 
	M
	
	9.3.1.2
	
	YES
	ignore

	Available MC MRB Configuration
	O
	
	MC MRB Setup Configuration
9.3.1.120
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


Not modified
9.3.1.115
Requested Action for Available Shared NG-U Termination
This IE provides information about the requested gNB-CU-UP’s action with regards to a potentially available shared NG-U termination.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Requested Action for Available Shared NG-U Termination
	M
	
	ENUMERATED (apply available configuration,
apply requested configuration,

reject if requested configuration different, ...)
	


Not modified
9.3.3.26
BC Bearer Context To Setup

This IE contains MBS session resource related information used to request BC Bearer Context Context Setup.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S-NSSAI 
	M
	
	9.3.1.9
	

	BC Bearer Context NG-U TNL Info at 5GC
	M
	
	9.3.1.112
	

	BC MRB To Setup List
	M
	
	BC MRB Setup Configuration
9.3.1.114
	

	Requested Action for Available Shared NG-U Termination
	O
	
	9.3.1.115
	



9.3.3.27
BC Bearer Context To Setup Response

This IE contains MBS session resource related information used to confirm BC Bearer Context Setup.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BC Bearer Context NG-U TNL Info at NG-RAN
	C-ifunicast
	
	9.3.1.116
	

	BC MRB Setup Response List
	
	1..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>MBS QoS Flow Setup List
	M
	
	QoS Flow List

9.3.1.12
	

	>MBS QoS Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	

	>BC Bearer Context F1-U TNL Info at CU
	M
	
	9.3.1.118
	

	BC MRB Failed List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>Cause 
	M
	
	9.3.1.2
	

	Available BC MRB Configuration
	O
	
	BC MRB Setup Configuration
9.3.1.114
	


	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for a UE. Value is 32.


	Condition
	Explanation

	ifunicast
	This IE shall be present if the MBS NG-U Information at NG-RAN IE within the BC Bearer Context NG-U TNL Info at NG-RAN IE contains unicast TNL information.


Not modified
9.3.3.32
MC Bearer Context To Setup

This IE contains MBS session resource related information used to request MC Bearer Context Context Setup.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S-NSSAI 
	M
	
	9.3.1.9
	

	MC MRB To Setup List
	M
	
	MC MRB Setup Configuration
9.3.1.120
	

	Requested Action for Available Shared NG-U Termination
	O
	
	9.3.1.115
	



9.3.3.33
MC Bearer Context To Setup Response

This IE contains MBS session resource related information used to confirm MC Bearer Context Context Setup.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MC Bearer Context NG-U TNL Info at NG-RAN
	C-ifunicast
	
	9.3.1.121
	

	MC MRB Setup Response List
	
	1..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>MBS QoS Flow Setup List
	M
	
	QoS Flow List

9.3.1.12
	

	>MBS QoS Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	

	MC MRB Failed List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>Cause 
	M
	
	9.3.1.2
	

	Available MC MRB Configuration
	O
	
	MC MRB Setup Configuration
9.3.1.120
	


	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for a UE. Value is 32.


	Condition
	Explanation

	ifunicast
	This IE shall be present if the MBS NG-U Information at NG-RAN IE within the MC Bearer Context NG-U TNL Info at NG-RAN IE contains unicast TNL information.


Not modified
9.4.4
PDU Definitions

-- ASN1START
-- **************************************************************

--

-- PDU definitions for E1AP

--

-- **************************************************************

E1AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,


GNB-CU-CP-MBS-E1AP-ID,


GNB-CU-UP-MBS-E1AP-ID,

GNB-CU-CP-UE-E1AP-ID,


GNB-CU-UP-UE-E1AP-ID,


UE-associatedLogicalE1-ConnectionItem,


GNB-CU-UP-ID,


GNB-CU-UP-Name,


Extended-GNB-CU-UP-Name,


GNB-CU-CP-Name,


Extended-GNB-CU-CP-Name,


CNSupport,


PLMN-Identity,


Slice-Support-List,


NR-CGI-Support-List,


QoS-Parameters-Support-List,


SecurityInformation,


BitRate,


BearerContextStatusChange,


DRB-To-Setup-List-EUTRAN,


DRB-Setup-List-EUTRAN,


DRB-Failed-List-EUTRAN,


DRB-To-Modify-List-EUTRAN,


DRB-Measurement-Results-Information-List,

DRB-Modified-List-EUTRAN,


DRB-Failed-To-Modify-List-EUTRAN,


DRB-To-Remove-List-EUTRAN,


DRB-Required-To-Remove-List-EUTRAN,


DRB-Required-To-Modify-List-EUTRAN,


DRB-Confirm-Modified-List-EUTRAN,


DRB-To-Setup-Mod-List-EUTRAN,


DRB-Setup-Mod-List-EUTRAN,


DRB-Failed-Mod-List-EUTRAN,


ExtendedSliceSupportList,


PDU-Session-Resource-To-Setup-List,


PDU-Session-Resource-Setup-List,


PDU-Session-Resource-Failed-List,


PDU-Session-Resource-To-Modify-List,


PDU-Session-Resource-Modified-List,


PDU-Session-Resource-Failed-To-Modify-List,


PDU-Session-Resource-To-Remove-List,


PDU-Session-Resource-Required-To-Modify-List,


PDU-Session-Resource-Confirm-Modified-List,


PDU-Session-Resource-To-Setup-Mod-List,


PDU-Session-Resource-Setup-Mod-List,


PDU-Session-Resource-Failed-Mod-List,


PDU-Session-To-Notify-List,


DRB-Status-Item,


DRB-Activity-Item,


Data-Usage-Report-List,


TimeToWait,


ActivityNotificationLevel,


ActivityInformation,


New-UL-TNL-Information-Required,


GNB-CU-CP-TNLA-Setup-Item,


GNB-CU-CP-TNLA-Failed-To-Setup-Item,


GNB-CU-CP-TNLA-To-Add-Item,


GNB-CU-CP-TNLA-To-Remove-Item,


GNB-CU-CP-TNLA-To-Update-Item,


GNB-CU-UP-TNLA-To-Remove-Item,


TransactionID,


Inactivity-Timer,


DRBs-Subject-To-Counter-Check-List-EUTRAN,


DRBs-Subject-To-Counter-Check-List-NG-RAN,


PPI,


GNB-CU-UP-Capacity,


GNB-CU-UP-OverloadInformation,


DataDiscardRequired,


PDU-Session-Resource-Data-Usage-List,


RANUEID,


GNB-DU-ID,


TraceID,


TraceActivation,


SubscriberProfileIDforRFP,


AdditionalRRMPriorityIndex,


RetainabilityMeasurementsInfo,


Transport-Layer-Address-Info,


HW-CapacityIndicator,


RegistrationRequest,


ReportCharacteristics,


ReportingPeriodicity,


TNL-AvailableCapacityIndicator,


DLUPTNLAddressToUpdateItem,


ULUPTNLAddressToUpdateItem,


NPNContextInfo,


NPNSupportInfo,


MDTPLMNList,


PrivacyIndicator,


URIaddress,


DRBs-Subject-To-Early-Forwarding-List,


CHOInitiation,


ExtendedSliceSupportList,


TransportLayerAddress,


AdditionalHandoverInfo,


Extended-NR-CGI-Support-List,


DirectForwardingPathAvailability,


IAB-Donor-CU-UPPSKInfo-Item,


ECGI-Support-List,

MDTPollutedMeasurementIndicator,


UESliceMaximumBitRateList,


SCGActivationStatus,


GlobalMBSSessionID,


BCBearerContextToSetup,


BCBearerContextToSetupResponse,


BCBearerContextToModify,


BCBearerContextToModifyResponse,


BCBearerContextToModifyRequired,


BCBearerContextToModifyConfirm,


MCBearerContextToSetup,


MCBearerContextToSetupResponse,


MCBearerContextToModify,


MCBearerContextToModifyResponse,


MCBearerContextToModifyRequired,


MCBearerContextToModifyConfirm,


MBSMulticastF1UContextDescriptor,


GNB-CU-UP-MBS-Support-Info,


SDTContinueROHC

BCMRBSetupConfiguration,


MCMRBSetupConfiguration
FROM E1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-SingleContainer{},


E1AP-PRIVATE-IES,


E1AP-PROTOCOL-EXTENSION,


E1AP-PROTOCOL-IES

FROM E1AP-Containers


id-Cause,


id-CriticalityDiagnostics,


id-gNB-CU-CP-UE-E1AP-ID, 


id-gNB-CU-UP-UE-E1AP-ID,


id-ResetType,


id-UE-associatedLogicalE1-ConnectionItem,


id-UE-associatedLogicalE1-ConnectionListResAck,


id-gNB-CU-UP-ID,


id-gNB-CU-UP-Name,


id-Extended-GNB-CU-UP-Name,


id-gNB-CU-CP-Name,


id-Extended-GNB-CU-CP-Name,


id-CNSupport,


id-SupportedPLMNs,


id-NPNSupportInfo,


id-NPNContextInfo,


id-SecurityInformation,


id-UEDLAggregateMaximumBitRate,


id-BearerContextStatusChange,


id-System-BearerContextSetupRequest,


id-System-BearerContextSetupResponse,


id-System-BearerContextModificationRequest,


id-System-BearerContextModificationResponse,


id-System-BearerContextModificationConfirm,


id-System-BearerContextModificationRequired,


id-DRB-Status-List,


id-Data-Usage-Report-List,



id-TimeToWait,


id-ActivityNotificationLevel,


id-ActivityInformation,


id-New-UL-TNL-Information-Required,


id-GNB-CU-CP-TNLA-Setup-List,


id-GNB-CU-CP-TNLA-Failed-To-Setup-List,


id-GNB-CU-CP-TNLA-To-Add-List,


id-GNB-CU-CP-TNLA-To-Remove-List,


id-GNB-CU-CP-TNLA-To-Update-List,


id-GNB-CU-UP-TNLA-To-Remove-List,


id-DRB-To-Setup-List-EUTRAN,


id-DRB-To-Modify-List-EUTRAN,


id-DRB-To-Remove-List-EUTRAN,


id-DRB-Required-To-Modify-List-EUTRAN,


id-DRB-Required-To-Remove-List-EUTRAN,


id-DRB-Setup-List-EUTRAN,


id-DRB-Failed-List-EUTRAN,


id-DRB-Measurement-Results-Information-List,


id-DRB-Modified-List-EUTRAN,


id-DRB-Failed-To-Modify-List-EUTRAN,


id-DRB-Confirm-Modified-List-EUTRAN,


id-DRB-To-Setup-Mod-List-EUTRAN,


id-DRB-Setup-Mod-List-EUTRAN,


id-DRB-Failed-Mod-List-EUTRAN,


id-PDU-Session-Resource-To-Setup-List,


id-PDU-Session-Resource-To-Modify-List,


id-PDU-Session-Resource-To-Remove-List,


id-PDU-Session-Resource-Required-To-Modify-List,


id-PDU-Session-Resource-Setup-List,


id-PDU-Session-Resource-Failed-List,


id-PDU-Session-Resource-Modified-List,


id-PDU-Session-Resource-Failed-To-Modify-List,


id-PDU-Session-Resource-Confirm-Modified-List,


id-PDU-Session-Resource-Setup-Mod-List,


id-PDU-Session-Resource-Failed-Mod-List,


id-PDU-Session-Resource-To-Setup-Mod-List,


id-PDU-Session-To-Notify-List,


id-TransactionID,


id-Serving-PLMN,


id-UE-Inactivity-Timer,


id-System-GNB-CU-UP-CounterCheckRequest,


id-DRBs-Subject-To-Counter-Check-List-EUTRAN,


id-DRBs-Subject-To-Counter-Check-List-NG-RAN,


id-PPI,


id-gNB-CU-UP-Capacity,


id-GNB-CU-UP-OverloadInformation,

id-UEDLMaximumIntegrityProtectedDataRate,


id-DataDiscardRequired,


id-PDU-Session-Resource-Data-Usage-List,


id-RANUEID,


id-GNB-DU-ID,


id-TraceID,


id-TraceActivation,

id-SubscriberProfileIDforRFP,


id-AdditionalRRMPriorityIndex, 

id-RetainabilityMeasurementsInfo,


id-Transport-Layer-Address-Info,


id-gNB-CU-CP-Measurement-ID,


id-gNB-CU-UP-Measurement-ID,


id-RegistrationRequest,


id-ReportCharacteristics,


id-ReportingPeriodicity,


id-TNL-AvailableCapacityIndicator,


id-HW-CapacityIndicator,


id-DLUPTNLAddressToUpdateList,


id-ULUPTNLAddressToUpdateList,


id-ManagementBasedMDTPLMNList,


id-TraceCollectionEntityIPAddress,


id-PrivacyIndicator,


id-URIaddress,


id-DRBs-Subject-To-Early-Forwarding-List,


id-CHOInitiation,


id-ExtendedSliceSupportList,


id-AdditionalHandoverInfo,


id-Extended-NR-CGI-Support-List,


id-DirectForwardingPathAvailability,
id-IAB-Donor-CU-UPPSKInfo,


id-ECGI-Support-List,


id-MDTPollutedMeasurementIndicator, 


id-UESliceMaximumBitRateList,


id-SCGActivationStatus,


id-GNB-CU-CP-MBS-E1AP-ID,


id-GNB-CU-UP-MBS-E1AP-ID,


id-GlobalMBSSessionID,


id-BCBearerContextToSetup,


id-BCBearerContextToSetupResponse,


id-BCBearerContextToModify,


id-BCBearerContextToModifyResponse,


id-BCBearerContextToModifyRequired,


id-BCBearerContextToModifyConfirm,


id-MCBearerContextToSetup,


id-MCBearerContextToSetupResponse,


id-MCBearerContextToModify,


id-MCBearerContextToModifyResponse,


id-MCBearerContextToModifyRequired,


id-MCBearerContextToModifyConfirm,


id-MBSMulticastF1UContextDescriptor,


id-gNB-CU-UP-MBS-Support-Info,

id-SDTContinueROHC,

id-availableBCMRBSetupConfiguration,


id-availableMCMRBSetupConfiguration,

maxnoofErrors,


maxnoofSPLMNs,


maxnoofDRBs,


maxnoofTNLAssociations,


maxnoofIndividualE1ConnectionsToReset,


maxnoofTNLAddresses,


maxnoofPSKs

FROM E1AP-Constants;

Not modified
-- **************************************************************

--

-- BC BEARER CONTEXT SETUP FAILURE

--

-- **************************************************************

BCBearerContextSetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { BCBearerContextSetupFailureIEs } },


...

}

BCBearerContextSetupFailureIEs E1AP-PROTOCOL-IES ::= {


{ ID id-GNB-CU-CP-MBS-E1AP-ID


CRITICALITY reject
TYPE 
GNB-CU-CP-MBS-E1AP-ID


PRESENCE mandatory
}|


{ ID id-GNB-CU-UP-MBS-E1AP-ID


CRITICALITY reject
TYPE 
GNB-CU-UP-MBS-E1AP-ID


PRESENCE optional
}|


{ ID id-Cause






CRITICALITY ignore
TYPE 
Cause






PRESENCE mandatory
}|

{ ID id-availableBCMRBSetupConfiguration
CRITICALITY reject TYPE
BCMRBSetupConfiguration


PRESENCE optional
}|

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional
},


...

}

Not modified
-- **************************************************************

--

-- MC BEARER CONTEXT SETUP FAILURE

--

-- **************************************************************

MCBearerContextSetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { MCBearerContextSetupFailureIEs } },


...

}

MCBearerContextSetupFailureIEs E1AP-PROTOCOL-IES ::= {


{ ID id-GNB-CU-CP-MBS-E1AP-ID


CRITICALITY reject
TYPE 
GNB-CU-CP-MBS-E1AP-ID


PRESENCE mandatory
}|


{ ID id-GNB-CU-UP-MBS-E1AP-ID


CRITICALITY ignore
TYPE 
GNB-CU-UP-MBS-E1AP-ID


PRESENCE optional
}|


{ ID id-Cause






CRITICALITY ignore
TYPE 
Cause






PRESENCE mandatory
}|

{ ID id-availableMCMRBSetupConfiguration
CRITICALITY reject TYPE
MCMRBSetupConfiguration


PRESENCE optional
}|

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional
},


...

}

Next changes
9.4.5
Information Element Definitions

-- ASN1START
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

E1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Not modified
-- B

-- BCBearerContextToSetup

BCBearerContextToSetup ::= SEQUENCE {


snssai







SNSSAI,


bcBearerContextNGU-TNLInfoat5GC

BCBearerContextNGU-TNLInfoat5GC,


bcMRBToSetupList





BCMRBSetupConfiguration,



requestedAction








RequestedAction4AvailNGUTermination

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {BCBearerContextToSetup-ExtIEs} }
OPTIONAL,


...

}

BCBearerContextToSetup-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

Not modified
ConfidentialityProtectionResult ::= ENUMERATED {


performed,


not-performed,


...

}





Not modified
MCBearerContextToSetup ::= SEQUENCE {


snssai







SNSSAI,


mcMRBToSetupList





MCMRBSetupConfiguration,



requestedAction








RequestedAction4AvailNGUTermination

OPTIONAL,



iE-Extensions

ProtocolExtensionContainer { {MCBearerContextToSetup-ExtIEs} }
OPTIONAL,


...

}

MCBearerContextToSetup-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

Not modified




RequestedAction4AvailNGUTermination ::= ENUMERATED {


apply-available-configuration,


apply-requested-configuration,


reject-if-requested-configuration-different,

...

}
Next changes
9.4.7
Constant Definitions

-- ASN1START
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

E1AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Not modified
id-SecurityIndication










ProtocolIE-ID ::= 172

id-SecurityResult











ProtocolIE-ID ::= 173
id-SDTContinueROHC











ProtocolIE-ID ::= 174

id-SDTindicatorSetup










ProtocolIE-ID ::= 175

id-SDTindicatorMod











ProtocolIE-ID ::= 176
id-availableBCMRBSetupConfiguration







ProtocolIE-ID ::= 900 -- to be allocated
id-availableMCMRBSetupConfiguration







ProtocolIE-ID ::= 901 -- to be allocated
END

-- ASN1STOP

End of changes
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