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	Reason for change:
	In the very beginning of 5G discussion, the gNB-DU id was intended to be used within F1 interface only, but in R3-193273, the RAN UE ID and gNB-DU ID IEs were introduced in E1AP: Bearer Context Setup Request and in E1AP: Bearer Context Modification Request messages, to identify and correlate users across interfaces. With that, the gNB-DU id is also applicable in E1 interface, and provided from the gNB-CU-CP to the gNB-CU-UP during Bearer Context Setup and Modification procedures.

	
	

	Summary of change:
	· Clarify that the gNB-DU ID may also be provided from the gNB-CU-CP to the gNB-CU-UP during Bearer Context Setup and Modification procedures.
· Clarify that the gNB-DU ID may be provided from gNB-CU to gNB-DU duiring the gNB-DU Configuration Update procedure as well.

Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because it corrects applicablity of gNB-DU id over E1 interface.The impact can be considered isolated because the change affects only the applicablity of gNB-DU id over E1 interface. 

	
	

	Consequences if not approved:
	gNB-DU id not appliable for E1 interface.
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6.2.2	gNB-DU ID
The gNB-DU ID is configured at the gNB-DU and used to uniquely identify the gNB-DU at least within a gNB-CU. The gNB-DU provides its gNB-DU ID to the gNB-CU during the F1 Setup procedure, and may provide it during the gNB-DU Configuration Update procedure. The gNB-CU-CP may provide the gNB-DU ID to the gNB-CU-UP during the Bearer Context Setup and the Bearer Context Modification procedures. The gNB-DU ID is used only within F1AP and E1AP procedures.
-------------End of the Change-------------
