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	PTW length extended to 40.96 s by steps of 1.28 s. 
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This IE indicates the NR Paging eDRX parameters as defined in TS 38.304 [33].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR Paging eDRX Cycle
	M
	
	ENUMERATED (hfquarter, hfhalf, hf1, hf2, hf4, hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024, …)
	TeDRX, CN defined in TS 38.304 [33]. Unit: [number of hyperframes].

	NR Paging Time Window
	O
	
	ENUMERATED (s1, s2, s3, s4, s5, s6, s7, s8, s9, s10, s11, s12, s13, s14, s15, s16, …,
s17,s18,s19,s20,s21,s22,s23,s24,s25,s26,s27,s28,s29,s30,s31,s32)
	Unit: [1.28 seconds]
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

Not modified
NRPaging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16,
	...,
	S17,s18,s19,s20,s21,s22,s23,s24,
	s25,s26,s27,s28,s29,s30,s31,s32
}


