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1. Overall description:
RAN3 thanks RAN2 for the LS on questions RAN visible QoE in Release 17. 
RAN3 has discussed the questions raised by RAN2 in LS R3-224215(R2-2206833) and given the following explanation.
For Quesion1:
The buffer level values for RVQoE are extracted from the legacy QoE values which had been measured and recorded by UE application layer. RAN side does not request the new measurement for RVQoE. The buffer level list for RVQoE should be filled in by the latest values in the buffer level list for legacy QoE within a RV QoE reporting period. 
It’s necessary for RVQoE to configure the periodicity because it is used for real time optimization if needed. 
The integer n value, which indicates how often in milliseconds the buffer level value is recorded in legacy QoE report, should be known by RAN to determine the RV-QoE periodicity.
For Quesion2:
The PDU session ID(s) may be provided for each RAN visible QoE report and it can keep the current status, which is optional in the signalling
For Quesion3:
The reporting periodicity for RAN visible QoE reports can keep the current status, which is optional in the signalling.

2. Actions:
To 3GPP RAN2, SA4
ACTION: 
RAN3 kindly asks RAN2 and SA4 to take the above information into account.

3. Date of next TSG RAN WG3 meetings:
RAN3#117bis-e		10th to 18th Oct 2022, E-meeting
RAN3#118			14th to 18th Nov 2022. Canada, CA 
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