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	Reason for change:
	As the channel access for NR-U is listen-before-talk which is a contention-based scheme, for one shared channel, the performance of transmission of one cell needs to consider the load status of its own and its neighbour cells. So for one channel, the load status of neighbour cells is required to exchange.


	
	

	Summary of change:
	Add Channel Occupancy Time Percentage By Neighbour Cells DL in Resource Status Update.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolate impact on because the change only affects the Resource Status Update.


	
	

	Consequences if not approved:
	The load status of neighbour cells for one NR-U channel can not be reported.
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< Start of the First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Hlk44419231][bookmark: _Toc44497545][bookmark: _Toc45107933][bookmark: _Toc45901553][bookmark: _Toc51850632][bookmark: _Toc56693635][bookmark: _Toc64447178][bookmark: _Toc66286672][bookmark: _Toc74151367][bookmark: _Toc88653839][bookmark: _Toc97904195][bookmark: _Toc98868268]9.1.3.21	RESOURCE STATUS UPDATE
This message is sent by NG-RAN node2 to NG-RAN node1 to report the results of the requested measurements.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	NG-RAN node1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	reject

	Cell Measurement Result
	
	1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	
	YES
	ignore

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27

	
	–
	

	>>Radio Resource Status 
	O
	
	[bookmark: _Hlk44419252]9.2.2.50
	
	–
	

	>>TNL Capacity Indicator
	O
	
	[bookmark: _Hlk44419265]9.2.2.49
	
	–
	

	>>Composite Available Capacity Group
	O
	
	[bookmark: _Hlk44419275]9.2.2.51
	
	–
	

	>>Slice Available Capacity
	O
	
	[bookmark: _Hlk44419292]9.2.2.55
	
	–
	

	>>Number of Active UEs 
	O
	
	[bookmark: _Hlk44419307]9.2.2.62
	
	–-
	

	>>RRC Connections
	O
	
	[bookmark: _Hlk44419316]9.2.2.56
	
	–
	

	>>NR-U Channel List
	
	0..1
	
	
	YES
	ignore

	>>>NR-U Channel Item
	
	1..<maxnoofNR-UChannelIDs>
	
	
	–
	

	>>>>NR-U Channel ID
	M
	
	INTEGER (1.. maxnoofNR-UChannelIDs, …)
	The NR-U channel utilised in the last reporting period 
	–
	

	>>>>Channel Ooccupancy Ttime Ppercentage DL
	M
	
	INTEGER (0..100)
	The percentage of time for which the channel resources have been utilised for DL traffic served by the corresponding cell. Value 100 corresponds to the duration between consecutive reporting.

	–
	

	>>>>Energy Detection Threshold
	M
	
	INTEGER (-100..-50,…)
	Average ED Threshold used for DL channel sensing. Value is in dBm. 
	–
	

	>>>> Channel Occupancy Time Percentage By Neighbour Cells DL
	M
	
	INTEGER (0..100)
	The percentage of time for which the channel resources have been utilised for DL traffic served by the neighbour cells of the corresponding cell. Value 100 corresponds to the duration between consecutive reporting.

	–
	



	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.

	maxnoofNR-UChannelIDs
	Maximum no. NR-U channel IDs in a cell. Value is 16. 



[bookmark: _Toc20955356][bookmark: _Toc29504977][bookmark: _Toc29503809][bookmark: _Toc29504393]
<<<<<<<<<<<<<<<<<<<< End of the First Change >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< Start of the Second Change >>>>>>>>>>>>>>>>>>>>
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
**************** skip unchanged part *******************

NR-U-Channel-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-Channel-Item 

NR-U-Channel-Item ::= SEQUENCE {
	nR-U-ChannelID	NR-U-ChannelID,
	channelOccupancyTimePercentageDL	ChannelOccupancyTimePercentage,

	energyDetectionThreshold	EnergyDetectionThreshold,
	neighbourChannelOccupancyTimePercentageDL	NeighbourChannelOccupancyTimePercentage,
	iE-Extension		ProtocolExtensionContainer { {NR-U-Channel-Item-ExtIEs} } 	OPTIONAL,
	...
}

NR-U-Channel-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

NR-U-ChannelID ::= INTEGER (1..maxnoofNR-UChannelIDs, ...)

ChannelOccupancyTimePercentage ::= INTEGER (1..100)

EnergyDetectionThreshold ::= INTEGER (-100..-50, ...)

NeighbourChannelOccupancyTimePercentage ::= INTEGER (1..100)
**************** skip unchanged part *******************

<<<<<<<<<<<<<<<<<<<< End of the Second Change >>>>>>>>>>>>>>>>>>>>

