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	Reason for change:
	RAN2 has specified several new SIBs in R17, specifically, 

· SIB18 is used to advertise the Group IDs for Network selection (GINs) to support onboarding and Credentials Holder for SNPNs. 
· SIB19 is used to broadcast the satellite assistance information. 
Currently, the TS 38.470 has specified that both SIB18 and SIB19 are encoded by the gNB-DU. 
According to agreements made at RAN3-97 meeting below, all system information should be exchanged over F1-C. And this has been followed during the gNB-CU System Information, and gNB-DU System information ever since.  
· SI exchange over F1-C shall be supported. 
Then there is a need for the gNB-DU to signal the SIB18 and SIB19 to the gNB-CU, at least for gNB-CU to be aware of the R17 functions supported by its connected gNB-DUs, and have proprietary RRM mechanisms (e.g. load balance, access control, measurement configuration, mobility etc).  


	
	

	Summary of change:
	· Include the SIB18 message, and SIB19 message in gNB-DU System Information.
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Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact with the previous version of the specification (same release).

The impact can be considered isolated because the change only affects the gNB-DU system information function.
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9.3.1.18
gNB-DU System Information

This IE contains the system information generated by the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MIB message
	M
	
	OCTET STRING
	MIB message, as defined in subclause 6.2.2 in TS 38.331 [8].


	-
	

	SIB1 message
	M
	
	OCTET STRING
	SIB1 message, as defined in subclause 6.2.2 in TS 38.331 [8].


	-
	

	SIB12 message
	O
	
	OCTET STRING
	SIB12, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	Ignore

	SIB13 message
	O
	
	OCTET STRING
	SIB13, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	Ignore

	SIB14 message
	O
	
	OCTET STRING
	SIB14, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB10 message
	O
	
	OCTET STRING
	SIB10, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB17 message
	O
	
	OCTET STRING
	SIB17, as defined in subclause 6.3.1 in TS 38.331 [8]
	YES
	ignore

	SIB20 message
	O
	
	OCTET STRING
	SIB20, as defined in subclause 6.3.1 in TS 38.331 [8]
	YES
	ignore

	SIB15 message
	O
	
	OCTET STRING
	SIB15, as defined in subclause 6.3.1 in TS 38.331 [8].
	YES
	ignore

	SIB18 message
	O
	
	OCTET STRING
	SIB18, as defined in subclause 6.3.1 in TS 38.331 [8]
	YES
	Ignore

	SIB19 message
	O
	
	OCTET STRING
	SIB19, as defined in subclause 6.3.1 in TS 38.331 [8]
	YES
	Ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.5
Information Element Definitions
-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

<Unchanged Text Omitted>

id-MUSIM-GapConfig,

id-SIB20-message,

id-pathPower,


id-DU-RX-MT-RX-Extend,


id-DU-TX-MT-TX-Extend,


id-DU-RX-MT-TX-Extend,


id-DU-TX-MT-RX-Extend,

id-TAINSAGSupportList,

id-SL-RLC-ChannelToAddModList,


id-SIB15-message,

id-SIB18-message,

id-SIB19-message,

maxNRARFCN,

maxnoofErrors,


maxnoofBPLMNs,

<Unchanged Text Omitted>
GNB-DU-System-Information ::= SEQUENCE {


mIB-message

MIB-message,


sIB1-message

SIB1-message,


iE-Extensions




ProtocolExtensionContainer { { GNB-DU-System-Information-ExtIEs } } OPTIONAL,


...

}

GNB-DU-System-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


{ ID id-SIB12-message

CRITICALITY ignore
EXTENSION SIB12-message

PRESENCE optional}|


{ ID id-SIB13-message

CRITICALITY ignore
EXTENSION SIB13-message

PRESENCE optional}|


{ ID id-SIB14-message

CRITICALITY ignore
EXTENSION SIB14-message

PRESENCE optional}|


{ ID id-SIB10-message

CRITICALITY ignore
EXTENSION SIB10-message

PRESENCE optional}|


{ ID id-SIB17-message

CRITICALITY ignore
EXTENSION SIB17-message

PRESENCE optional}|

{ ID id-SIB20-message

CRITICALITY ignore
EXTENSION SIB20-message

PRESENCE optional}|

{ ID id-SIB15-message

CRITICALITY ignore
EXTENSION SIB15-message

PRESENCE optional}|

{ ID id-SIB18-message

CRITICALITY ignore
EXTENSION SIB18-message

PRESENCE optional}|


{ ID id-SIB19-message

CRITICALITY ignore
EXTENSION SIB19-message

PRESENCE optional},

...

}
<Unchanged Text Omitted>
SIB1-message ::= OCTET STRING

SIB10-message ::= OCTET STRING

SIB12-message ::= OCTET STRING

SIB13-message ::= OCTET STRING

SIB14-message ::= OCTET STRING

SIB15-message ::= OCTET STRING

SIB17-message ::= OCTET STRING
SIB18-message ::= OCTET STRING
SIB19-message ::= OCTET STRING
SIB20-message ::= OCTET STRING
9.4.7
Constant Definitions
-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

<Unchanged Text Omitted>
id-SIB15-message








ProtocolIE-ID ::= 648
id-ActivationRequestType







ProtocolIE-ID ::= 649

id-PosMeasGapPreConfigList






ProtocolIE-ID ::= 650

id-SIB18-message








ProtocolIE-ID ::= aaa
id-SIB19-message








ProtocolIE-ID ::= bbb
	Change Ends


