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	Reason for change:
	There is a misalignment on the cell based area scope of QMC between the tabular format and ASN.1. In the table, the cell based area scope of QMC is in the form of NG-RAN CGI, which can be NR-CGI or E-UTRA CGI. However, in ASN.1, the cell based QMC can only be in the form of NR-CGI.


	
	

	Summary of change:
	Change the cell type of cell based area scope of QMC from NR-CGI to NG-RAN CGI in ASN.1.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release). The change is non backwards compatible.
The impact can be considered isolated because the change only affects the Area Scope of QMC IE.
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<unchanged text omitted>

CellBasedMDT-EUTRA-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellBasedQMC ::= SEQUENCE {
	cellIdListforQMC 	CellIdListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedQMC-ExtIEs} } OPTIONAL,
	...
}

CellBasedQMC-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _GoBack]CellIdListforQMC ::= SEQUENCE (SIZE(1..maxnoofCellIDforQMC)) OF NGRAN-CGINR-CGI

CellIdListforMDT-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF EUTRA-CGI
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