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<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Begin of the changes >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
9.3.1.168
UL RTOA Measurement 

This information element contains the uplink RTOA measurement.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE UL RTOA Measurement
	M
	
	
	
	-
	

	>k0
	
	
	
	
	
	

	>>k0
	M
	
	INTEGER (0.. 1970049)
	TS 38.133 [38]
	-
	

	>k1
	
	
	
	
	
	

	>>k1
	M
	
	INTEGER (0.. 985025)
	TS 38.133 [38]
	-
	

	>k2
	
	
	
	
	
	

	>>k2
	M
	
	INTEGER (0.. 492513)
	TS 38.133 [38]
	-
	

	>k3
	
	
	
	
	
	

	>>k3
	M
	
	INTEGER (0.. 246257)
	TS 38.133 [38]
	-
	

	>k4
	
	
	
	
	
	

	>>k4
	M
	
	INTEGER (0.. 123129)
	TS 38.133 [38]
	-
	

	>k5
	
	
	
	
	
	

	>>k5
	M
	
	INTEGER (0.. 61565)
	TS 38.133 [38]
	-
	

	Additional Path List
	O
	
	9.3.1.169
	This IE is ignored if the Extended Additional Path List IE is included
	-
	

	Extended Additional Path List
	O
	
	9.3.1.248
	
	YES
	ignore

	TRP Rx TEG ID
	O
	
	INTEGER (0..31)
	
	YES
	ignore

	TRP Rx Timing Error Margin
	O
	
	Timing Error Margin
9.3.1.x
	Timing error margin associated to the TRP Rx TEG ID. 
	YES
	ignore


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

9.3.1.252
TRP Tx TEG Association

This information element contains the TRP Tx TEG information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	TRP TEG item
	
	1 .. <maxnoTRPTEGs>
	
	
	-
	

	>TRP Tx TEG ID
	M
	
	INTEGER (0..7)
	
	-
	

	>DL-PRS Resource Set ID
	M
	
	INTEGER (0..7)
	
	-
	

	>DL-PRS Resource ID List
	
	0..1
	
	
	-
	

	>>DL-PRS Resource ID Item
	
	1..< maxnoofPRS-ResourcesPerSet >
	
	
	-
	

	>>>DL-PRS Resource ID
	M
	
	INTEGER (0..63)
	
	-
	

	>TRP Tx Timing Error Margin
	O
	
	Timing Error Margin
9.3.1.x
	Timing error margin associated to the TRP Tx TEG ID.
	YES
	ignore


	Range bound
	Explanation

	maxnoTRPTEGs
	Maximum no of reported TRP Tx TEG association. Value is 8.

	maxnoofPRS-ResourcesPerSet
	Maximum no of DL-PRS resources of the DL-PRS resource set of the TRP. Value is 64.


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

9.3.1.253
TRP TEG ID Information

This information element contains the TRP RxTx TEG ID group information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE TRP TEG ID
	M
	
	
	
	-
	

	>RxTx TEG
	
	
	
	
	-
	

	>>TRP RxTx TEG ID
	M
	
	INTEGER (0..255)
	
	-
	

	>>TRP Tx TEG ID
	O
	
	INTEGER (0..7)
	
	-
	

	>>TRP RxTx Timing Error Margin
	O
	
	Timing Error Margin
9.3.1.x
	Timing error margin associated to the TRP RxTx TEG ID.
	YES
	ignore

	>>TRP Tx Timing Error Margin
	O
	
	Timing Error Margin
9.3.1.x
	Timing error margin associated to the TRP Tx TEG ID.
	YES
	ignore

	>Rx TEG
	
	
	
	
	-
	

	>>TRP Rx TEG ID 
	M
	
	INTEGER (0..31)
	
	-
	

	>>TRP Tx TEG ID
	M
	
	INTEGER (0..7)
	
	-
	

	>>TRP Rx Timing Error Margin
	O
	
	Timing Error Margin
9.3.1.x
	Timing error margin associated to the TRP Rx TEG ID.
	YES
	ignore

	>>TRP Tx Timing Error Margin
	O
	
	Timing Error Margin
9.3.1.x
	Timing error margin associated to the TRP Tx TEG ID.
	YES
	ignore


<<<<<<<<<<<<<<<<<<<<<<< Next Change, non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>

9.3.1.x
Timing Error Margin

This information element contains the Timing error margin for the TRP TEG.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Timing Error Margin
	M
	
	ENUMERATED(Tc0, Tc2, Tc4, Tc6, Tc8, Tc12, Tc16, Tc20, Tc24, Tc32, Tc40, Tc48, Tc56, Tc64, Tc72, Tc80,…)
	


<<<<<<<<<<<<<<<<<<<<<<< Next Change, non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>

9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

<<<<<<<< non-changed texts omitted >>>>>>>>>>


id-Redcap-Bcast-Information,

id-NR-TADV,

id-SDT-MACPHY-Config,

id-CG-SDTindicatorSetup,


id-CG-SDTindicatorMod,


id-SDTRLCBearerConfiguration,

id-SRBMappingInfo,

id-DRBMappingInfo,


id-LastUsedCellIndication,

id-SIB17-message,

id-MUSIM-GapConfig,

id-SIB20-message,

id-pathPower,


id-DU-RX-MT-RX-Extend,

id-DU-TX-MT-TX-Extend,


id-DU-RX-MT-TX-Extend,


id-DU-TX-MT-RX-Extend,

id-TAINSAGSupportList,

id-SL-RLC-ChannelToAddModList,

id-SIB15-message,

id-TRPTxTimingErrorMargin,


id-TRPRxTimingErrorMargin,


id-TRPRxTxTimingErrorMargin
<<<<<<<<<<<<<<<<<<<<<<< Next Change, non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>
-- T
TRPTEGIDInformation ::= CHOICE {


rxTx-TEG


RxTxTEG,


rx-TEG



RxTEG,


choice-extension

ProtocolIE-SingleContainer { { TRPTEGIDInformation-ExtIEs} }

}

TRPTEGIDInformation-ExtIEs F1AP-PROTOCOL-IES ::= {


...

}

RxTxTEG ::= SEQUENCE {


tRP-RxTx-TEGID
INTEGER (0..255),


tRP-Tx-TEGID

INTEGER (0..7)
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { RxTxTEG-ExtIEs } }

OPTIONAL,


...

}

RxTxTEG-ExtIEs
F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-TRPRxTxTimingErrorMargin

CRITICALITY ignore EXTENSION TimingErrorMargin 
PRESENCE optional }|


{ ID id-TRPTxTimingErrorMargin


CRITICALITY ignore EXTENSION TimingErrorMargin 
PRESENCE optional },

...

}

RxTEG ::= SEQUENCE {


tRP-Rx-TEGID

INTEGER (0..31),


tRP-Tx-TEGID

INTEGER (0..7),


iE-Extensions


ProtocolExtensionContainer { { RxTEG-ExtIEs } }

OPTIONAL,


...

}

RxTEG-ExtIEs
F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-TRPRxTimingErrorMargin


CRITICALITY ignore EXTENSION TimingErrorMargin 
PRESENCE optional }|


{ ID id-TRPTxTimingErrorMargin


CRITICALITY ignore EXTENSION TimingErrorMargin 
PRESENCE optional },


...

}

<<<<<<<<<<<<<<<<<<<<<<< Next Change, non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>

TimingErrorMargin 


::= ENUMERATED {0Tc, 2Tc, 4Tc, 6Tc, 8Tc, 12Tc, 16Tc, 20Tc, 24Tc, 32Tc, 40Tc, 48Tc, 56Tc, 64Tc, 72Tc, 80Tc, ...}
<<<<<<<<<<<<<<<<<<<<<<< Next Change, non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>

TRPTxTEGAssociation ::= SEQUENCE (SIZE(1.. maxnoTRPTEGs)) OF TRPTEG-Item

TRPTEG-Item ::= SEQUENCE {



tRP-Tx-TEG-ID


INTEGER (0..7),



dl-PRSResourceSetID

PRS-Resource-Set-ID,



dl-PRSResourceID-List
SEQUENCE (SIZE(1.. maxnoofPRS-ResourcesPerSet)) OF DLPRSResourceID-Item OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { TRPTEGItem-ExtIEs } } OPTIONAL,


...
}

TRPTEGItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-TRPTxTimingErrorMargin


CRITICALITY ignore EXTENSION TimingErrorMargin 
PRESENCE optional },

...

}

<<<<<<<<<<<<<<<<<<<<<<< Next Change, non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>
-- U

UL-RTOA-Measurement ::= SEQUENCE {


uL-RTOA-MeasurementItem

UL-RTOA-MeasurementItem,


additionalPath-List


AdditionalPath-List OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { UL-RTOA-Measurement-ExtIEs } }
OPTIONAL

}

UL-RTOA-Measurement-ExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

UL-RTOA-MeasurementItem ::= CHOICE {


k0




INTEGER (0..1970049),


k1




INTEGER (0..985025),


k2




INTEGER (0..492513),


k3




INTEGER (0..246257),


k4




INTEGER (0..123129),


k5




INTEGER (0..61565),
 


choice-extension


ProtocolIE-SingleContainer { { UL-RTOA-MeasurementItem-ExtIEs } }

}

UL-RTOA-MeasurementItem-ExtIEs F1AP-PROTOCOL-IES ::= {


{ ID id-ExtendedAdditionalPathList
CRITICALITY ignore TYPE ExtendedAdditionalPathList
PRESENCE optional}|

{ ID id-TRPRXTEGID




CRITICALITY ignore TYPE INTEGER (0..31)



PRESENCE optional }|


{ ID id-TRPRxTimingErrorMargin

CRITICALITY ignore EXTENSION TimingErrorMargin 

PRESENCE optional },

...

}

<<<<<<<<<<<<<<<<<<<<<<< Next Change, non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>
9.4.7
Constant Definitions

-- **************************************************************

--

-- IEs

--

-- **************************************************************

<<<<<<<<<<<<<<< non-changed texts omitted >>>>>>>>>>>>>>>>
id-UpdatedRemoteUELocalID






ProtocolIE-ID ::= 618

id-PathSwitchConfiguration






ProtocolIE-ID ::= 619

id-PagingCause









ProtocolIE-ID ::= 620
id-MUSIM-GapConfig








ProtocolIE-ID ::= 621
id-PEIPSAssistanceInfo







ProtocolIE-ID ::= 622

id-UEPagingCapability







ProtocolIE-ID ::= 623

id-LastUsedCellIndication






ProtocolIE-ID ::= 624

id-SIB17-message








ProtocolIE-ID ::= 625

id-GNBDUUESliceMaximumBitRateList




ProtocolIE-ID ::= 626
id-SIB20-message








ProtocolIE-ID ::= 627
id-UE-MulticastMRBs-ToBeReleased-List



ProtocolIE-ID ::= 628
id-UE-MulticastMRBs-ToBeReleased-Item



ProtocolIE-ID ::= 629
id-UE-MulticastMRBs-ToBeSetup-List




ProtocolIE-ID ::= 630
id-UE-MulticastMRBs-ToBeSetup-Item




ProtocolIE-ID ::= 631
id-MulticastMBSSessionSetupList





ProtocolIE-ID ::= 632
id-MulticastMBSSessionRemoveList




ProtocolIE-ID ::= 633
id-PosMeasurementAmount







ProtocolIE-ID ::= 634
id-SDT-Termination-Request






ProtocolIE-ID ::= 635
id-pathPower









ProtocolIE-ID ::= 636
id-DU-RX-MT-RX-Extend







ProtocolIE-ID ::= 637
id-DU-TX-MT-TX-Extend







ProtocolIE-ID ::= 638
id-DU-RX-MT-TX-Extend







ProtocolIE-ID ::= 639
id-DU-TX-MT-RX-Extend







ProtocolIE-ID ::= 640
id-BAP-Header-Rewriting-Removed-List



ProtocolIE-ID ::= 641
id-BAP-Header-Rewriting-Removed-List-Item


ProtocolIE-ID ::= 642

id-SLDRXCycleList








ProtocolIE-ID ::= 643

id-TAINSAGSupportList







ProtocolIE-ID ::= 644
id-SL-RLC-ChannelToAddModList





ProtocolIE-ID ::= 645

id-BroadcastAreaScope







ProtocolIE-ID ::= 646
id-ManagementBasedMDTPLMNModificationList 


ProtocolIE-ID ::= 647

id-SIB15-message








ProtocolIE-ID ::= 648
id-ActivationRequestType







ProtocolIE-ID ::= 649
id-PosMeasGapPreConfigList






ProtocolIE-ID ::= 650
id-TRPTxTimingErrorMargin






ProtocolIE-ID ::= xxx
id-TRPRxTimingErrorMargin






ProtocolIE-ID ::= xxx
id-TRPRxTxTimingErrorMargin






ProtocolIE-ID ::= xxx
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< End of the changes >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
