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The purpose of the Positioning Measurement Update procedure is to modify one or more periodic positioning measurements performed by the gNB-DU. The procedure uses non-UE-associated signalling.
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Figure 8.13.7.2-1: Positioning Measurement Update procedure: successful operation
The gNB-CU initiates the procedure by generating a POSITIONING MEASUREMENT UPDATE message. Upon receiving the message, the gNB-DU shall overwrite the previously received measurement configuration for the corresponding measurements.
If the Number of TRP Rx TEGs IE is included in the TRP Measurement Update List IE in the POSITIONING MEASUREMENT UPDATE message, the gNB-DU shall clear any previously stored information and store the newly received information.
If the Number of TRP RxTx TEGs IE is included in the TRP Measurement Update List IE in the POSITIONING MEASUREMENT UPDATE message, the gNB-DU shall clear any previously stored information and store the newly received information.
If the Measurement Characteristics Request Indicator IE is included in the POSITIONING MEASUREMENT UPDATE message, the gNB-DU shall clear any previously stored information and store the newly received information.
If the Measurement Time Occasion IE is included in the POSITIONING MEASUREMENT UPDATE message, the gNB-DU shall clear any previously stored information and store the newly received information.
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This message is sent by the gNB-CU to update a previously configured measurement.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	LMF Measurement ID
	M
	
	INTEGER (1..65536,…)
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536,…)
	
	YES
	reject

	SRS Configuration
	O
	
	9.3.1.192
	
	YES
	ignore

	TRP Measurement Update List
	
	0..1
	
	
	YES
	reject

	>TRP Measurement Update Item 
	
	1..<maxnoofMeasTRPs>
	
	
	EACH
	reject

	>>TRP ID
	M
	
	9.3.1.197
	
	-
	

	>>AoA Search Window Information
	O
	
	UL-AoA Assistance Information 9.3.1.238
	
	-
	

	>>Number of TRP Rx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	>>Number of TRP RxTx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	Measurement Characteristics Request Indicator
	O
	
	9.3.1.254
	
	YES
	ignore

	Measurement Time Occasion
	O
	
	ENUMERATED (o1, o4, …)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMeasTRPs
	Maxmum no. of TRPs that can be included within one message. Value is 64.
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-- **************************************************************
--
-- Positioning Measurement Update
--
-- **************************************************************

PositioningMeasurementUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PositioningMeasurementUpdateIEs} },
	...
}

PositioningMeasurementUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-LMF-MeasurementID			CRITICALITY reject	TYPE LMF-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID			CRITICALITY reject	TYPE RAN-MeasurementID			PRESENCE mandatory	}|
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-TRP-MeasurementUpdateList	CRITICALITY reject	TYPE TRP-MeasurementUpdateList 	PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator	CRITICALITY ignore	TYPE	MeasurementCharacteristicsRequestIndicator	PRESENCE optional},|
	{ ID id-MeasurementTimeOccasion		CRITICALITY ignore	TYPE MeasurementTimeOccasion	PRESENCE optional	},
	...

	...
}
<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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