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	Start of Change



9.2.3.xx	 	
This IE provides prediction values for Resource status information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Predicted Resource status information
	
	1
	
	
	–
	

	>Predicted Radio Resource Status 
	O
	
	9.2.2.50
	Predicted value of the Radio Resource Status IE
	
	

	>Predicted TNL Capacity Indicator
	O
	
	9.2.2.49
	Predicted value of the TNL Capacity Indicator IE
	
	

	>Predicted Composite Available Capacity Group
	O
	
	9.2.2.51
	Predicted value of the Composite Available Capacity Group IE
	
	

	>Predicted Slice Available Capacity
	O
	
	9.2.2.55
	Predicted value of the Slice Available Capacity IE
	
	

	>Predicted Number of Active UEs 
	O
	
	9.2.2.62
	Predicted value of the Number of Active UEs IE
	
	

	>Predicted RRC Connections
	O
	
	9.2.2.56
	Predicted value of the RRC Connections IE
	
	

	>Predicted Radio Resource Status 
	O
	
	9.2.2.50
	Predicted value of the Radio Resource Status IE
	
	

	>Workable period
	O
	
	
	Workable period for the predicated resource status information
	
	

	>>Starting time
	O
	
	9.2.3.xxx
	Time information
	
	

	>>Ending time
	O
	
	9.2.3.xxx
	Time information
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This IE indicates starting time of predicated resource status information. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Starting Time
	M
	
	OCTET STRING
	Encoded in the same format as the ReferenceTime IE as defined in TS 38.331 [10]. The value is truncated to 1 us granularity.


9.2.2.yyy	Ending Time
This IE indicates ending time of predicated resource status information. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ending Time
	M
	
	OCTET STRING
	Encoded in the same format as the ReferenceTime IE as defined in TS 38.331 [10]. The value is truncated to 1 us granularity.
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