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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation
The UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.
<<<<<<<<<<<<<<<<<<<< Skip unrelated Parts >>>>>>>>>>>>>>>>>>>>

If the GNB-DU Configuration Query IE is contained in the UE CONTEXT MODIFICATION REQUEST message, gNB-DU shall include the DU To CU RRC Information IE in the UE CONTEXT MODIFICATION RESPONSE message. If the GNB-DU Configuration Query IE is contained in the UE CONTEXT MODIFICATION REQUEST message and its value is set to “For DAPS”, then gNB-DU shall include the DU To CU RRC Information IE with Config Restrict Info DAPS IE in the UE CONTEXT MODIFICATION RESPONSE message.

<<<<<<<<<<<<<<<<<<<< Skip unrelated Parts >>>>>>>>>>>>>>>>>>>>

9.2.2.7	UE CONTEXT MODIFICATION REQUEST
This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	<Skip unrelated part>
	
	
	
	
	
	

	GNB-DU Configuration Query
	O
	
	ENUMERATED (true, ..., For DAPS)
	Used to request the gNB-DU to provide its configuration.
	YES
	reject

	<Skip unrelated part>
	
	
	
	
	
	



<<<<<<<<<<<<<<<<<<<< Skip unrelated Parts >>>>>>>>>>>>>>>>>>>>

9.3.1.26	DU to CU RRC Information
This IE contains the RRC Information that are sent from the gNB-DU to the gNB-CU.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CellGroupConfig
	M
	
	OCTET STRING
	CellGroupConfig, as defined in TS 38.331 [8].
	
	

	MeasGapConfig
	O
	
	OCTET STRING
	MeasGapConfig as defined in TS 38.331 [8].
For EN-DC/NGEN-DC operation, includes the gap for FR2, as requested by the gNB-CU via MeasConfig IE. 

For NG-RAN,NE-DC and MN for NR-NR DC, includes the gap(s) for FR1 and/or FR2, as requested by the gNB-CU via MeasConfig IE and according to the requested gap type (per-UE or per-FR).
	
	

	Requested P-MaxFR1
	O
	
	OCTET STRING
	requestedP-MaxFR1, as defined in TS 38.331 [8]. 
For EN-DC,  NGEN-DC and NR-DC operation, this IE should be included.
	
	

	DRX Long Cycle Start Offset
	O
	
	INTEGER (0..10239)
	Identical to the value of the drx-LongCycleStartOffset IE within the DRX-Config as defined in TS 38.331 [8].
This field is not used in NR-DC.
	
	

	Selected BandCombinationIndex
	O
	
	OCTET STRING
	BandCombinationIndex, as defined in TS 38.331 [8]. 
For (NG)EN-DC and NR DC operation, this IE should be included so that gNB-CU is informed of the selected Band Combination; if this IE is included, the gNB-CU uses this information to deduce the selected band.
	YES
	ignore

	Selected FeatureSetEntryIndex
	O
	
	OCTET STRING
	FeatureSetEntryIndex, as defined in TS 38.331 [8]. 
For (NG)EN-DC and NR DC operation, this IE should be included so that gNB-CU is informed of the selected FeatureSet.
	YES
	ignore

	Ph-InfoSCG
	O
	
	OCTET STRING
	PH-TypeListSCG, as defined in TS 38.331 [8].For MR-DC, this IE should be included so that gNB-CU is informed of the Power Headroom type for each serving cell in SN.
	Yes
	ignore

	Requested BandCombinationIndex
	O
	
	OCTET STRING
	BandCombinationIndex, as defined in TS 38.331 [8]. 
This IE is used for the gNB-DU to request a new Band Combination.
	YES
	ignore

	Requested FeatureSetEntryIndex
	O
	
	OCTET STRING
	FeatureSetEntryIndex, as defined in TS 38.331 [8]. 
This IE is used for the gNB-DU to request a new Feature Set.
	YES
	ignore

	DRX Config
	O
	
	OCTET STRING
	DRX-Config, as defined in TS 38.331 [8].
This field is only used in NR-DC.
	YES
	ignore

	PDCCH BlindDetectionSCG
	O
	
	OCTET STRING
	pdcch-BlindDetectionSCG, as defined in TS 38.331 [8]. This IE is used between the MgNB-DU and the MgNB-CU.
	YES
	ignore

	Requested PDCCH BlindDetectionSCG
	O
	
	OCTET STRING
	requestedPDCCH-BlindDetectionSCG, as defined in TS 38.331 [8]. This IE is used between the SgNB-DU and the SgNB-CU.
	YES
	ignore

	Ph-InfoMCG
	O
	
	OCTET STRING
	PH-TypeListMCG, as defined in TS 38.331 [8]. For MR-DC, this IE should be included so that gNB-CU is informed of the Power Headroom type for each serving cell in MCG.
	YES
	ignore

	MeasGapSharingConfig
	O
	
	OCTET STRING
	MeasGapSharingConfig as defined in TS 38.331 [8].
	YES
	ignore

	SL-PHY-MAC-RLC-Config
	O
	
	OCTET STRING
	SL-PHY-MAC-RLC-Config as defined in TS 38.331 [8].
	YES
	ignore

	SL-ConfigDedicatedEUTRA-Info
	O
	
	OCTET STRING
	SL-ConfigDedicatedEUTRA-Info as defined in TS 38.331 [8].
	YES
	ignore

	Requested P-MaxFR2
	O
	
	OCTET STRING
	RequestedP-MaxFR2, as defined in TS 38.331 [8]. 
For NR-DC operation, this IE should be included.
	YES
	ignore

	InterFrequencyConfig-NoGap
	O
	
	ENUMERATED (true, …)
	Identical to the value of the interFrequencyConfig-NoGap-r16 IE, as defined in TS 38.331 [8]. 
	YES
	ignore

	Config Restrict Info DAPS
	O
	
	OCTET STRING
	ConfigRestrictInfoDAPS-r16, as defined in TS 38.331 [8].
This IE is used by gNB-DU to inform gNB-CU the power parameters required for DAPS Handover Preparation
	YES
	ignore




<<<<<<<<<<<<<<<<<<<< Skip unrelated Parts >>>>>>>>>>>>>>>>>>>>
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,

<<<<<<<<<<<<<<<<<<<< Skip unrelated parts >>>>>>>>>>>>>>>>>>>>
	id-PRS-Resource-ID,
	id-LocationMeasurementInformation,
	id-InterFrequencyConfig-NoGap,
	id-NeedForGapsInfoNR,
	id-ConfigRestrictInfoDAPS,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,

<<<<<<<<<<<<<<<<<<<< Skip unrelated parts >>>>>>>>>>>>>>>>>>>>

DUtoCURRCInformation ::= SEQUENCE {
	cellGroupConfig		CellGroupConfig,
	measGapConfig			MeasGapConfig	OPTIONAL,
	requestedP-MaxFR1				OCTET STRING				OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { DUtoCURRCInformation-ExtIEs} } OPTIONAL,
	...
}

DUtoCURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRX-LongCycleStartOffset			CRITICALITY ignore	EXTENSION DRX-LongCycleStartOffset				PRESENCE optional }|
	{ ID id-SelectedBandCombinationIndex		CRITICALITY ignore	EXTENSION SelectedBandCombinationIndex			PRESENCE optional }|
	{ ID id-SelectedFeatureSetEntryIndex		CRITICALITY ignore	EXTENSION SelectedFeatureSetEntryIndex			PRESENCE optional }|
	{ ID id-Ph-InfoSCG							CRITICALITY ignore	EXTENSION Ph-InfoSCG								PRESENCE optional }|
	{ ID id-RequestedBandCombinationIndex		CRITICALITY ignore	EXTENSION RequestedBandCombinationIndex		PRESENCE optional }|
	{ ID id-RequestedFeatureSetEntryIndex		CRITICALITY ignore	EXTENSION RequestedFeatureSetEntryIndex		PRESENCE optional }|
	{ ID id-DRX-Config							CRITICALITY ignore	EXTENSION DRX-Config								PRESENCE optional }|
	{ ID id-PDCCH-BlindDetectionSCG				CRITICALITY ignore	EXTENSION PDCCH-BlindDetectionSCG				PRESENCE optional }|
	{ ID id-Requested-PDCCH-BlindDetectionSCG	CRITICALITY ignore	EXTENSION Requested-PDCCH-BlindDetectionSCG	PRESENCE optional }|
	{ ID id-Ph-InfoMCG							CRITICALITY ignore	EXTENSION Ph-InfoMCG								PRESENCE optional }|
	{ ID id-MeasGapSharingConfig				CRITICALITY ignore	EXTENSION MeasGapSharingConfig					PRESENCE optional }|
	{ ID id-SL-PHY-MAC-RLC-Config				CRITICALITY ignore	EXTENSION SL-PHY-MAC-RLC-Config					PRESENCE optional }|
	{ ID id-SL-ConfigDedicatedEUTRA-Info		CRITICALITY ignore	EXTENSION SL-ConfigDedicatedEUTRA-Info			PRESENCE optional }|
	{ ID id-RequestedP-MaxFR2					CRITICALITY ignore	EXTENSION RequestedP-MaxFR2							PRESENCE optional }|
	{ ID id-InterFrequencyConfig-NoGap			CRITICALITY ignore	EXTENSION InterFrequencyConfig-NoGap			PRESENCE optional },
	...,
{ ID id-ConfigRestrictInfoDAPS					CRITICALITY ignore	EXTENSION ConfigRestrictInfoDAPS				PRESENCE optional }
}

[bookmark: _Hlk115188170]<<<<<<<<<<<<<<<<<<<< Skip unrelated parts >>>>>>>>>>>>>>>>>>>>

ConditionalIntraDUMobilityInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	{ ID id-EstimatedArrivalProbability		CRITICALITY ignore		EXTENSION CHO-Probability		PRESENCE optional	},
	...
}

ConfiguredTACIndication ::= ENUMERATED {
	true,
	...
}

ConfigRestrictInfoDAPS ::= OCTET STRING

CoordinateID ::= INTEGER (0..511, ...)

<<<<<<<<<<<<<<<<<<<< Skip unrelated parts >>>>>>>>>>>>>>>>>>>>

[bookmark: _Hlk115189159]GNB-DU-System-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SIB12-message		CRITICALITY ignore	EXTENSION SIB12-message		PRESENCE optional}|
	{ ID id-SIB13-message		CRITICALITY ignore	EXTENSION SIB13-message		PRESENCE optional}|
	{ ID id-SIB14-message		CRITICALITY ignore	EXTENSION SIB14-message		PRESENCE optional}|
	{ ID id-SIB10-message		CRITICALITY ignore	EXTENSION SIB10-message		PRESENCE optional},
	...
}

GNB-DUConfigurationQuery ::= ENUMERATED {true, ..., forDAPS}

GNBDUOverloadInformation ::= ENUMERATED {overloaded, not-overloaded}

<<<<<<<<<<<<<<<<<<<< Skip unrelated parts >>>>>>>>>>>>>>>>>>>>
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-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Skip unrelated parts >>>>>>>>>>>>>>>>>>>>

id-LocationMeasurementInformation					ProtocolIE-ID ::= 440
id-InterFrequencyConfig-NoGap						ProtocolIE-ID ::= 651
id-NeedForGapsInfoNR								ProtocolIE-ID ::= 665
id-PosMeasurementPeriodicityNR-AoA					ProtocolIE-ID ::= 672
id-ConfigRestrictInfoDAPS							ProtocolIE-ID ::= aaa

END
-- ASN1STOP 
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