Page 1



3GPP TSG-RAN WG3#117bis
R3-225523
 E-meeting, 10 – 18 October 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.413
	CR
	0885
	rev
	0
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	Correction of MBS Broadcast Session Re-start

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell, Huawei, Qualcomm Incorporated

	Source to TSG:
	R3

	
	

	Work item code:
	NR_MBS-Core
	
	Date:
	2022-10-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 












release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
…
Rel-16
(Release 16)
Rel-17
(Release 17)
Rel-18
(Release 18)
Rel-19
(Release 19)

	
	

	Reason for change:
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8.17.1.3
Unsuccessful Operation
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Figure 8.17.1.3-1: Broadcast Session Setup, unsuccessful operation.

If the NG-RAN node is not able to provide the requested MBS session resources for all the MBS QoS flows in the MBS session in any of its cells, it shall send the BROADCAST SESSION SETUP FAILURE message.

If the MB-SMF receives the MBS Session Setup or Modification Failure Transfer IE for a particular NG-RAN node for an existing MBS session including a Time To Wait IE, the MB-SMF shall wait at least for the indicated time before re-initiating the Broadcast Session Setup procedure for the broadcast session towards the same NG-RAN node.

Not modified
8.17.3.2
Successful Operation
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Figure 8.17.3.2-1: Broadcast Session Release, successful operation.

The AMF initiates the procedure by sending a BROADCAST SESSION RELEASE REQUEST message to the NG-RAN node.

Upon reception of the BROADCAST SESSION RELEASE REQUEST message, the NG-RAN node shall respond with the BROADCAST SESSION RELEASE RESPONSE message. The NG-RAN node node shall stop broadcasting and release all MBS session resources associated with the broadcast session.

Upon reception of the BROADCAST SESSION RELEASE RESPONSE message, the AMF shall transfer transparently the Broadcast Session Release Response Transfer IE, if available, to the MB-SMF. 

Interactions with Broadcast Session Setup: 

If the MB-SMF receives the Broadcast Session Release Response Transfer IE for a particular NG-RAN node for an existing MBS session including a Time To Wait IE, the MB-SMF shall wait at least for the indicated time before re-initiating the Broadcast Session Setup procedure for the broadcast session towards the same NG-RAN node.

Not modified
9.3.5.6
MBS Session Setup or Modification Failure Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cause
	M
	
	9.3.1.2
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	

	Time To Wait
	O
	
	9.3.1.156
	


Not modified
9.3.5.14
MBS Session Release Response Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session TNL Information NG-RAN
	O
	
	9.3.2.17
	

	Time To Wait
	O
	
	9.3.1.156
	


Not modified
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Not modified

id-SgNB-UE-X2AP-ID,


id-S-NSSAI,


id-SONInformationReport,


id-SourceNodeID,


id-SourceNodeTNLAddrInfo,

id-SourceTNLAddrInfo,

id-SurvivalTime,


id-TNLAssociationTransportLayerAddressNGRAN,


id-TAINSAGSupportList,


id-TargetRNC-ID,

id-TimeToWait,


id-TraceCollectionEntityURI,


id-TSCTrafficCharacteristics,


id-UEHistoryInformationFromTheUE,


id-UERadioCapabilityForPaging,

id-UERadioCapabilityForPagingOfNB-IoT,


id-UL-NGU-UP-TNLInformation,


id-UL-NGU-UP-TNLModifyList,


id-ULForwarding,


id-ULForwardingUP-TNLInformation,


id-UsedRSNInformation,

id-UserLocationInformationTNGF,


id-UserLocationInformationTWIF,


id-UserLocationInformationW-AGF,

id-EarlyMeasurement,

id-BeamMeasurementsReportConfiguration,


maxnoofAllowedAreas,

maxnoofAllowedCAGsperPLMN,

maxnoofAllowedS-NSSAIs,


maxnoofBluetoothName,

Not modified
MBS-SessionFSAID ::= OCTET STRING (SIZE(3))

MBSSessionReleaseResponseTransfer ::= SEQUENCE {


mBS-SessionTNLInfoNGRAN

MBS-SessionTNLInfoNGRAN



OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {MBSSessionReleaseResponseTransfer-ExtIEs} }
OPTIONAL,


...

}

MBSSessionReleaseResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ID id-TimeToWait
CRITICALITY ignore
EXTENSION TimeToWait
PRESENCE optional},


...

}

Not modified
MBSSessionSetupOrModFailureTransfer ::= SEQUENCE {


cause





Cause,


criticalityDiagnostics

CriticalityDiagnostics

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { MBSSessionSetupOrModFailureTransfer-ExtIEs} }
OPTIONAL,


...

}

MBSSessionSetupOrModFailureTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ID id-TimeToWait
CRITICALITY ignore
EXTENSION TimeToWait
PRESENCE optional},


...

}


