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[bookmark: _Toc98868102]Start of the first change
[bookmark: _Hlk44418867][bookmark: _Toc44497474][bookmark: _Toc45107862][bookmark: _Toc45901482][bookmark: _Toc51850561][bookmark: _Toc56693564][bookmark: _Toc64447107][bookmark: _Toc66286601][bookmark: _Toc74151296][bookmark: _Toc88653768][bookmark: _Toc97904124][bookmark: _Toc98868168][bookmark: _Hlk100916390][bookmark: OLE_LINK102][bookmark: _Toc5646119]8.4.12	Access And Mobility Indication
[bookmark: _Toc5646120][bookmark: _Toc44497475][bookmark: _Toc45107863][bookmark: _Toc45901483][bookmark: _Toc51850562][bookmark: _Toc56693565][bookmark: _Toc64447108][bookmark: _Toc66286602][bookmark: _Toc74151297][bookmark: _Toc88653769][bookmark: _Toc97904125][bookmark: _Toc98868169]8.4.12.1	General
[bookmark: _Toc5646121]The purpose of the Access and Mobility Indication procedure is to transfer Access and Mobility related information between NG-RAN nodes.
[bookmark: _Toc44497476][bookmark: _Toc45107864][bookmark: _Toc45901484][bookmark: _Toc51850563][bookmark: _Toc56693566][bookmark: _Toc64447109][bookmark: _Toc66286603][bookmark: _Toc74151298][bookmark: _Toc88653770][bookmark: _Toc97904126][bookmark: _Toc98868170]8.4.12.2	Successful Operation


Figure 8.2.12.2-1: Access And Mobility Indication, successful operation
NG-RAN node1 initiates the procedure by sending the ACCESS AND MOBILITY INDICATION message sent to NG-RAN node2.
[bookmark: _Toc5646122][bookmark: _Toc44497477][bookmark: _Toc45107865][bookmark: _Toc45901485][bookmark: _Toc51850564][bookmark: _Toc56693567][bookmark: _Toc64447110][bookmark: _Toc66286604][bookmark: _Toc74151299][bookmark: _Toc88653771][bookmark: _Toc97904127]If the Successful HO Report List IE is included in the ACCESS AND MOBILITY INDICATION message, this message may include:
-	the Mobility Information IE, if the Mobility Information IE was sent for this handover from NG-RAN node2;
-	the Source cell C-RNTI IE.
If received, NG-RAN node2 may use it to optimize handover configurations.
[bookmark: _Toc98868171]8.4.12.3	Abnormal Conditions 
Not applicable.

[bookmark: _Toc98868246]next change
[bookmark: _Toc105174557][bookmark: _Toc106109394]9.1.3.25	ACCESS AND MOBILITY INDICATION
This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.
Direction: NG-RAN node 1  NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RACH Report List
	
	0..1
	
	
	YES
	ignore

	>RACH Report List Item
	
	1 .. <maxnoofRACHReports>
	
	
	EACH
	ignore

	>>RACH Report Container
	O
	
	OCTET STRING
	RA-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore

	>>UE Assistant Identifier
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	YES
	ignore

	Successful HO Report List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report List Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	–
	

	>>Successful HO Report Container
	O
	
	OCTET STRING
	SuccessHO-Report-r17 IE as defined in subclause 6.2.2 in TS 38.331 [10].
	–
	

	>>Source cell C-RNTI
	O
	
	BIT STRING (SIZE (16))
	C-RNTI allocated at the source NG-RAN node (in NG-RAN node 2)
	YES
	ignore

	>>Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information provided in the HANDOVER REQUEST message from NG-RAN node 2.
	YES
	ignore



	Range bound
	Explanation

	maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports, the maximum value is 64.
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[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
//skip unchanged part
SuccessfulHOReportInformation	::= SEQUENCE (SIZE(1.. maxnoofSuccessfulHOReports)) OF SuccessfulHOReportList-Item
SuccessfulHOReportList-Item	::= SEQUENCE {
	successfulHOReport					SuccessfulHOReportContainer,
	sourceCellCRNTI						C-RNTI																	OPTIONAL,
	mobilityInformation					MobilityInformation														OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { SuccessfulHOReportList-Item-ExtIEs} }	OPTIONAL,
	...
}

SuccessfulHOReportList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SuccessfulHOReportContainer	::= OCTET STRING
End of the last change
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