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	1) In  section 9.2.9.3, Add the following IEs for the “IAB-DU Cell Resource Configuration-Mode-Info” contained in the Activated Cells To Be Updated List Item, and add description that these new added optional IEs will not be used in this release.
· For the FDD Info, add the following 6 IEs: UL Frequency Info, UL Transmission Bandwidth, UL NR Carrier List, DL Frequency Info, DL Transmission Bandwidth, DL NR Carrier List.
· For the TDD Info, add the following 6 IEs: NR Frequency Info, Transmission Bandwidth, UL NR Carrier List.
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[bookmark: _Toc64448814][bookmark: _Toc66289473][bookmark: _Toc74154586][bookmark: _Toc81383330][bookmark: _Toc88657963][bookmark: _Toc97910875][bookmark: _Toc99038595][bookmark: _Toc99730858][bookmark: _Toc105510987][bookmark: _Toc105927519][bookmark: _Toc106110059]9.2.9.3	GNB-DU RESOURCE CONFIGURATION
This message is sent by the gNB-CU to provide the resource configuration for an gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Activated Cells to Be Updated List
	
	0..1
	
	List of activated cells served by the IAB-DU or the IAB-donor-DU whose resource configuration is updated
	YES
	reject

	>Activated Cells To Be Updated List Item
	
	1 .. <maxnoofServedCellsIAB>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>CHOICE IAB-DU Cell Resource Configuration-Mode-Info
	M
	
	
	
	-
	

	>>>FDD
	
	
	
	
	
	

	>>>>FDD Info
	
	1
	
	
	-
	

	>>>>>gNB-DU Cell Resource Configuration-FDD-UL
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains FDD UL resource configuration of the gNB-DU’s cell.
	-
	

	>>>>>gNB-DU Cell Resource Configuration-FDD-DL
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains FDD DL resource configuration of the gNB-DU’s cell.
	-
	

	>>>>>>>UL Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	This IE is not used in this release.
	YES
	reject

	>>>>>>>UL Transmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	This IE is not used in this release.
	YES
	reject

	>>>>>>>UL NR Carrier List
	O
	
	NR Carrier List
9.3.1.137
	This IE is not used in this release.
	YES
	reject

	>>>>>>>DL Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	This IE is not used in this release.
	YES
	reject

	>>>>>>>DL Transmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	This IE is not used in this release.
	YES
	reject

	>>>>>>>DL NR Carrier List
	O
	
	NR Carrier List
9.3.1.137
	This IE is not used in this release.
	YES
	reject

	>>>TDD
	
	
	
	
	
	

	>>>>TDD Info
	
	1
	
	
	
	

	>>>>>gNB-DU Cell Resource Configuration-TDD
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains TDD resource configuration of the gNB-DU’s cell.
	-
	

	>>>>>>>NR FreqInfo
	O
	
	NR Frequency Info
9.3.1.17
	This IE is not used in this release.
	YES
	reject

	>>>>>>>Transmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	This IE is not used in this release.
	YES
	reject

	>>>>>>>NR Carrier List
	O
	
	NR Carrier List
9.3.1.137
	This IE is not used in this release.
	YES
	reject

	Child-Nodes List
	
	0..1
	
	List of child IAB-nodes served by the IAB-DU or IAB-donor-DU.
	YES
	reject

	>Child-Nodes List Item
	
	1 .. <maxnoofChildIABNodes>
	
	
	EACH
	reject

	>>gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	Identifier of a descendant node IAB-MT at the IAB-donor-CU.
	YES
	reject

	>>gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	Identifier of a child-node IAB-MT at an IAB-DU or IAB-donor-DU.
	YES
	reject

	>>Child-Node Cells List
	
	0..1
	
	List of cells served by the child-node IAB-DU whose resource configuration is updated.
	YES
	reject

	>>>Child-Node Cells List Item
	
	1 .. <maxnoofServedCellsIAB >
	
	
	EACH
	reject

	>>>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>>>CHOICE IAB-DU Cell Resource Configuration-Mode-Info
	O
	
	
	
	-
	

	>>>>>FDD
	
	
	
	
	-
	

	>>>>>>FDD Info
	
	1
	
	
	-
	

	>>>>>>>gNB-DU Cell Resource Configuration-FDD-UL
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains FDD UL resource configuration of gNB-DU’s cell.
	-
	

	>>>>>>>gNB-DU Cell Resource Configuration-FDD-DL
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains FDD DL resource configuration of gNB-DU’s cell.
	-
	

	>>>>>>>UL Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	
	YES
	reject

	>>>>>>>UL Transmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	
	YES
	reject

	>>>>>>>UL NR Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	reject

	>>>>>>>DL Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	
	YES
	reject

	>>>>>>>DL Transmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	
	YES
	reject

	>>>>>>>DL NR Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the DL Transmission Bandwidth IE shall be ignored.
	YES
	reject

	>>>>>TDD
	
	
	
	
	-
	

	>>>>>>TDD Info
	
	1
	
	
	-
	

	>>>>>>>gNB-DU Cell Resource Configuration-TDD
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains TDD resource configuration of gNB-DU’s cell.
	-
	

	>>>>>>>NR FreqInfo
	O
	
	NR Frequency Info
9.3.1.17
	
	YES
	reject

	>>>>>>>Transmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	
	YES
	reject

	>>>>>>>NR Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the Transmission Bandwidth IE shall be ignored.
	YES
	reject

	>>>>IAB STC Info
	O
	
	9.3.1.109
	STC configuration of child-node IAB-DU’s cell.
	
	

	>>>>RACH Config Common
	O
	
	OCTET STRING
	Corresponds to the rach-ConfigCommon as defined in subclause 6.3.2 of TS 38.331 [8].
	
	

	>>>>RACH Config Common IAB
	O
	
	OCTET STRING
	Corresponds to the IAB-specific rach-ConfigCommonIAB-r16 as defined in subclause 6.3.2 of TS 38.331 [8].
	
	

	>>>>CSI-RS Configuration
	O
	
	OCTET STRING
	Corresponds to the NZP-CSI-RS-Resource as defined in subclause 6.3.2 of TS 38.331 [8].
	
	

	>>>>SR Configuration
	O
	
	OCTET STRING
	Corresponds to the SchedulingRequestResourceConfig as defined in subclause 6.3.2 of TS 38.331 [8].
	
	

	>>>>PDCCH Configuration SIB1
	O
	
	OCTET STRING
	Corresponds to the PDCCH-ConfigSIB1 as defined in subclause 6.3.2 of TS 38.331 [8].
	
	

	>>>>SCS Common
	O
	
	OCTET STRING
	Corresponds to the subCarrierSpacingCommon as defined in subclause 6.2.2 of TS 38.331 [8].
	
	

	>>>>Multiplexing Info
	O
	
	9.3.1.108
	Contains information on multiplexing with cells configured for co-located IAB-MT.
	
	

	Neighbour-Node Cells List
	
	0..1
	
	List of neighbor node cells.
	YES
	reject

	>Neighbour-Node Cells List Item
	
	1 .. < maxnoofNeighbourNodeCellsIAB>
	
	
	EACH
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>gNB-CU UE F1AP ID
	O
	
	9.3.1.4
	Identifier of a child-node IAB-MT at an IAB-donor-CU.
	-
	

	>>gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	Identifier of a child-node IAB-MT at an IAB-DU or IAB-donor-DU.
	-
	

	>>Peer Parent-Node Indicator
	O
	
	ENUMERATED (true, …)
	Indicates if the cell belongs to the peer parent IAB-node of the dual connected IAB-node.
	-
	

	>>CHOICE IAB-DU Cell Resource Configuration-Mode-Info
	O
	
	
	
	-
	

	>>>FDD
	
	
	
	
	
	

	>>>>FDD Info
	
	1
	
	
	-
	

	>>>>>gNB-DU Cell Resource Configuration-FDD-UL
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains FDD UL resource configuration of neighbor gNB-DU’s cell or peer parent-node’s cell. 
	-
	

	>>>>>gNB-DU Cell Resource Configuration-FDD-DL
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains FDD DL resource configuration of neighbor gNB-DU’s cell or peer parent-node’s cell. 
	-
	

	>>>>>UL Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>>>ULTransmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>>>UL Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	-
	

	>>>>>DL Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>>>DL Transmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>>>DL Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	-
	

	>>>TDD
	
	
	
	
	-
	

	>>>>TDD Info
	
	1
	
	
	-
	

	>>>>>gNB-DU Cell Resource Configuration-TDD
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains TDD resource configuration of neighbor gNB-DU’s cell or peer parent IAB-node’s cell. 
	-
	

	>>>>>NR Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>>>Transmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>>>Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the Transmission Bandwidth IE shall be ignored.
	-
	

	>>IAB STC Info
	O
	
	9.3.1.109
	STC configuration of peer parent-node IAB-DU’s cell.
	-
	

	>>RACH Config Common
	O
	
	OCTET STRING
	Common RACH Configuration of peer parent node IAB-DU’s cell. Corresponds to the rach-ConfigCommon as defined in subclause 6.3.2 of TS 38.331 [8].
	-
	

	>>RACH Config Common IAB
	O
	
	OCTET STRING
	IAB specific common RACH Configuration of peer parent node IAB-DU’s cell. Corresponds to the IAB-specific rach-ConfigCommonIAB-r16 as defined in subclause 6.3.2 of TS 38.331 [8].
	-
	

	>>CSI-RS Configuration
	O
	
	OCTET STRING
	CSI-RS configuration of peer parent node IAB-DU’s cell.
Corresponds to the NZP-CSI-RS-Resource as defined in subclause 6.3.2 of TS 38.331 [8].
	-
	

	>>SR Configuration
	O
	
	OCTET STRING
	SR configuration of peer parent node IAB-DU’s cell.
Corresponds to the SchedulingRequestResourceConfig as defined in subclause 6.3.2 of TS 38.331 [8].
	-
	

	>>PDCCH Configuration SIB1
	O
	
	OCTET STRING
	PDCCH configuration SIB1 of peer parent node IAB-DU’s cell. Corresponds to the PDCCH-ConfigSIB1 as defined in subclause 6.3.2 of TS 38.331 [8].
	-
	

	>>SCS Common
	O
	
	OCTET STRING
	SCS Common of peer parent node IAB-DU’s cell. Corresponds to the subCarrierSpacingCommon as defined in subclause 6.2.2 of TS 38.331 [8].
	-
	

	Serving Cells List
	
	0..1
	
	List of serving cells of the co-located IAB-MT.
	YES
	reject

	>Serving Cells List Item
	
	1 .. < maxnoofServingCells >
	
	
	EACH
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>CHOICE IAB-MT Cell NA Resource Configuration-Mode-Info
	O
	
	
	
	-
	

	>>>FDD
	
	
	
	
	
	

	>>>>FDD Info
	
	1
	
	
	-
	

	>>>>>gNB-DU Cell NA Resource Configuration-FDD-UL
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains FDD UL NA resource configuration of parent IAB-node’s cell for the co-located IAB-MT. 
	-
	

	>>>>>gNB-DU Cell NA Resource Configuration-FDD-DL
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains FDD DL NA resource configuration of parent IAB-node’s cell for the co-located IAB-MT. 
	-
	

	>>>>>UL Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>>>ULTransmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>>>UL Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	-
	

	>>>>>DL Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>>>DLTransmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>>>DL Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	-
	

	>>>TDD
	
	
	
	
	-
	

	>>>>TDD Info
	
	1
	
	
	-
	

	>>>>>gNB-DU Cell NA Resource Configuration-TDD
	M
	
	gNB-DU Cell Resource Configuration 
9.3.1.107
	Contains TDD NA resource configuration of parent IAB-node’s cell for the co-located IAB-MT. 
	-
	

	>>>>>NR Frequency Info
	O
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>>>Transmission Bandwidth
	O
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>>>Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the Transmission Bandwidth IE shall be ignored.
	-
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