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******************************************************Start of 1st Change****************************************************
[bookmark: _Toc109153928]15.5	Self-optimisation
[bookmark: _Toc46502087][bookmark: _Toc51971435][bookmark: _Toc52551418][bookmark: _Toc109153929]15.5.1	Support for Mobility Load Balancing
[bookmark: _Toc46502088][bookmark: _Toc51971436][bookmark: _Toc52551419][bookmark: _Toc109153930]15.5.1.1	General
The objective of mobility load balancing is to distribute load evenly among cells and among areas of cells, or to transfer part of the traffic from congested cell or from congested areas of cells, or to offload users from one cell, cell area, carrier or RAT to achieve network energy saving. This can be done by means of optimization of cell reselection/handover parameters and handover actions. The automation of such optimisation can provide high quality user experience, while simultaneously improving the system capacity and also to minimize human intervention in the network management and optimization tasks.
Intra-RAT, intra-system inter-RAT and inter-system load balancing scenarios are supported.
In general, support for mobility load balancing consists of one or more of following functions:
-	Load reporting for intra-RAT and intra-system inter-RAT load balancing;
-	Load balancing action based on handovers;
-	Adapting handover and/or reselection configuration;
[bookmark: _Toc46502089][bookmark: _Toc51971437][bookmark: _Toc52551420]-	Load reporting for inter-system load balancing.
[bookmark: _Toc109153931]15.5.1.2	Load reporting for intra-RAT and intra-system inter-RAT load balancing
The load reporting function is executed by exchanging load information over the Xn/X2/F1/E1 interfaces.
The following load related information should be supported which consists of:
-	Radio resource usage (per-cell and per SSB area PRB usage: DL/UL GBR PRB usage, DL/UL non-GBR PRB usage, DL/UL total PRB usage, and DL/UL scheduling PDCCH CCE usage; PRB usage for slice(s): DL/UL GBR PRB usage, DL/UL non-GBR PRB usage, and DL/UL Total PRB allocation);
-	TNL capacity indicator (UL/DL TNL offered capacity and available capacity);
-	Cell Capacity Class value (UL/DL relative capacity indicator);
-	Capacity value (per cell, per SSB area and per slice: UL/DL available capacity);
-	HW capacity indicator (offered throughput and available throughput over E1, percentage utilisation over F1);
-	RRC connections (number of RRC connections, and available RRC Connection Capacity);
-	Number of active UEs.
To achieve load reporting function, Resource Status Reporting Initiation & Resource Status Reporting procedures are used.
15.5.1.3	Load balancing action based on handovers
The source cell may initiate handover due to load. The target cell performs admission control for the load balancing handovers. A handover preparation related to a mobility load balancing action is distinguishable from other handovers, so that the target cell is able to apply appropriate admission control.
[bookmark: _Toc46502090][bookmark: _Toc51971438][bookmark: _Toc52551421][bookmark: _Toc109153932]15.5.1.4	Adapting handover and/or reselection configuration
This function enables requesting of a change of handover and/or reselection parameters at target cell. The source cell that initialized the load balancing estimates if it is needed to change mobility configuration in the source and/or target cell. If the amendment is needed, the source cell initializes mobility negotiation procedure toward the target cell.
The source cell informs the target cell about the new mobility setting and provides cause for the change (e.g. load balancing related request). The proposed change is expressed by the means of the difference (delta) between the current and the new values of the handover trigger. The handover trigger is the cell specific offset that corresponds to the threshold at which a cell initialises the handover preparation procedure. Cell reselection configuration may be amended to reflect changes in the HO setting. The target cell responds to the information from the source cell. The allowed delta range for HO trigger parameter may be carried in the failure response message. The source cell should consider the responses before executing the planned change of its mobility setting.
All automatic changes on the HO and/or reselection parameters must be within the range allowed by OAM.
[bookmark: _Toc109153933][bookmark: _Toc46502091][bookmark: _Toc51971439][bookmark: _Toc52551422]15.5.1.5	Load reporting for inter-system load balancing
The load reporting function for inter-system load balancing is executed by exchanging load information between NG-RAN and E-UTRAN. Both event-triggered and periodic inter-system load reporting are supported. Event-triggered inter-system load reports are sent when the reporting node detects crossing of cell load thresholds.
The following load related information should be supported:
-	Cell Capacity Class value (UL/DL relative capacity indicator);
-	Capacity value (per cell: UL/DL available capacity);
-	RRC connections (number of RRC connections, and available RRC Connection Capacity);
-	Number of active UEs;
-	Radio Resource Status (per cell PRB usage: UL/DL GBR PRB usage for MIMO, DL/UL non-GBR PRB usage for MIMO, DL/UL total PRB usage for MIMO).
NGAP procedures used for inter-system load balancing are Uplink RAN Configuration Transfer and Downlink RAN Configuration Transfer.
S1AP procedures used for inter-system load balancing are eNB Configuration Transfer and MME Configuration Transfer.
[bookmark: _Toc109153934]15.5.2	Support for Mobility Robustness Optimization
[bookmark: _Toc46502092][bookmark: _Toc51971440][bookmark: _Toc52551423][bookmark: _Toc109153935]15.5.2.1	General
Mobility Robustness Optimisation aims at detecting and enabling correction of following problems:
-	Connection failure due to intra-system or inter-system mobility;
-	Inter-system Unnecessary HO (too early inter-system HO from NR to E-UTRAN with no radio link failure);
-	Inter-system HO ping-pong;
-	PSCell change failure.
-	SCG failure
-	Inter-system voice fallback failure
-	Fast MCG recovery failure
MRO provides means to distinguish the above problems from NR coverage related problems and other problems, not related to mobility.
For detection of a sub-optimal successful handovers, MRO additionally enables observability of:
-	Successful HO due to intra-NR mobility.
-	Successful HO due to inter-RAT mobility
For detection of a sub-optimal successful PScell change, MRO additionally enables observability of:
-	Successful PScell change

Omit the others parts that are not changed at the moment
******************************************************End of Change********************************************************
1

1

