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--------------------------------------------------Start of the change---------------------------------------------------
[bookmark: _Toc73982222][bookmark: _Toc64446352][bookmark: _Toc105174175][bookmark: _Toc36553324][bookmark: _Toc99123497][bookmark: _Toc105152369][bookmark: _Toc20955261][bookmark: _Toc45798495][bookmark: _Toc99662302][bookmark: _Toc29503710][bookmark: _Toc97891354][bookmark: _Toc112756820][bookmark: _Toc51746088][bookmark: _Toc36555051][bookmark: _Toc29504878][bookmark: _Toc45658795][bookmark: _Toc29504294][bookmark: _Toc107409631][bookmark: _Toc45720615][bookmark: _Toc106109173][bookmark: _Toc45652363][bookmark: _Toc45897884][bookmark: _Toc88652311]9.3.1.97	Last Visited NG-RAN Cell Information
This IE contains information about a cell. In case of NR cell, this IE contains information about a set of NR cells with the same NR ARFCN for reference point A, and the Global Cell ID IE identifies one of the NR cells in the set. The information is to be used for RRM purposes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	NG-RAN CGI
9.3.1.73
	
	-
	

	Cell Type
	M
	
	9.3.1.98
	
	-
	

	Time UE Stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of time the UE stayed in the cell, or set of NR cells with the same NR ARFCN for reference point A, in seconds. If the duration is more than 4095s, this IE is set to 4095.
	-
	

	Time UE Stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of time the UE stayed in the cell, or set of NR cells with the same NR ARFCN for reference point A, in 1/10 seconds. If the duration is more than 4095s, this IE is set to 40950.
	-
	

	HO Cause Value
	O
	
	Cause
9.3.1.2
	The cause for the handover.
	-
	

	Last Visited PSCell List 
	
	0..<maxnoofPSCellsPerPrimaryCellinUEHistoryInfo>
	
	List of cells configured as PSCells. Most recent PSCell related information is added to the top of the list.
	YES
	ignore

	>Last Visited PSCell Information
	M
	
	9.3.1.235
	The PSCell related information.
	-
	



	Range bound
	Explanation

	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo
	Maximum number of last visited PSCell information records that can be reported in the IE. Value is 816.




	*** Start of ASN.1 change ***





	



-----------------------------------------------------------Next change-----------------------------------------------------
[bookmark: _Toc29503811][bookmark: _Toc97891555][bookmark: _Toc36553432][bookmark: _Toc64446551][bookmark: _Toc29504395][bookmark: _Toc106109449][bookmark: _Toc99662566][bookmark: _Toc88652511][bookmark: _Toc105174451][bookmark: _Toc107409907][bookmark: _Toc105152645][bookmark: _Toc45658990][bookmark: _Toc29504979][bookmark: _Toc45798690][bookmark: _Toc73982421][bookmark: _Toc99123760][bookmark: _Toc20955358][bookmark: _Toc36555159][bookmark: _Toc45898079][bookmark: _Toc51746286][bookmark: _Toc45652558][bookmark: _Toc45720810]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NGAP-CommonDataTypes;

-------- skip unchanged part ----------
	maxnoofMRBs							INTEGER ::= 32
	maxnoofMultiConnectivity			INTEGER ::= 4
	maxnoofMultiConnectivityMinusOne	INTEGER ::= 3
	maxnoofNeighPCIforMDT				INTEGER ::= 32
	maxnoofNGAPIESupportInfo			INTEGER ::= 32
	maxnoofNGConnectionsToReset			INTEGER ::= 65536
	maxnoofNRCellBands					INTEGER ::= 32
	maxnoofNSAGs						INTEGER ::= 256
	maxnoofPagingAreas					INTEGER ::= 64
	maxnoofPC5QoSFlows 					INTEGER ::= 2048
	maxnoofPDUSessions					INTEGER ::= 256
	maxnoofPLMNs						INTEGER ::= 12
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo	INTEGER ::= 816
	maxnoofQosFlows						INTEGER ::= 64
	maxnoofQosParaSets					INTEGER ::= 8
	maxnoofRANNodeinAoI					INTEGER ::= 64
	maxnoofRecommendedCells				INTEGER ::= 16
	maxnoofRecommendedRANNodes			INTEGER ::= 16
	maxnoofAoI							INTEGER ::= 64
	maxnoofReportedCells				INTEGER ::= 256
	maxnoofSensorName					INTEGER ::= 3
	maxnoofServedGUAMIs					INTEGER ::= 256
	maxnoofSliceItems					INTEGER ::= 1024
	maxnoofSuccessfulHOReports			INTEGER ::= 64
	maxnoofTACs							INTEGER ::= 256
	maxnoofTACsinNTN						INTEGER ::= 12
	maxnoofTAforMDT						INTEGER ::= 8
	maxnoofTAIforInactive				INTEGER ::= 16
-------- skip unchanged part ----------
-----------------------------------------------------End of the change-------------------------------------------------------

