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	Reason for change:
	To support NR-U load metrics in UL:
· add a new IE Energy Detection Threshold UL. 
· add a new IE Channel occupancy time percentage UL


	
	

	Summary of change:
	Introduce a new IE Energy Detection Threshold UL. 
Introduce a new IE Channel occupancy time percentage UL. 

ASN.1 updated accordingly.
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Impact analysis
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9.1.3.21	RESOURCE STATUS UPDATE
This message is sent by NG-RAN node2 to NG-RAN node1 to report the results of the requested measurements.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	NG-RAN node1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	reject

	Cell Measurement Result
	
	1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	
	YES
	ignore

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27

	
	–
	

	>>Radio Resource Status 
	O
	
	9.2.2.50
	
	–
	

	>>TNL Capacity Indicator
	O
	
	9.2.2.49
	
	–
	

	>>Composite Available Capacity Group
	O
	
	9.2.2.51
	
	–
	

	>>Slice Available Capacity
	O
	
	9.2.2.55
	
	–
	

	>>Number of Active UEs 
	O
	
	9.2.2.62
	
	–-
	

	>>RRC Connections
	O
	
	9.2.2.56
	
	–
	

	>>NR-U Channel List
	
	0..1
	
	
	YES
	ignore

	>>>NR-U Channel Item
	
	1..<maxnoofNR-UChannelIDs>
	
	
	–
	

	>>>>NR-U Channel ID
	M
	
	INTEGER (1.. maxnoofNR-UChannelIDs, …)
	The NR-U channel utilised in the last reporting period 
	–
	

	>>>>Channel occupancy time percentage DL
	M
	
	INTEGER (0..100)
	The percentage of time for which the channel resources have been utilised for DL traffic served by the corresponding NR-U Channel of the serving cell. Value 100 corresponds to the duration between consecutive reporting.

	–
	

	>>>>Energy Detection Threshold DL
	M
	
	INTEGER (-100..-50,…)
	Average ED Threshold used for DL channel sensing. Value is in dBm. 
	–
	

	[bookmark: _Hlk114070759]>>>>Channel Occupancy Time Percentage UL
	M
	
	INTEGER (0..100)
	The percentage of time for which the channel resources have been utilised for UL traffic served by the corresponding NR-U Channel of the serving cell. Value 100 corresponds to the duration between consecutive reporting.

	–
	

	>>>>Energy Detection Threshold UL
	M
	
	INTEGER (-100..-50,…)
	Average of the maximum ED Threshold used for UL channel sensing. Value is in dBm. 
	–
	



	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.

	maxnoofNR-UChannelIDs
	Maximum no. NR-U channel IDs in a cell. Value is 16. 






----------------------------------------------- Start XnAP ASN.1 changes -----------------------------------------------
-- 9.3.5	Information Element definitions
(unchanged part skipped)
	id-Redcap-Bcast-Information,
	id-UESliceMaximumBitRateList,
	id-PositioningInformation,
	id-ServedCellSpecificInfoReq-NR,
	id-earlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
 id-ChannelOccupancyTimePercentageUL,
 id-EnergyDetectionThresholdUL,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,

-----------------------------------------------  Next XnAP Change -------------------------------------------------------
NR-U-Channel-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-Channel-Item 

NR-U-Channel-Item ::= SEQUENCE {
	nR-U-ChannelID						NR-U-ChannelID,
	channelOccupancyTimePercentageDL	ChannelOccupancyTimePercentage,
	energyDetectionThresholdDL			EnergyDetectionThreshold,
	iE-Extension		ProtocolExtensionContainer { {NR-U-Channel-Item-ExtIEs} } 	OPTIONAL,
	...
}

NR-U-Channel-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-ChannelOccupancyTimePercentageUL	CRITICALITY ignore EXTENSION ChannelOccupancyTimePercentage PRESENCE optional}|
{ ID id-EnergyDetectionThresholdUL	CRITICALITY ignore EXTENSION EnergyDetectionThreshold PRESENCE optional},

	...
}


-----------------------------------------------  Next XnAP Change -------------------------------------------------------
id-UEAssistantIdentifier																			ProtocolIE-ID ::= 361
id-ManagementBasedMDTPLMNModificationList															ProtocolIE-ID ::= 362
id-F1-terminatingIAB-donorIndicator																	ProtocolIE-ID ::= 363
id-TAINSAGSupportList																				ProtocolIE-ID ::= 364
id-SCGreconfigNotification																			ProtocolIE-ID ::= 365
id-earlyMeasurement																					ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration																ProtocolIE-ID ::= 367
id-ChannelOccupancyTimePercentageUL				ProtocolIE-ID ::= xx1
id-CompositeAvailableCapacityGroupNR-U			ProtocolIE-ID ::= xx2


END
-- ASN1STOP


-----------------------------------------------End of all changes-----------------------------------------------


