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	Reason for change:
	When the UE is released RRC connection to the network, the gNB-CU sends a UE CONTEXT RELEASE COMMAND message to gNB-DU, where the RRC Container has a RRCRelease message that the gNB-DU will send it to the UE, and with a suspendConfig IE if release the UE to RRC_INACTIVE state. In Rel_17 MBS, when the F1 shared tunnel is established, the gNB-CU is not aware whether the MBS packet is sent to the UE by PTP leg or PTM leg. It is up to the decision of gNB-DU to schedule the MBS packet by PTP leg or PTM leg, and it is unnecessary to inform the decision of gNB-DU to gNB-CU. In another word, the gNB-DU isn’t aware whether the UE is in RRC_INACTIVE or RRC_IDLE, in resulting that the gNB-DU may not schedule PTM for any RRC_INACTIVE UE.

	
	

	Summary of change:
	1) Introduce a MBS interested indication in UE CONTEXT RELEASE COMMAND message.



	
	

	Consequences if not approved:
	1) gNB DU will not issue PTM for RRC_INACTIVE UE. 
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This message is sent by the gNB-CU to request the gNB-DU to release the UE-associated logical F1 connection or candidate cells in conditional handover or conditional PSCell addition or conditional PSCell change.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8] encapsulated in a PDCP PDU, or the DL-CCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8].
	YES
	ignore

	SRB ID
	C- ifRRCContainer
	
	9.3.1.7
	The gNB-DU sends the RRC message on the indicated SRB.
	YES
	ignore

	old gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	Include it if RRCReestablishmentRequest is not accepted
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE. 
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Candidate Cells To Be Cancelled List
	
	0 .. <maxnoofCellsinCHO>
	
	
	YES
	reject

	>Target Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	-

	Positioning Context Reservation Indication
	O
	
	ENUMERATED (True,...)
	
	YES
	ignore

	CG-SDT Kept Indicator
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	RRC_INACTIVE UE Interested MBS Session 
	
	1..<maxnoofMBSSessionsofUE>
	
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject



	Range bound
	Explanation

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional mobility. Value is 8.



	Condition
	Explanation

	ifRRCContainer
	This IE shall be present if the RRC container IE is present.
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