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8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation

The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.
Not modified
For each MRB indicated in the MBS Mapping and Data Forwarding Request Info from source NG-RAN node IE, the target NG-RAN node shall use the MRB ID IE and, if included, the MRB Progress Information IE which includes the highest PDCP SN of the packet which has already been delivered to the UE for the MRB, to decide whether to apply data forwarding for that MRB and to establish respective resources.
The source NG-RAN shall, for each MRB in the MBS Data Forwarding Response Info from target NG-RAN node IE in the HANDOVER REQUEST ACKNOWLEDGE message, start data forwarding to the indicated DL Forwarding UP TNL Information. If the MRB Progress Information IE is included the source NG-RAN node may use the information to determine when to stop data forwarding.
If the DL Session Forwarding UP TNL Information IE is included in the MBS Session Information Response List IE, the source NG-RAN node may take it into account to initiate data forwarding at MBS session level.
If the Time Synchronisation Assistance Information IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [7].
If the QMC Configuration Information IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, take it into account for QoE measurements handling, as described in TS 38.300 [9].

If the UE Slice-Maximum Bit Rate List IE is contained in HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received UE Slice Maximum Bit Rate List in the UE context, and use the received UE Slice Maximum Bit Rate value for each S-NSSAI for the concerned UE as specified in TS 23.501 [7].
Interaction with SN Status Transfer procedure:

Not modified
9.2.1.38
MBS Session Information Response List

This IE contains NG-RAN MBS session resource context related information to be provided in response to information provided in the MBS Session Information List IE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session Information Response List
	
	1..<maxnoofMBSSessions>
	
	

	>MBS Session ID
	M
	
	9.2.3.146
	

	>MBS Data Forwarding Response Info from target NG-RAN node
	O
	
	9.2.1.40
	

	>DL Session Forwarding UP TNL Information 
	O
	
	UP Transport Layer Information

9.2.3.30
	


	Range bound
	Explanation

	maxnoofMBSSessions
	Maximum no. of MBS Sessions. Value is 256.


Not modified
9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


id-CNTypeRestrictionsForEquivalent,


id-CNTypeRestrictionsForServing,


id-Additional-UL-NG-U-TNLatUPF-List,

id-ConfiguredTACIndication,

id-AlternativeQoSParaSetList,


id-CurrentQoSParaSetIndex,


id-DefaultDRB-Allowed,


id-DLCarrierList,

id-DL-Session-Forwarding-UP-TNL-Information,


id-EndpointIPAddressAndPort,


id-ExtendedReportIntervalMDT,

id-ExtendedTAISliceSupportList,


id-FiveGCMobilityRestrictionListContainer,

id-SecondarydataForwardingInfoFromTarget-List,

id-LastE-UTRANPLMNIdentity,


id-IntendedTDD-DL-ULConfiguration-NR,


id-MaxIPrate-DL,


id-SecurityResult,

id-OldQoSFlowMap-ULendmarkerexpected,


id-PDUSessionCommonNetworkInstance,


id-PDUSession-PairID,


id-BPLMN-ID-Info-EUTRA,

id-BPLMN-ID-Info-NR,

id-DRBsNotAdmittedSetupModifyList,


id-Secondary-MN-Xn-U-TNLInfoatM,


id-ULForwardingProposal,


id-DRB-IDs-takenintouse,


id-SplitSessionIndicator,


id-NonGBRResources-Offered,


id-MDT-Configuration,


id-TraceCollectionEntityURI,


id-NPN-Broadcast-Information,


id-NPNPagingAssistanceInformation,


id-NPNMobilityInformation,

id-NPN-Support,


id-LTEUESidelinkAggregateMaximumBitRate,


id-NRUESidelinkAggregateMaximumBitRate,


id-ExtendedRATRestrictionInformation, 


id-QoSMonitoringRequest,


id-QoSMonitoringDisabled,

id-QosMonitoringReportingFrequency,

id-DAPSRequestInfo, 


id-OffsetOfNbiotChannelNumberToDL-EARFCN,

id-OffsetOfNbiotChannelNumberToUL-EARFCN,

id-NBIoT-UL-DL-AlignmentOffset,

id-TDDULDLConfigurationCommonNR,

id-CarrierList,

id-ULCarrierList,


id-FrequencyShift7p5khz,


id-SSB-PositionsInBurst,

id-NRCellPRACHConfig,

id-Redundant-UL-NG-U-TNLatUPF,

id-Redundant-DL-NG-U-TNLatNG-RAN,

id-CNPacketDelayBudgetDownlink,


id-CNPacketDelayBudgetUplink,


id-ExtendedPacketDelayBudget,


id-Additional-Redundant-UL-NG-U-TNLatUPF-List,


id-RedundantCommonNetworkInstance,


id-TSCTrafficCharacteristics,


id-RedundantQoSFlowIndicator,


id-Additional-PDCP-Duplication-TNL-List,


id-RedundantPDUSessionInformation,

id-UsedRSNInformation,


id-RLCDuplicationInformation,


id-CSI-RSTransmissionIndication,


id-UERadioCapabilityID,


id-secondary-SN-UL-PDCP-UP-TNLInfo,


id-pdcpDuplicationConfiguration,


id-duplicationActivation,


id-NPRACHConfiguration,

id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,


id-DL-scheduling-PDCCH-CCE-usage,


id-UL-scheduling-PDCCH-CCE-usage,


id-SFN-Offset,


id-QoS-Mapping-Information,

id-AdditionLocationInformation,


id-dataForwardingInfoFromTargetE-UTRANnode,


id-Cause,

id-SecurityIndication,

id-RRCConnReestab-Indicator,

id-SourceDLForwardingIPAddress,


id-SourceNodeDLForwardingIPAddress,


id-M4ReportAmount,

id-M5ReportAmount,

id-M6ReportAmount,

id-M7ReportAmount,

id-BeamMeasurementIndicationM1,


id-Supported-MBS-FSA-ID-List,


id-MBS-SessionAssociatedInformation,


id-MBS-SessionInformation-List,


id-SliceRadioResourceStatus-List,


id-CompositeAvailableCapacitySupplementaryUplink,


id-SSBOffsets-List,


id-NG-RANnode2SSBOffsetsModificationRange,


id-NR-U-Channel-List,


id-NR-U-ChannelInfo-List,


id-MIMOPRBusageInformation,


id-UEAssistantIdentifier,

id-IAB-MT-Cell-List,


id-NoPDUSessionIndication,

id-permutation,


id-UL-GNB-DU-Cell-Resource-Configuration,


id-DL-GNB-DU-Cell-Resource-Configuration,


id-tdd-GNB-DU-Cell-Resource-Configuration,

id-Additional-Measurement-Timing-Configuration-List,


id-SurvivalTime,


id-Local-NG-RAN-Node-Identifier,

id-Neighbour-NG-RAN-Node-List,

id-FiveGProSeUEPC5AggregateMaximumBitRate,

id-Redcap-Bcast-Information,

id-UESliceMaximumBitRateList,

id-PositioningInformation,


id-ServedCellSpecificInfoReq-NR,

id-TAINSAGSupportList,


id-earlyMeasurement,


id-BeamMeasurementsReportConfiguration,

maxEARFCN,


maxnoofAllowedAreas,


maxnoofAMFRegions,


maxnoofAoIs,


maxnoofBPLMNs,

Not modified
MBS-SessionInformationResponse-List ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBS-SessionInformationResponse-Item

MBS-SessionInformationResponse-Item ::= SEQUENCE {


mBS-Session-ID





MBS-Session-ID,


mBS-DataForwardingResponseInfofromTarget

MBS-DataForwardingResponseInfofromTarget




OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { MBS-SessionInformationResponse-Item-ExtIEs} } 
OPTIONAL,


...

}

MBS-SessionInformationResponse-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-DL-Session-Forwarding-UP-TNL-Information
CRITICALITY ignore
EXTENSION UPTransportLayerInformation

PRESENCE optional },

...

}

MRB-ID ::= INTEGER (1..512, ...)
Not modified
9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XnAP-CommonDataTypes;

Not modified
id-ManagementBasedMDTPLMNModificationList







ProtocolIE-ID ::= 362

id-F1-terminatingIAB-donorIndicator









ProtocolIE-ID ::= 363

id-TAINSAGSupportList












ProtocolIE-ID ::= 364

id-SCGreconfigNotification











ProtocolIE-ID ::= 365

id-earlyMeasurement













ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration








ProtocolIE-ID ::= 367
id-DL-Session-Forwarding-UP-TNL-Information







ProtocolIE-ID ::= xxx

END

-- ASN1STOP

