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	Reason for change:
	A correlation error will be caused if the PSCell dwelling time exceeds the upper bound value. This issue can be solved by allowing the SN to add new cell entries with the same PSCell ID when the PSCell dwelling time exceeds the upper bound value. However, there are two main drawback for this solution. The first one is that the correlation error still exists if the actual PSCell dwelling time exceeds 32768s (8×4096s). Secondly, if the UE is staying in the same PSCell for a long time, repeating PSCell entries would lead to reduced unique cell entries which further leads to potential loss of information.
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--------------------------------------------------Start of the change---------------------------------------------------
[bookmark: _Toc98531543][bookmark: _Toc45831887][bookmark: _Toc51762840][bookmark: _Toc114052310][bookmark: _Toc64381892][bookmark: _Toc20953750][bookmark: _Toc36551665][bookmark: _Toc105517615][bookmark: _Toc106108506][bookmark: _Toc113657091][bookmark: _Toc29390928][bookmark: _Toc88647019][bookmark: _Toc73964410][bookmark: _Toc97882968]9.2.1.43a	Last Visited E-UTRAN Cell Information
The Last Visited E-UTRAN Cell Information contains information about a cell that is to be used for RRM purposes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	E-UTRAN
CGI
9.2.1.38
	
	-
	

	Cell Type
	M
	
	9.2.1.66
	
	-
	

	Time UE stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of the time the UE stayed in the cell in seconds. If the UE stays in a cell more than 4095s, this IE is set to 4095.
	-
	

	Time UE stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of the time the UE stayed in the cell in 1/10 seconds. If the UE stays in a cell more than 4095s, this IE is set to 40950.
	YES
	ignore

	HO Cause Value
	O
	
	9.2.1.3
	The cause for the handover from the E-UTRAN cell.
	YES
	ignore

	Last Visited PSCell List 
	
	0..<maxnoofPSCellsPerPrimaryCellinUEHistoryInfo>
	
	List of cells configured as PSCells. Most recent PSCell related information is added to the top of the list.
	YES
	ignore

	>Last Visited PSCell Information
	M
	
	9.2.1.161
	The PSCell related information.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo
	Maximum number of last visited PSCell information records that can be reported in the IE. Value is 816.



[bookmark: _Toc106108625][bookmark: _Toc98531662][bookmark: _Toc105517734]
	*** Start of ASN.1 change ***




	


-----------------------------------------------------------Next change-----------------------------------------------------
[bookmark: _Toc114052505][bookmark: _Toc113657285]9.3.6	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

S1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-------- skip unchanged part ----------
maxnoofRestartTAIs								INTEGER ::= 2048
maxnoofRestartEmergencyAreaIDs					INTEGER ::= 256
maxEARFCN										INTEGER ::= 262143
maxnoofMBSFNAreaMDT								INTEGER ::= 8
maxnoofRecommendedCells							INTEGER ::= 16
maxnoofRecommendedENBs							INTEGER ::= 16
maxnooftimeperiods								INTEGER ::= 2 
maxnoofCellIDforQMC								INTEGER ::= 32
maxnoofTAforQMC									INTEGER ::= 8
maxnoofPLMNforQMC								INTEGER ::= 16
maxnoofBluetoothName							INTEGER ::= 4
maxnoofWLANName									INTEGER ::= 4
maxnoofConnectedengNBs							INTEGER ::= 256
maxnoofPC5QoSFlows 								INTEGER ::= 2048
maxnooffrequencies								INTEGER ::= 64
maxNARFCN										INTEGER ::= 3279165
maxRS-IndexCellQual								INTEGER ::= 16
maxnoofPSCellsPerPrimaryCellinUEHistoryInfo		INTEGER ::= 816
maxnoofTACsInNTN								INTEGER ::= 12
maxnoofSensorName								INTEGER ::= 3

-------- skip unchanged part ----------
-----------------------------------------------------End of the change-------------------------------------------------------



