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================<Start of chagne>=================
[bookmark: _Toc88657951][bookmark: _Toc64448802][bookmark: _Toc20955902][bookmark: _Toc105510975][bookmark: _Toc105927507][bookmark: _Toc66289461][bookmark: _Toc74154574][bookmark: _Toc29893014][bookmark: _Toc113835484][bookmark: _Toc81383318][bookmark: _Toc106110047][bookmark: _Toc45832383][bookmark: _Toc36556951][bookmark: _Toc51763636][bookmark: _Toc99038583][bookmark: _Toc97910863][bookmark: _Toc99730846]9.2.6.1	PAGING
This message is sent by the gNB-CU and is used to request the gNB-DU to page UEs.
Direction: gNB-CU  gNB-DU
	[bookmark: OLE_LINK12][bookmark: OLE_LINK11]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.3.1.39
	
	YES
	reject

	CHOICE Paging Identity
	M
	
	
	
	YES
	reject

	>RAN UE Paging identity
	
	
	
	
	
	

	>>RAN UE Paging identity
	M
	
	9.3.1.43
	
	-
	

	>CN UE paging identity
	
	
	
	
	
	

	>>CN UE paging identity 
	M
	
	9.3.1.44
	
	-
	

	Paging DRX
	O
	
	9.3.1.40
	It is defined as the minimum between the RAN UE Paging DRX and CN UE Paging DRX
	YES
	ignore

	Paging Priority
	O
	
	9.3.1.41
	
	YES
	ignore

	[bookmark: OLE_LINK10][bookmark: OLE_LINK9]Paging Cell List 
	
	1
	
	
	YES
	ignore

	>Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Last Used Cell Indication
	O
	
	ENUMERATED(true, …)
	
	YES
	ignore

	>>PEI Subgrouping Support Indication
	O
	
	ENUMERATED(true, …)
	
	YES
	ignore

	Paging Origin
	O
	
	9.3.1.79
	
	YES
	ignore

	RAN UE Paging DRX
	O
	
	Paging DRX
9.3.1.40
	This IE indicates the RAN paging cycle as defined in TS 38.304 [24].
	YES
	ignore

	CN UE Paging DRX
	O
	
	Paging DRX
9.3.1.40
	This IE indicates the UE specific paging cycle as defined in TS 38.304 [24].
	YES
	ignore

	NR Paging eDRX Information
	O
	
	9.3.1.258
	
	YES
	ignore

	NR Paging eDRX Information for RRC INACTIVE
	O
	
	9.3.1.259
	
	YES
	ignore

	Paging Cause
	O
	
	ENUMERATED(voice, …) 
	This IE indicates the paging cause is IMS voice, refer to TS 23.501[21].
	YES
	ignore

	PEIPS Assistance Information
	O
	
	9.3.1.269
	
	YES
	ignore

	UE Paging Capability 
	O
	
	9.3.1.270
	
	YES
	ignore

	NR Paging Long eDRX Information for RRC INACTIVE
	O
	
	9.3.1.258 (FFS)
	If present, then ignore “NR Paging eDRX Information for RRC INACTIVE” IE.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is 512. 
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