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	Reason for change:
	· [bookmark: OLE_LINK39]In section 9.2.2.94, the IAB Cell Information contains a child IE: IAB STC Info IE, the semantics description of this IAB STC Info IE is “STC configuration of child-node IAB-DU’s cell”. The statement is incorrect, because the IAB Cell Information is reused in several places, it includes the information of the cell identified by the NR CGI IE, which is also contained in the IAB Cell Information IE. 

	
	

	Summary of change:
	1) In  section 9.2.2.94, change the semantics descrition of the IAB STC Info IE to be: STC configuration of the cell identified by the NR CGI

Impact analysis
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
This CR has no impact under functional point of view. 
The impact can be considered isolated because the change affects only the IAB related procedure.
The changes are backward compatible.

	
	

	Consequences if not approved:
	The IAB STC Info in the IAB cell Information can not be correctly parsed.
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[bookmark: _Toc98868417][bookmark: _Toc105174702][bookmark: _Toc106109539][bookmark: _Toc113825360]9.2.2.94	IAB Cell Information 
This IE contains IAB-DU cell resource configuration, cell specific signal/channel configuration and multiplexing info of the cell of an IAB-node or IAB-donor-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR CGI
	M
	
	9.2.2.7
	

	CHOICE IAB-DU Cell Resource Configuration-Mode-Info
	O
	
	
	

	>TDD
	
	
	
	

	>>TDD Info
	
	1
	
	

	>>>gNB-DU Cell Resource Configuration-TDD
	M
	
	gNB-DU Cell Resource Configuration 
9.2.2.95
	Contains TDD resource configuration of gNB-DU’s cell.

	>>>Frequency Info
	O
	
	NR Frequency Info
9.2.2.19
	

	[bookmark: _Hlk98968653]>>>Transmission Bandwidth
	O
	
	NR Transmission Bandwidth
9.2.2.20
	

	>>>Carrier List 
	O
	
	NR Carrier List
9.2.2.63
	If included, the Transmission Bandwidth IE shall be ignored.

	>FDD
	
	
	
	

	>>FDD Info
	
	1
	
	

	>>>gNB-DU Cell Resource Configuration-FDD-UL
	M
	
	gNB-DU Cell Resource Configuration 
9.2.2.95
	Contains FDD UL resource configuration of gNB-DU’s cell.

	>>>gNB-DU Cell Resource Configuration-FDD-DL
	M
	
	gNB-DU Cell Resource Configuration 
9.2.2.95
	Contains FDD DL resource configuration of gNB-DU’s cell.

	>>>UL Frequency Info
	O
	
	NR Frequency Info
9.2.2.19
	

	>>>DL Frequency Info
	O
	
	NR Frequency Info
9.2.2.19
	

	>>>UL Transmission Bandwidth
	O
	
	NR Transmission Bandwidth
9.2.2.20
	

	>>>DL Transmission Bandwidth
	O
	
	NR Transmission Bandwidth
9.2.2.20
	

	>>>UL Carrier List 
	O
	
	NR Carrier List
9.2.2.63
	If included, the UL Transmission Bandwidth IE shall be ignored.

	>>>DL Carrier List
	O
	
	NR Carrier List
9.2.2.63
	If included, the DL Transmission Bandwidth IE shall be ignored.

	IAB STC Info
	O
	
	9.2.2.96
	[bookmark: _GoBack]STC configuration of child-node IAB-DU’sthe cell identified by the NR CGI.

	RACH Config Common
	O
	
	OCTET STRING
	Corresponds to the rach-ConfigCommon as defined in subclause 6.3.2 of TS 38.331 [10].

	RACH Config Common IAB
	O
	
	OCTET STRING
	Corresponds to the IAB-specific rach-ConfigCommonIAB-r16 as defined in subclause 6.3.2 of TS 38.331 [10].

	CSI-RS Configuration
	O
	
	OCTET STRING
	Corresponds to the NZP-CSI-RS-Resource as defined in subclause 6.3.2 of TS 38.331 [10].

	SR Configuration
	O
	
	OCTET STRING
	Corresponds to the SchedulingRequestResourceConfig as defined in subclause 6.3.2 of TS 38.331 [10].

	PDCCH Configuration SIB1
	O
	
	OCTET STRING
	Corresponds to the PDCCH-ConfigSIB1 as defined in subclause 6.3.2 of TS 38.331 [10].

	SCS Common
	O
	
	OCTET STRING
	Corresponds to the subCarrierSpacingCommon as defined in subclause 6.2.2 of TS 38.331 [10].

	Multiplexing Info
	O
	
	9.2.2.79
	Contains information on multiplexing with cells configured for collocated IAB-MT, if applicable.



	Range bound
	Explanation

	maxnoofServedCellsIAB
	Maximum number of cells served by an IAB-DU or an IAB-donor-DU. Value is 512.
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