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The purpose of the UE Context Modification Required procedure is to modify the established UE Context, e.g., modifying and releasing radio bearer resources, or sidelink radio bearer resources or candidate cells in conditional handover or conditional PSCell addition or conditional PSCell change. The procedure uses UE-associated signalling.
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Figure 8.3.5.2-1: UE Context Modification Required procedure. Successful operation
The F1AP UE CONTEXT MODIFICATION REQUIRED message is initiated by the gNB-DU.
The gNB-CU reports the successful update of the UE context in the UE CONTEXT MODIFICATION CONFIRM message. 
For a given bearer for which PDCP CA duplication was already configured, if two DL UP TNL Information IEs are included in UE CONTEXT MODIFICATION REQUIRED message for a DRB, the gNB-CU shall include two UL UP TNL Information IEs in UE CONTEXT MODIFICATION CONFIRM message. The gNB-CU and gNB-DU use the UL UP TNL Information IEs and DL UP TNL Information IEs to support packet duplication for intra-gNB-DU CA as defined in TS 38.470 [2], and the first UP TNL Information IE is still for the primary path. 
For a given bearer for which PDCP CA duplication was already configured, if one or two Additional PDCP Duplication UP TNL Information IEs are included in the UE CONTEXT MODIFICATION REQUIRED message for a DRB, the gNB-CU shall, if supported, include one or two Additional PDCP Duplication UP TNL Information IEs in the UE CONTEXT MODIFICATION CONFIRM message. The gNB-CU and gNB-DU use the Additional PDCP Duplication UP TNL Information IEs to support packet duplication for intra-gNB-DU CA as defined in TS 38.470 [2].
If the BH Information IE is included in the UL UP TNL Information to be setup List IE or the Additional PDCP Duplication TNL List IE for a DRB, the gNB-DU shall, if supported, use the indicated BAP Routing ID and BH RLC channel for transmission of the corresponding GTP-U packets to the IAB-donor, as specified in TS 38.340 [30].
If the Resource Coordination Transfer Container IE is included in the UE CONTEXT MODIFICATION REQUIRED, the gNB-CU shall transparently transfer this information for the purpose of resource coordination as described in TS 36.423 [9], TS 38.423 [28].
For EN-DC operation, if the gNB-CU includes the Resource Coordination Transfer Information IE in the UE CONTEXT MODIFICATION CONFIRM message, the gNB-DU shall, if supported, use it for the purpose of resource coordination. If the gNB-CU received the MeNB Resource Coordination Information as defined in TS 36.423 [9], after completion of UE Context Modification Required procedures, the gNB-CU shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT MODIFICATION CONFIRM message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE for reception of MeNB Resource Coordination Information at the gNB acting as secondary node as described in TS 36.423 [9]. If the Resource Coordination E-UTRA Cell Information IE is included in the Resource Coordination Transfer Information IE, the gNB-DU shall store the information replacing previously received information for the same E-UTRA cell, and use the stored information for the purpose of resource coordination. If the Ignore PRACH Configuration IE is present and set to "true" the E-UTRA PRACH Configuration IE in the UE CONTEXT MODIFICATION CONFIRM message shall be ignored.
For NGEN-DC or NE-DC operation, if the gNB-CU includes the Resource Coordination Transfer Information IE in the UE CONTEXT MODIFICATION CONFIRM message, the gNB-DU shall, if supported, use it for the purpose of resource coordination. If the gNB-CU received the MR-DC Resource Coordination Information as defined in TS 38.423 [28], after completion of UE Context Modification Required procedures, the gNB-CU shall transparently transfer it to the gNB-DU via the Resource Coordination Transfer Container IE in the UE CONTEXT MODIFICATION CONFIRM message. The gNB-DU shall use the information received in the Resource Coordination Transfer Container IE for reception of MR-DC Resource Coordination Information at the gNB as described in TS 38.423 [28].
If the DU to CU RRC Information IE is included in the UE CONTEXT MODIFICATION REQUIRED message, the gNB-CU shall perform RRC Reconfiguration as described in TS 38.331 [8]. The CellGroupConfig IE shall transparently be signaled to the UE as specified in TS 38.331 [8].
If the UE CONTEXT MODIFICATION CONFIRM message includes the Execute Duplication IE, the gNB-DU shall perform CA based duplication, if configured, for the SRB for the included RRC-Container IE.
If the UE CONTEXT MODIFICATION REQUIRED message contains the RLC Status IE, the gNB-CU shall assume that RLC has been reestablished at the gNB-DU and may trigger PDCP data recovery. 
If the Candidate Cells To Be Cancelled List IE is included in the UE CONTEXT MODIFICATION REQUIRED message, the gNB-CU shall consider that only the resources reserved for the candidate cells identified by the included NR CGIs and associated to the UE-associated signaling identified by the gNB-CU UE F1AP ID IE and the gNB-CU UE F1AP ID IE are about to be released by the gNB-DU.
[bookmark: _Toc20955794][bookmark: _Toc29892888][bookmark: _Toc36556825][bookmark: _Toc45832211][bookmark: _Toc51763391][bookmark: _Toc64448554][bookmark: _Toc66289213][bookmark: _Toc74154326][bookmark: _Toc81383070][bookmark: _Toc88657703][bookmark: _Toc97910615]If the PC5 RLC Channel Required to be Modified List IE or the PC5 RLC Channel Required to be Released List IE is included in the UE CONTEXT MODIFICATION REQUIRED message and the F1AP-IDs is associated with a U2N Relay UE, the PC5 RLC Channel Required to be Modified List IE or the PC5 RLC Channel Required to be Released List shall include the Remote UE Local ID and correspondingly, the PC5 RLC Channel Modified Item IEs in the UE CONTEXT MODIFICATION CONFIRM message shall include the Remote UE Local ID IE.
[bookmark: _Toc99038254][bookmark: _Toc99730515][bookmark: _Toc105510634][bookmark: _Toc105927166][bookmark: _Toc106109706]If the UE Multicast MRB Required to Be Modified List IE is included in the UE CONTEXT MODIFICATION REQUIRED message containing for an MRB the MRB type reconfiguration IE set to "true" the gNB-CU shall take the MRB Reconfigured RLC mode IE into account to reconfigure the UE and to decide whether to request a PDCP status report as specified in TS 38.300 [6] and include the MBS PTP Retransmission Tunnel Required IE in the UE Multicast MRB Confirmed to Be Modified Item IEs IE.
If the L1/L2 Mobility Information IE is included in the UE CONTEXT MODIFICATION REQUIRED message, the gNB-CU shall decide if the received cells are modified or not. Then, the gNB-CU shall send the L1/L2 Mobility Confirmed To Be Modified List IE that is included in the UE CONTEXT MODIFICATION CONFIRM message to the gNB-DU.
Interaction with the Multicast Distribution Setup procedure: 
If the UE CONTEXT MODIFICATION CONFIRM message contains for an MRB the MBS PTP Retransmission Tunnel Required IE in the UE Multicast MRB Confirmed to Be Modified Item IEs IE the gNB-DU shall, if supported, trigger the Multicast Distribution Setup procedure to setup requested F1-U resources, if applicable.
[bookmark: _Toc113835143]8.3.5.2A	Unsuccessful Operation


Figure 8.3.5.2A-1: UE Context Modification Required procedure. Unsuccessful operation.
In case none of the requested modifications of the UE context can be successfully performed, the gNB-CU shall respond with the UE CONTEXT MODIFICATION REFUSE message with an appropriate cause value.
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If one or more candidate cells in the Candidate Cells To Be Cancelled List IE included in the UE CONTEXT MODIFICATION REQUIRED message were not prepared using the same UE-associated signaling connection, the gNB-CU shall ignore those non-associated candidate cells.
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This message is sent by the gNB-DU to request the modification of a UE context.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	DU To CU RRC Information

	O
	
	9.3.1.26
	
	YES
	reject

	DRB Required to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB Required to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DL UP TNL Information to be setup List 
	
	0..1
	
	
	-
	

	>>>DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	-
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>RLC Status
	O
	
	9.3.1.69
	Indicates the RLC has been re-established at the gNB-DU.
	YES
	ignore

	>>Additional PDCP Duplication TNL List 
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	SRB Required to be Released List
	
	0..1
	
	
	YES
	reject

	>SRB Required to be Released List Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	DRB Required to be Released List
	
	0..1
	
	
	YES
	reject

	>DRB Required to be Released List Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	BH RLC Channel Required to be Released List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel Required to be Released Item IEs
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	9.3.1.113
	
	-
	

	SL DRB Required to Be Modified List
	
	0..1
	
	
	YES
	reject

	>SL DRB Required to Be Modified Item IEs
	
	1 .. <maxnoofSLDRBs> 
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	SL DRB Required to be Released List
	
	0..1
	
	
	YES
	reject

	>SL DRB Required to be Release Item IEs
	
	1 .. <maxnoofSLDRBs> 
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	Candidate Cells To Be Cancelled List
	
	0 .. <maxnoofCellsinCHO>
	
	
	YES
	reject

	>Target Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	-

	Uu RLC Channel Required to be Modified List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel Required to be Modified Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	Uu RLC Channel Required to be Released List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel Required to be Released Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	PC5 RLC Channel Required to be Modified List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel Required to be Modified Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	PC5 RLC Channel Required to be Released List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel Required to be Released Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	UE Multicast MRB Required to Be Modified List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB Required to Be Modified Item IEs
	
	1 .. <maxnoofMRBsforUE> 
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	>>MRB type reconfiguration
	O
	
	ENUMERATED (true, ...)
	
	-
	

	>>MRB Reconfigured RLC mode
	C-ifMRBTypeReconf
	
	MRB RLC Configuration
9.3.1.275
	
	-
	

	UE Multicast MRB Required to Be Released List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB Required to Be Released Item IEs
	
	1 .. <maxnoofMRBsforUE> 
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	L1/L2 Mobility Information
	O
	
	
	
	
	

	>Suggested Cells To Be Modified List
	
	1 .. < maxnoofCellsinL1L2Mobility> 
	
	
	
	

	>>Target Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	



	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLUPTNLInformation
	Maximum no. of DL UP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofBHRLCChannels
	Maximum no. of BH RLC channels allowed towards one IAB-node, the maximum value is 65536.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional mobility. Value is 8.

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channels allowed for L2 U2N relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofMRBsforUE
	Maximum no. of multicast MRB allowed towards one UE, the maximum value is 32.

	maxnoofCellsinL1L2Mobility
	Maximum no. of cells that can be suggested for a L1/L2 mobility. Value is FFS.



	Condition
	Explanation

	ifMRBTypeReconf
	This IE shall be present if the MRB Type Reconfiguration IE is present.
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This message is sent by the gNB-CU to inform the gNB-DU the successful modification.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	DRB Modified List
	
	0..1
	
	The List of DRBs which are successfully modified.
	YES
	ignore

	>DRB Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>UL UP TNL Information to be setup List
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE is not used in this version of the specification.
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE. 
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	SL DRB Modified List
	
	0..1
	
	
	YES
	reject

	>SL DRB Modified Item IEs
	
	1 .. <maxnoofSLDRBs> 
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	Uu RLC Channel Modified List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel Modified Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	PC5 RLC Channel Modified List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel Modified Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	
	-

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	UE Multicast MRB Confirmed to Be Modified List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB Confirmed to Be Modified Item IEs
	
	1 .. <maxnoofMRBsforUE> 
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	>>MBS PTP Retransmission Tunnel Required
	O
	
	9.3.2.10
	
	-
	

	L1/L2 Mobility Confirmed To Be Modified List
	O
	
	
	
	
	

	>L1/L2 Mobility Confirmed To Be Modified Item IEs
	
	1 .. < maxnoofCellsinL1L2Mobility> 
	
	
	
	

	>>Target Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of UL UP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channels allowed for L2 U2N relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofCellsinL1L2Mobility
	Maximum no. of cells that can be suggested for a L1/L2 mobility. Value is FFS.
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