[bookmark: _GoBack]3GPP TSG-RAN WG3 Meeting #118	R3-226622
Toulouse, France, 14 Nov – 18 Nov, 2022


Title:	[draft] Reply LS on long eDRX support for RRC_INACTIVE
[bookmark: OLE_LINK57][bookmark: OLE_LINK58][bookmark: OLE_LINK22][bookmark: OLE_LINK59][bookmark: OLE_LINK60][bookmark: OLE_LINK61]Response to:	S2-2209958 
Release:	Release 18
Work Item:	NR_redcap_enh-Core

Source:	Huawei [will be RAN3]
To:		SA2
[bookmark: OLE_LINK45][bookmark: OLE_LINK46]Cc:	RAN2

Contact person:	Jingcong Sun
	Sunjingcong@huawei.com
	
Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	None

1	Overall description
RAN3 thanks to SA2 for the LS on long eDRX support for RRC_INACTIVE. RAN3 has discussed the questions, and would like to provide the answers as shown below:

Question 1: SA2 is currently further discussing if the conditions for gNB to send request for CN based MT communication handling can be implementation based (e.g, CN based MT communication handling is always triggered when gNB decides to apply long eDRX for RRC_INACATIVE, or gNB may decides not to trigger such in certain conditions, e.g., if UE is static and has uplink data only).

RAN3 answer: How the gNB sends request for CN based MT communication handling can be left to gNB implementation, and RAN3 considers no need to specify in RAN specifications.   


Question 2: SA2 has agreed the attached CRs for the support of eDRX for RRC_INACTIVE state with MT communication handling in CN. In the 23.502 CR, there are new flows introduced with impact on NGAP messages (see ENs).

RAN3 answer: In regards to the ENs, RAN3 provides the following answers: 
· for state transition to RRC inactive state or connected state, RAN3 will further study if class 1 or class 2 procedure is used. RAN3 assumes that the class 2 – the existing RRC INACTIVE TRANSITION REPORT message is simpler.  
· for indication transfer, RAN3 thinks that such indication should be sent before instead of after UE has entered RRC_INACTIVE. 
· for network triggered connection resume, RAN3 considers that the NGAP Paging message can be reused. 
And RAN3 will continue work on this topic during the work item phase.
2	Actions
To SA2: 
ACTION: 	RAN3 kindly asks SA2 to take the feedback above into account.
3	Dates of next RAN3 meetings
RAN3#119	                                                                                       2023-02-27 - 2023-03-03		Athens, GR
RAN3#119-bis-e                                                                                 2023-04-17 – 2023-04-26      Online
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