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	Reason for change:
	In SA3’s LS R3-224220 NTN specific User Consent and UE location in connected mode in NTN, SA3 have the following suggestions for NTN specific user consent for Rel-17.
· [bookmark: _Hlk118461444] “For Rel-17, in regions where user consent is required for NTN, SA3 recommends that the user consent requirement be met via provisional means, e.g. per gNB/NTN-GW configuration (consent granted for all UEs subscribing for NTN) based on the service-level agreement between the operator and its NTN subscribers” 
· “it shall be the network that decides whether there is a user consent for the aforementioned location request (based on subscription-based means or proprietary mechanisms) and not the UE. In other words, the network should request for the location if there is user consent (based on subscription-based or proprietary mechanisms) and the network should not request for the location if there is no user consent. The UE should provide the location information (if available) if the network requests for it.”
[bookmark: _Hlk114231952]Based on the above recommandation from SA3, to protect the user location privacy in NTN, the network should be responsible for determining whether to send the request based on the user consent via provisional means, e.g. per gNB/NTN-GW configuration (consent granted for all UEs subscribing for NTN) based on the service-level agreement between the operator and its NTN subscribers, which means if the UE subsribe NTN service, it agrees to exposue it’s coarse user location to the gNB. 
RAN2 had related discussion about the NTN specific user consent based on the SA3’s LS in RAN2 119e meeting, however, there’s no consensus in RAN2 since the determination of the above request is within the scope of network side, which should be discussed and specified by RAN3.

	
	

	Summary of change:
	Two options to be downslected:
· Option A 
 Add a text about user consent for netwrok request in the charpter of coarse UE location reporting.
· Option B 
 Add a NOTE for netwrok request in the charpter of coarse UE location reporting.

Impact assessment towards the previous version of the specification (same release): 
The impact can be considered isolated because the change only clarifies the netwrok request is based on the user consent.

	
	

	Consequences if not approved:
	Network can reqeust for coarse location without user consent, which may violate user privacy
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[bookmark: _Toc109154103]----------------------------------------------------------------Option A --------------------------------------------------------------------
Start of the change
16.14.8	Coarse UE location reporting
Upon network request, after AS security is established in connected mode, a UE should report its coarse UE location information (most significant bits of the GNSS coordinates, ensuring an accuracy in the order of 2 km) to the NG-RAN if available. The network request is sent only if there is user consent (i.e. based on subscription-based or proprietary mechanism). 
End of the change
----------------------------------------------------------------Option B --------------------------------------------------------------------
Start of the change
16.14.8	Coarse UE location reporting
Upon network request, after AS security is established in connected mode, a UE should report its coarse UE location information (most significant bits of the GNSS coordinates, ensuring an accuracy in the order of 2 km) to the NG-RAN if available. 
NOTE: Depending on local policy or regulations, the network request can be sent according to the user consent obtained via provisional means e.g. per gNB/NTN-GW configuration (consent granted for all UEs subscribing for NTN) based on the service-level agreement between the operator and its NTN subscribers. 
End of the change







