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1. Introduction
CB: # 40_SharingMBS
- Discuss shared NG-U tunnel options
- F1 impact if time allowed
(HW - moderator)
Summary of offline disc R3-226848
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]2. For the Chairman’s Notes
[bookmark: _Hlk119659042]Shared NG-U tunnel

Option 1 is a subset of option 4, and option 1 does not require stage3 impact, it is FFS whether option 4 should be restricted to option 1 only.

F1 impact

The gNB-CU provides the MBS RAN Sharing efficiency Information received from CN (if received) to the gNB-DU in F1AP: BROADCAST CONTEXT SETUP REQUEST message. The name and details of "MBS RAN Sharing efficiency Information" are FFS.

[bookmark: _GoBack]"MBS sharing efficiency information" == "information enabling the gNB to identify MBS sessions for which resource efficiency for MBS reception in RAN sharing scenarios can be applied"

In case of RAN Sharing with multiple cell-ID broadcast, each logical gNB-DU will receive within the F1AP: BROADCAST CONTEXT SETUP REQUEST message the MBS RAN Sharing efficiency Information received from CN (if received).

In case of MOCN sharing, FFS which option to use
- Option 1: the gNB-CU sends multiple F1AP: BROADCAST CONTEXT SETUP REQUEST messages with different TMGIs and same MBS RAN Sharing efficiency Information. (unified solution in (3) and (4)) (Huawei, CATT, ZTE, QCOM)
- Option 2: the gNB-CU sends in a single F1AP: BROADCAST CONTEXT SETUP/MODIFICATION REQUEST message includes a list of TMGIs and an MBS RAN Sharing efficiency Information (Samsung, Ericsson)
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