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9.2.4.1
PAGING

This message is sent by the AMF and is used to page a UE in one or several tracking areas.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.3.3.18
	
	YES
	ignore

	Paging DRX
	O
	
	9.3.1.90
	
	YES
	ignore

	TAI List for Paging
	
	1
	
	
	YES
	ignore

	>TAI List for Paging Item
	
	1..<maxnoofTAIforPaging>
	
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	Paging Priority
	O
	
	9.3.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Paging Origin
	O
	
	9.3.3.22
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.3.1.69
	
	YES
	ignore

	NB-IoT Paging eDRX Information
	O
	
	9.3.1.138
	
	YES
	ignore

	NB-IoT Paging DRX
	O
	
	9.3.1.139
	If this IE is present, the Paging DRX IE is ignored.
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	WUS Assistance Information
	O
	
	9.3.1.143
	
	YES
	ignore

	E-UTRA Paging eDRX Information
	O
	
	9.3.1.154
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	NR Paging eDRX Information
	O
	
	9.3.1.227
	
	YES
	ignore

	Paging Cause
	O
	
	ENUMERATED (voice, …)
	
	YES
	ignore

	PEIPS Assistance Information
	O
	
	9.3.1.232
	
	YES
	ignore

	RAN Paging Request
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTAIforPaging
	Maximum no. of TAIs for paging. Value is 16.


Not modified
9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,

Not modified

PLMNIdentity,


PLMNSupportList,


PrivacyIndicator,


PWSFailedCellIDList,


PC5QoSParameters,

QMCConfigInfo,


QMCDeactivation,


RANNodeName,


RANPagingPriority,

RANPagingRequest,

RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RedCapIndication,


RedirectionVoiceFallback,


RelativeAMFCapacity,


RepetitionPeriod,


ResetType,

RGLevelWirelineAccessCharacteristics,


RoutingID,

Not modified

id-QMCConfigInfo,


id-QMCDeactivation,


id-RANNodeName,


id-RANPagingPriority,

id-RANPagingRequest,

id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID,


id-RedCapIndication,


id-RedirectionVoiceFallback,


id-RelativeAMFCapacity,


id-RepetitionPeriod,

Not modified
-- **************************************************************

--

-- PAGING

--

-- **************************************************************

Paging ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PagingIEs} },


...

}

PagingIEs NGAP-PROTOCOL-IES ::= {


{ ID id-UEPagingIdentity



CRITICALITY ignore
TYPE UEPagingIdentity



PRESENCE mandatory
}|


{ ID id-PagingDRX





CRITICALITY ignore
TYPE PagingDRX





PRESENCE optional

}|


{ ID id-TAIListForPaging



CRITICALITY ignore
TYPE TAIListForPaging



PRESENCE mandatory
}|


{ ID id-PagingPriority




CRITICALITY ignore
TYPE PagingPriority




PRESENCE optional

}|


{ ID id-UERadioCapabilityForPaging

CRITICALITY ignore
TYPE UERadioCapabilityForPaging

PRESENCE optional

}|


{ ID id-PagingOrigin




CRITICALITY ignore
TYPE PagingOrigin




PRESENCE optional

}|


{ ID id-AssistanceDataForPaging


CRITICALITY ignore
TYPE AssistanceDataForPaging

PRESENCE optional

}|


{ ID id-NB-IoT-Paging-eDRXInfo


CRITICALITY ignore
TYPE NB-IoT-Paging-eDRXInfo


PRESENCE optional

}|


{ ID id-NB-IoT-PagingDRX



CRITICALITY ignore
TYPE NB-IoT-PagingDRX



PRESENCE optional

}|


{ ID id-Enhanced-CoverageRestriction
CRITICALITY ignore
TYPE Enhanced-CoverageRestriction
PRESENCE optional

}|


{ ID id-WUS-Assistance-Information

CRITICALITY ignore
TYPE WUS-Assistance-Information

PRESENCE optional

}|


{ ID id-EUTRA-PagingeDRXInformation

CRITICALITY ignore
TYPE EUTRA-PagingeDRXInformation
PRESENCE optional

}|


{ ID id-CEmodeBrestricted



CRITICALITY ignore
TYPE CEmodeBrestricted



PRESENCE optional

}|


{ ID id-NR-PagingeDRXInformation

CRITICALITY ignore
TYPE NR-PagingeDRXInformation

PRESENCE optional

}|


{ ID id-PagingCause





CRITICALITY ignore
TYPE PagingCause




PRESENCE optional

}|


{ ID id-PEIPSassistanceInformation

CRITICALITY ignore
TYPE PEIPSassistanceInformation

PRESENCE optional

}|


{ ID id-RANPagingRequest



CRITICALITY ignore
TYPE RANPagingRequest


PRESENCE optional

},


...

}

-- **************************************************************

Not modified
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

Not modified
-- R

Range ::= ENUMERATED {m50, m80, m180, m200, m350, m400, m500, m700, m1000, ...}

RANNodeName ::= PrintableString (SIZE(1..150, ...))

RANNodeNameVisibleString ::= VisibleString (SIZE(1..150, ...))

RANNodeNameUTF8String ::= UTF8String (SIZE(1..150, ...))

RANPagingPriority ::= INTEGER (1..256)
RANPagingRequest ::= ENUMERATED {


true,


...

}

RANStatusTransfer-TransparentContainer ::= SEQUENCE {


dRBsSubjectToStatusTransferList

DRBsSubjectToStatusTransferList,


iE-Extensions

ProtocolExtensionContainer { {RANStatusTransfer-TransparentContainer-ExtIEs} }
OPTIONAL,


...

}

Not modified
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Not modified

id-MBSSessionReleaseResponseTransfer




ProtocolIE-ID ::= 358


id-ManagementBasedMDTPLMNModificationList



ProtocolIE-ID ::= 359


id-EarlyMeasurement









ProtocolIE-ID ::= 360


id-BeamMeasurementsReportConfiguration




ProtocolIE-ID ::= 361

id-RANPagingRequest









ProtocolIE-ID ::= xxx
END

-- ASN1STOP


