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8.3.11.1	General
The purpose of the UE Context Suspend procedure is to suspend the UE-associated logical NG-connection and the NG-U transport bearer with the 5GC while keeping the UE context in the NG-RAN node . The procedure uses UE-associated signalling.
In this version of the specification, this procedure applies only if the NG-RAN node is an ng-eNB, or if the NG-RAN node is a gNB in case the NG-RAN configures the UE with eDRX cycle value longer than 10.24 seconds for RRC_INACTIVE state
8.3.11.2	Successful Operation


Figure 8.3.11.2-1: UE Context Suspend: Successful operation.
The NG-RAN node initiates the procedure by sending the UE CONTEXT SUSPEND REQUEST message to the AMF.
Upon receipt of the UE CONTEXT SUSPEND REQUEST message the AMF shall act as defined in TS 23.502 [10].
Upon receipt of the UE CONTEXT SUSPEND RESPONSE message the NG-RAN node shall suspend the UE context, the UE-associated logical NG-connection and the related PDU session contexts and send the UE to RRC_IDLE.
If the Information on Recommended Cells and RAN Nodes for Paging IE is included in the UE CONTEXT SUSPEND REQUEST message, the AMF shall, if supported, store it and may use it for subsequent paging.
If the Paging Assistance Data for CE Capable UE IE is included in the UE CONTEXT SUSPEND REQUEST message, the AMF shall, if supported, store it and use it for subsequent paging, as specified in TS 23.502 [10].
If the Security Context IE is included in the UE CONTEXT SUSPEND RESPONSE message, the NG-RAN node shall store the received Security Context IE in the UE context and remove any existing unused stored {NH, NCC} as specified in TS 33.501 [13].
If the Suspend Indicator IE is included in the UE CONTEXT SUSPEND REQUEST message, the SMF shall, if supported, consider the associated PDU session as suspended.
If the NR Paging Long eDRX Information is included in the UE CONTEXT SUSPEND REQUEST message, the AMF shall, if supported, store it and use it for subsequent CN based mobile terminating (MT) communication handling, as specified in TS 23.502 [10]. The AMF sends UE CONTEXT SUSPEND RESPONSE to NG-RAN acknowleding the indication and the AMF considers the UE is in CM-CONNECTED with RRC_INACTIVE state.
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The purpose of the UE Context Resume procedure is to resume the UE context, the suspended UE-associated logical NG-connection and the related NG-U transport bearer in the 5GC for this UE. The procedure uses UE-associated signalling.
In this version of the specification, this procedure applies only if the NG-RAN node is an ng-eNB, or if the NG-RAN node is a gNB in case the NG-RAN configures the UE with eDRX cycle value longer than 10.24 seconds for RRC_INACTIVE state.
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Figure 8.3.12.2-1: UE Context Resume procedure. Successful operation.
The NG-RAN node initiates the procedure by sending the UE CONTEXT RESUME REQUEST message to the AMF. If the NG-RAN node is not able to admit any suspended PDU sessions, the NG-RAN node shall indicate this in the PDU Session Resource Failed to Resume List IE. If the NG-RAN node is not able to admit certain QoS flows for a PDU session, the NG-RAN node shall indicate this in the QoS Flow Failed to Resume List IE included in the UE Context Resume Request Transfer IE for that PDU session.
Upon receipt of the UE CONTEXT RESUME REQUEST message the AMF shall act as defined in TS 23.502 [10] and respond with the UE CONTEXT RESUME RESPONSE message. If the AMF is not able to admit any suspended PDU sessions, the AMF shall indicate this in the PDU Session Resource Failed to Resume List IE. If the SMF is not able to admit certain QoS flows for a PDU session, the SMF shall indicate this in the QoS Flow Failed to Resume List IE included in the UE Context Resume Response Transfer IE for that PDU session.
The NG-RAN node shall release resources for each PDU session or QoS flow failed to resume and shall assume that the 5GC has released respective resources as well.
If the Security Context IE is included in the UE CONTEXT RESUME RESPONSE message, the NG-RAN node shall store the received Security Context IE in the UE context and the NG-RAN node shall use it for the next suspend/resume or Xn handover or Intra NG-RAN node handovers as specified in TS 33.501 [13].
If the Suspend Request Indication IE is included in the UE CONTEXT RESUME REQUEST message, the AMF shall, if supported, consider that the NG-RAN node is requesting immediate transition to RRC IDLE with Suspend as specified in TS 23.502 [10]. If the Suspend Response Indication IE is included in the UE CONTEXT RESUME RESPONSE message, the NG-RAN node shall suspend the UE context, the UE-associated logical NG-connection and the related PDU session contexts and send the UE to RRC_IDLE.
If the Information on Recommended Cells and RAN Nodes for Paging IE is included in the UE CONTEXT RESUME REQUEST message, the AMF shall, if supported, store it and may use it for subsequent paging.
If the Paging Assistance Data for CE Capable UE IE is included in the UE CONTEXT RESUME REQUEST message, the AMF shall, if supported, store it and use it for subsequent paging, as specified in TS 23.502 [10].
If the RRC State transition Indication IE is included in the UE CONTEXT RESUME REQUEST message, the AMF shall, if supported, store it and use it for subsequent CN based mobile terminating (MT) communication handling, as specified in TS 23.502 [10].

If the Extended Connected Time IE is included in the UE CONTEXT RESUME RESPONSE message, the NG-RAN node shall, if supported, use it as described in TS 23.501 [9].
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This procedure is initiated by the AMF to indicate the there is MT data or signaling buffered in 5GC for the UE.
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Figure 8.3.x.2-1: MT DL Data Notification procedure: Successful Operation.
The AMF initiates the procedure by sending the DL MT DATA NOTIFICATION message to the NG-RAN node.
If the Paging Priority IE is included in the DL MT DATA NOTIFICATION message, the NG-RAN node may use it according to TS 23.501 [9].
If the PDU Session To Notify List IE is included in theDL MT DATA NOTIFICATION message, the NG-RAN shall consider there is MT data buffered in 5GC for those Qos flow(s) in the notified PDU session(s), and generates subsequent paging according to TS 23.502 [10].
[bookmark: _Toc81380485]8.3.X.3	Abnormal Conditions
Not applicable.
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This IE provides assistance information for RRC_INACTIVE configuration.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UE Identity Index Value
	M
	
	9.3.3.23
	
	-
	

	UE Specific DRX
	O
	
	Paging DRX
9.3.1.90
	
	-
	

	Periodic Registration Update Timer
	M
	
	9.3.3.24
	
	-
	

	MICO Mode Indication
	O
	
	9.3.1.23
	
	-
	

	TAI List for RRC Inactive
	
	1
	
	
	-
	

	>TAI List for RRC Inactive Item
	
	1..<maxnoofTAIforInactive>
	
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	Expected UE Behaviour
	O
	
	9.3.1.93
	
	-
	

	E-UTRA Paging eDRX Information
	O
	
	9.3.1.154
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.3.3.52
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	MICO All PLMN
	O
	
	9.3.1.194
	
	YES
	ignore

	NR Paging eDRX Information
	O
	
	9.3.1.227
	
	YES
	ignore

	Paging Cause Indication for Voice Service
	O
	
	ENUMERATED (supported, …) 
	This IE indicates whether the UE supports the feature of indication of paging cause for voice service.
	YES
	ignore

	PEIPS Assistance Information
	O
	
	9.3.1.232
	
	YES
	ignore

	CN based MT communication handling
	O
	
	ENUMERATED (supported, …)
	This IE indicates that CN supports RAN Paging eDRX cycle value longer than 10.24 seconds 
	YES
	ignore



Editor’s note: The IE name can be refined. 
	Range bound
	Explanation

	maxnoofTAIforInactive
	Maximum no. of TAIs for RRC Inactive. Value is 16.
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This message is sent by the NG-RAN node to request the AMF to suspend the UE context and the related PDU session contexts.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Information on Recommended Cells and RAN Nodes for Paging
	O
	
	9.3.1.100
	
	YES
	ignore

	Paging Assistance Data for CE Capable UE 
	O
	
	[bookmark: _Hlk44322777]9.3.1.141
	
	YES
	ignore

	PDU Session Resource Suspend List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Suspend Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>UE Context Suspend Request Transfer
	M
	
	Containing the UE Context Suspend Request Transfer IE specified in subclause 9.3.4.26.
	
	-
	

	NR Paging Long eDRX Information
	O
	
	9.3.1.227 (FFS)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.
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This message is sent by the NG-RAN node to request the AMF to resume the UE-associated logical NG-connection and UE context.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RRC Resume Cause
	M
	
	RRC Establishment Cause
9.3.1.111
	
	YES
	ignore

	PDU Session Resource Resume List
	
	0..1 
	
	
	YES
	reject

	>PDU Session Resource Resume Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>UE Context Resume Request Transfer
	M
	
	OCTET STRING
	Containing the UE Context Resume Request Transfer IE specified in subclause 9.3.4.24 
	-
	

	PDU Session Resource Failed to Resume List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Failed to Resume Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Cause
	M
	
	9.3.1.2
	
	-
	

	Suspend Request Indication
	O
	
	9.3.1.158
	
	YES
	ignore

	Information on Recommended Cells and RAN Nodes for Paging
	O
	
	9.3.1.100
	
	YES
	ignore

	Paging Assistance Data for CE Capable UE 
	O
	
	9.3.1.141
	
	YES
	ignore

	RRC State transition Indication
	O
	
	ENUMERATED (connected, …) 
	This IE indicates the UE’s RRC State is changed back to RRC connected state.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.
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This message is sent by the AMF to indicate there is buffered MT data or signaling for the UE.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Paging Priority
	O
	
	9.3.1.78
	
	YES
	ignore

	PDU Session To Notify List
	
	0..1 
	
	
	YES
	ignore

	>PDU Session To Notify Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	-

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	-

	>>QoS Flow List
	
	0..1 
	
	
	-
	-

	>>>QoS Flow Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	-

	>>>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	-



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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