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	Reason for change:
	In last meeting, R3-226072 was endorsed to add some clarification on Resource Status Reporting procedure over Xn to avoid inter-operability issues when some measurements are missing from the report. In addition, how to interpret “the requesting node can change the periodicity while adding new cell(s)” could also lead to potential inter-operability issue.

And the same issues above also exist over F1.

	
	

	Summary of change:
	Clarify that missing measurements in the RESOURCE STATUS UPDATE message means that those measurement results are not available at gNB-DU.
Clarify that Reporting Periodicity cannot be changed while adding new cell(s) to the measurement ID.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the Resource Status Reporting procedure.
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	The inter-operability issues exist in the Resource Status Reporting procedure.
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This procedure is initiated by gNB-DU to report the result of measurements admitted by gNB-DU following a successful Resource Status Reporting Initiation procedure.
The procedure uses non UE-associated signalling.
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Figure 8.2.11.2-1: Resource Status Reporting, successful operation
The gNB-DU shall report the results of the admitted measurements in RESOURCE STATUS UPDATE message. The admitted measurements are the measurements that were successfully initiated during the preceding Resource Status Reporting Initiation procedure.
If some results of the admitted measurements in RESOURCE STATUS UPDATE message are missing, the gNB-CU shall consider that these results were not available at the gNB-DU.
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Not applicable.
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Void.

<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
9.2.1.20	RESOURCE STATUS REQUEST
This message is sent by gNB-CU to gNB-DU to initiate the requested measurement according to the parameters given in the message.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	gNB-DU Measurement ID
	C-ifRegistrationRequestStoporAdd
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,
add, …)
	Type of request for which the resource status is required.
	YES
	ignore

	Report Characteristics
	C-ifRegistrationRequestStart
	
	BIT STRING
(SIZE(32))
	Each position in the bitmap indicates measurement object the gNB-DU is requested to report.
First Bit = PRB Periodic,
Second Bit = TNL Capacity Ind Periodic,
Third Bit = 
Composite Available Capacity Periodic, Fourth Bit = HW LoadInd Periodic, Fifth Bit = Number of Active UEs Periodic, Sixth Bit = NR-U Channel List Periodic. 
Other bits shall be ignored by the gNB-DU.
	YES
	ignore

	Cell To Report List
	
	0..1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellingNBDU>
	
	
	
	

	>>Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	

	>>SSB To Report List
	
	0..1
	
	SSB list to which the request applies.
	-
	

	>>>SSB To Report Item
	
	1 .. < maxnoofSSBAreas>
	
	
	-
	

	>>>>SSB index
	M
	
	INTEGER (0..63)
	
	
	

	>>Slice To Report List 
	
	0..1
	
	S-NSSAI list to which the request applies. 
	-
	

	>>>Slice To Report Item
	
	1..< maxnoofBPLMNsNR>
	
	
	
	

	>>>>PLMN Identity
	M
	
	9.3.1.14
	Broadcast PLMN
	
	

	>>>>S-NSSAI List 
	
	1
	
	
	-
	

	>>>>>S-NSSAI Item 
	
	1 .. < maxnoofSliceItems>
	
	
	-
	

	>>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	Reporting Periodicity
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms,10000ms, …)
	Periodicity that can be used for reporting of indicated measurements. Also used as the averaging window length for all measurement object if supported.
This IE is ignored if the Registration Request IE is set to “add”.
	YES
	ignore


 
	Condition
	Explanation

	ifRegistrationRequestStoporAdd
	This IE shall be present if the Registration Request IE is set to the value "stop" or "add".

	ifRegistrationRequestStart
	This IE shall be present if the Registration Request IE is set to the value "start".


 
	[bookmark: _Hlk20925304]Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a gNB node cell. Value is 64.

	maxnoofSliceItems 
	Maximum no. of signalled slice support items. Value is 1024. 

	maxnoofBPLMNsNR
	Maximum no. of PLMN Ids.broadcast in a cell. Value is 12.
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