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<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Begin of the changes >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
8.2.13
Partial UE Context Transfer

8.2.13.1
General

The purpose of the Partial UE Context Transfer procedure is to partially transfer the UE context from the old NG-RAN node to the new NG-RAN node.

The procedure uses UE-associated signalling.

8.2.13.2
Successful Operation
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Figure 8.2.13.2-1: Partial UE Context Transfer, successful operation

The old NG-RAN node initiates the procedure by sending the PARTIAL UE CONTEXT TRANSFER message to the new NG-RAN node.

If the new NG-RAN node is able to accept the SDT session without anchor relocation, it shall, if supported, respond to the old NG-RAN node with the PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE message.

If the Partial UE Context Information for SDT IE is included in the PARTIAL UE CONTEXT TRANSFER message, the new NG-RAN node may include data forwarding related information in the SDT Data Forwarding DRB List IE in the PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE message.
If the Requested SRS Transmission Characteristics is included in the PARTIAL UE CONTEXT TRANSFER message, the new NG-RAN node, if supported, shall allocate the SRS resources and include the SRS Configuration in the PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE message.
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

9.1.1.17
PARTIAL UE CONTEXT TRANSFER
This message is sent by the old NG-RAN node to transfer part of the UE Context to the new NG-RAN node.

Direction: old NG-RAN node ( new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node.
	YES
	reject

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node.
	YES
	ignore

	Partial UE Context Information for SDT
	M
	
	9.2.3.164
	
	YES
	ignore

	Requested SRS Transmission Characteristics 
	O
	
	OCTET STRING
	Requested SRS Transmission Characteristics, as defined in TS 38.455 [49].
	YES
	ignore


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

9.1.1.18
PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE
This message is sent by the new NG-RAN node to acknowledge the transferring part of the UE context from the old NG-RAN node. This message is also used to provide data forwarding related information for NR SDT.

Direction: new NG-RAN node ( old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	SDT Data Forwarding DRB List
	
	0..1
	
	
	YES
	ignore

	>SDT Data Forwarding DRB Item
	
	1..<maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>DL TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	SRS Configuration
	O
	
	OCTET STRING
	SRS Configuration, as defined in TS 38.455 [49].
	YES
	ignore


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32.


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>


<<<<<<<<<<<<<<<<<<<<<< non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

id-TimeSynchronizationAssistanceInformation,

id-SCGActivationRequest,

id-SCGActivationStatus,

id-CPAInformationRequest,


id-CPAInformationAck,


id-CPCInformationRequired,


id-CPCInformationConfirm,


id-CPAInformationModReq,


id-CPAInformationModReqAck,

id-CPC-DataForwarding-Indicator,


id-CPCInformationUpdate,


id-CPACInformationModRequired,

id-QMCConfigInfo,

id-Local-NG-RAN-Node-Identifier,


id-Neighbour-NG-RAN-Node-List,

id-Local-NG-RAN-Node-Identifier-Removal,

id-FiveGProSeAuthorized,


id-FiveGProSePC5QoSParameters,


id-FiveGProSeUEPC5AggregateMaximumBitRate,

id-ServedCellSpecificInfoReq-NR,

id-NRPagingeDRXInformation,


id-NRPagingeDRXInformationforRRCINACTIVE,

id-SDTSupportRequest,


id-SDT-SRB-between-NewNode-OldNode,


id-SDT-Termination-Request,


id-SDTPartialUEContextInfo,

id-SDTDataForwardingDRBList,

id-PEIPSassistanceInformation,

id-UESliceMaximumBitRateList,


id-S-NG-RANnodeUE-Slice-MBR,

id-ManagementBasedMDTPLMNModificationList,


id-F1-terminatingIAB-donorIndicator,


id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,

id-RequestedSrsTransmissionCharacteristics,

id-SrsConfiguration,

<<<<<<<<<<<<<<<<<<<<<< non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- PARTIAL UE CONTEXT TRANSFER

--

-- **************************************************************

PartialUEContextTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ PartialUEContextTransfer-IEs}},


...

}

PartialUEContextTransfer-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-newNG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID


PRESENCE mandatory}|

{ ID id-oldNG-RANnodeUEXnAPID




CRITICALITY ignore

TYPE NG-RANnodeUEXnAPID


PRESENCE mandatory}|


{ ID id-SDTPartialUEContextInfo




CRITICALITY ignore

TYPE SDTPartialUEContextInfo

PRESENCE mandatory},


...

{ ID id-RequestedSrsTransmissionCharacteristics
CRITICALITY ignore

TYPE RequestedSrsTransmissionCharacteristics
PRESENCE optional}
}

-- **************************************************************

--

-- PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE

--

-- **************************************************************

PartialUEContextTransferAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ PartialUEContextTransferAcknowledge-IEs}},


...

}

PartialUEContextTransferAcknowledge-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-newNG-RANnodeUEXnAPID




CRITICALITY ignore

TYPE NG-RANnodeUEXnAPID




PRESENCE mandatory}|

{ ID id-oldNG-RANnodeUEXnAPID




CRITICALITY ignore

TYPE NG-RANnodeUEXnAPID




PRESENCE mandatory}|


{ ID id-SDTDataForwardingDRBList



CRITICALITY ignore

TYPE SDTDataForwardingDRBList



PRESENCE optional }|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore

TYPE CriticalityDiagnostics



PRESENCE optional },


...
{ ID id-SrsConfiguration






CRITICALITY ignore

TYPE SrsConfiguration




PRESENCE optional}
}

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

-- R

<<<<<<<<<<<<<<<<<<<<<< non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
RequestedSRSTransmissionCharacteristics
::= OCTET STRING
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

-- S

<<<<<<<<<<<<<<<<<<<<<< non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
SRSConfiguration ::= OCTET STRING
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-ActivatedServedCells



















ProtocolIE-ID ::= 0

id-ActivationIDforCellActivation
















ProtocolIE-ID ::= 1

id-admittedSplitSRB




















ProtocolIE-ID ::= 2

id-admittedSplitSRBrelease


















ProtocolIE-ID ::= 3

id-AMF-Region-Information


















ProtocolIE-ID ::= 4

id-AssistanceDataForRANPaging

















ProtocolIE-ID ::= 5


<<<<<<<<<<<<<<<<<<<<<< non-changed texts omitted >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
id-S-NG-RANnodeUE-Slice-MBR


















ProtocolIE-ID ::= 359
id-PositioningInformation


















ProtocolIE-ID ::= 360

id-UEAssistantIdentifier


















ProtocolIE-ID ::= 361
id-ManagementBasedMDTPLMNModificationList














ProtocolIE-ID ::= 362

id-F1-terminatingIAB-donorIndicator
















ProtocolIE-ID ::= 363

id-TAINSAGSupportList



















ProtocolIE-ID ::= 364

id-SCGreconfigNotification


















ProtocolIE-ID ::= 365

id-earlyMeasurement




















ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration















ProtocolIE-ID ::= 367
id-CoverageModificationCause

















ProtocolIE-ID ::= 368
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated








ProtocolIE-ID ::= 369

id-UERLFReportContainerLTEExtension















ProtocolIE-ID ::= 370

id-ExcessPacketDelayThresholdConfiguration














ProtocolIE-ID ::= 371
id-RequestedSrsTransmissionCharacteristics














ProtocolIE-ID ::= xxx
id-SrsConfiguration




















ProtocolIE-ID ::= yyy
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< End of the changes >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

