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[bookmark: _Toc120032636][bookmark: _Toc44497785][bookmark: _Toc45108172][bookmark: _Toc45901792][bookmark: _Toc51850873][bookmark: _Toc56693877][bookmark: _Toc64447421][bookmark: _Toc66286915][bookmark: _Toc74151610][bookmark: _Toc88654083][bookmark: _Toc97904439][bookmark: _Toc105175480][bookmark: _Toc113826510]9.2.3.127	MDT Configuration-EUTRA
The IE defines the MDT configuration parameters of EUTRA.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT Activation
	M
	
	ENUMERATED(Immediate MDT only, Logged MDT only, Immediate MDT and Trace,…)
	

	CHOICE Area Scope of MDT-E-UTRA
	O
	
	
	

	>Cell based
	
	
	
	

	>>Cell ID List for MDT
	
	1 .. <maxnoofCellIDforMDT>
	
	

	>>>NR E-UTRA CGI
	M
	
	9.2.2.87
	

	>TA based
	
	
	
	

	>>TA List for MDT
	
	1 .. <maxnoofTAforMDT>
	
	

	>>>TAC
	M
	
	OCTET STRING (SIZE (3))
	The TAI is derived using the current serving PLMN.

	>TAI based
	
	
	
	

	>>TAI List for MDT
	
	1 .. <maxnoofTAforMDT>
	
	

	>>>TAI
	M
	
	9.2.3.20
	

	MDT Mode E-UTRA
	M
	
	OCTET STRING
	MDTMode IE defined in TS 36.413 [3116].

	Signalling based MDT PLMN List
	O
	
	MDT PLMN List
9.2.3.133
	



	Range bound
	Explanation

	maxnoofCellIDforMDT
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofTAforMDT
	Maximum no. of TA subject for MDT scope. Value is 8.
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<<< skip unchanged ASN.1 >>>


IABNodeIndication ::= ENUMERATED {true,...}

ImmediateMDT-EUTRA ::= OCTET STRING 


ImmediateMDT-NR ::= SEQUENCE { 
	measurementsToActivate		MeasurementsToActivate,
	m1Configuration				M1Configuration				OPTIONAL,
	m4Configuration				M4Configuration				OPTIONAL,
	m5Configuration				M5Configuration				OPTIONAL,
	mDT-Location-Info			MDT-Location-Info			OPTIONAL,
	m6Configuration				M6Configuration				OPTIONAL,
	m7Configuration				M7Configuration				OPTIONAL,
	bluetoothMeasurementConfiguration				BluetoothMeasurementConfiguration				OPTIONAL,
	wLANMeasurementConfiguration					WLANMeasurementConfiguration					OPTIONAL,
	sensorMeasurementConfiguration					SensorMeasurementConfiguration					OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { ImmediateMDT-NR-ExtIEs} } OPTIONAL,
	...
}



<<< skip unchanged ASN.1 >>>


LocationReportingInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	{ ID id-AdditionLocationInformation	CRITICALITY ignore	EXTENSION AdditionLocationInformation	PRESENCE optional},
	...
}


LoggedMDT-EUTRA ::= SEQUENCE {
	loggingInterval								LoggingInterval,
	loggingDuration								LoggingDuration,
	bluetoothMeasurementConfiguration			BluetoothMeasurementConfiguration		OPTIONAL,
	wLANMeasurementConfiguration				WLANMeasurementConfiguration			OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {LoggedMDT-EUTRA-ExtIEs} } OPTIONAL,
	...
}

LoggedMDT-EUTRA-ExtIEs	XNAP-PROTOCOL-EXTENSION ::= {
...
}

LoggedEventTriggeredConfig ::= SEQUENCE {
	eventTypeTrigger					EventTypeTrigger,
	iE-Extensions		ProtocolExtensionContainer { { LoggedEventTriggeredConfig-ExtIEs} } OPTIONAL,
	...
}

<<< skip unchanged ASN.1 >>>




MDTMode-EUTRA ::= OCTET STRINGCHOICE {
	immediateMDT				ImmediateMDT-EUTRA,
	loggedMDT					LoggedMDT-EUTRA,
	...,
	mDTMode-EUTRA-Extension			MDTMode-EUTRA-Extension
}

MDTMode-EUTRA-Extension ::= ProtocolIE-Single-Container {{ MDTMode-EUTRA-ExtensionIE }}

MDTMode-EUTRA-ExtensionIE XNAP-PROTOCOL-IES ::= {
	...
}

<<< end of changes >>>



