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9.2.1.7
PDU SESSION RESOURCE NOTIFY

This message is sent by the NG-RAN node to notify that the QoS requirements of already established GBR QoS flow(s) for which notification control has been requested are either not fulfilled anymore or fulfilled again by the NG-RAN node. This message can also be sent by the NG-RAN node to notify that PDU session resource(s) for a given UE are released.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	PDU Session Resource Notify List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Notify Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Notify Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Notify Transfer IE specified in subclause 9.3.4.5.
	-
	

	PDU Session Resource Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Released Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Notify Released Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Notify Released Transfer IE specified in subclause 9.3.4.13.
	-
	

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore

	Availability NSSAI List
	
	0..1
	
	
	YES
	ignore

	>Availability NSSAI Item
	
	1..<maxnoofS-NSSAIs>
	
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Availability
	M
	
	ENUMERATED (available, unavailable,…)
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.

	maxnoofS-NSSAIs
	Maximum no. of S-NSSAIs. Value is 256.


9.2.3.8
PATH SWITCH REQUEST

This message is sent by the NG-RAN node to inform the AMF of the new serving NG-RAN node and to transfer some NG-U DL tunnel termination point(s) to the SMF via the AMF for one or multiple PDU session resources.

Direction: NG-RAN node ( AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Source AMF UE NGAP ID
	M
	
	AMF UE NGAP ID

9.3.3.1
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	ignore

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	ignore

	PDU Session Resource to be Switched in Downlink List
	
	1
	
	
	YES
	reject

	>PDU Session Resource to be Switched in Downlink Item
	
	1..<maxnoofPDUSessions> 
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Transfer IE specified in subclause 9.3.4.8.
	-
	

	PDU Session Resource Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Failed to Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Setup Failed Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Setup Failed Transfer IE specified in subclause 9.3.4.15.
	-
	

	RRC Resume Cause
	O
	
	RRC Establishment Cause

9.3.1.111
	
	YES
	ignore

	RedCap Indication
	O
	
	9.3.1.228
	
	YES
	ignore

	Availability NSSAI List
	
	0..1
	
	
	YES
	ignore

	>Availability NSSAI Item
	
	1..<maxnoofS-NSSAIs>
	
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Availability
	M
	
	ENUMERATED (available, unavailable,…)
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.

	maxnoofS-NSSAIs
	Maximum no. of S-NSSAIs. Value is 256.



